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cso cso ma 


THE Z80 INSTRUCTION SET 


LDr, (Ix +d) Load register r indirect from indexed memory 
location (IX + d) 


Function: r<-(IX + d) 


Format: 


1 
s et Bi, re | byte 3: offset value 
ons F 1 4 4 4 1 
Description: The contents of the memory location addressed by 


the IX index register plus the given offset value, 
are loaded into the specified register. r may be any 


one of: 
A - 111 E - 011 
B — 000 H — 100 
Cc — 001 L - 101 
D — 010 
Data Flow: ee. i 
, A 
B 
; (iieen 
; 
IX ene 
Timing: 5 M cycles; 19 T states; 9.5 usec @ 2 MHz 


Addressing Mode: Indexed. 


B. < 


rooOA D E HeL 
po. | 76 | 49 | ae | 6] se | 60 | oe} 4 


Byte Codes: 
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Flags: 


Example: 


OBJECT CODE 


PYV N C 


(no effect). 


Before: After: 
ae: Wl. * 
3020 [2a] on [2a _| 
3005 [15 3025 [15 | 
l~_] Y-—_| 


LDr, (IY + d) 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


row > 


THE Z80 INSTRUCTION SET 


Load register r indirect from indexed memory 
location (IY + d) 


r<(lY + d) 


[1 ] ‘}1 [+ [+o]. ] byte 1: FD 
[°] 1 [| [1 ]°] byte 2 
byte 3: offset value 


The contents of the memory location addressed by 
the IY index register plus the given offset value, 
are loaded into the specified register. r may be any 
one of: 


A - lll E - 011 
B — 000 H — 100 
C — 001 L — 101 
D — 010 


5 Mcycles, 19 T states; 9.5 usec @ 2 MHz 


Indexed. 
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Byte Codes: fe AB Gs De ak OH ab 
SS CIC 
Flags: S Z H P/V N C 
| a (no effect). 
Example: LD A, (IY + 2) 
Before: After: 
ats] WUSUA 
7 Cc a 
poos| 6! | poos| 61s 
ae are 
B007 B007 
ae L_—_] lan eee 


OBJECT CODE 
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LD (IX + d),m Load indexed addressed memory location (IX + 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


Flags: 


rio WwW > 


d) with immediate data n. 


(IX + d)<«n 


Lif feofs fof fols | byte 1: pp 
fof off sfo} [+] o] byte 2: 36 
byte 3: offset value 


byte 4: immediate 
data 


n 


The contents of the memory location immediately 
following the offset are transferred into the 
memory location addressed by the contents of the 
index register plus the given offset value. 


Ze 


eel 


5 M cycles; 19 T states; 9.5 usec @ 2 MHz 


Indexed/immediate. 


SZ H PVN C 


CELE] coats. 


309 


PROGRAMMING THE Z80 


Example: LD (1X + 4), FF 

Before: After: 
BioD| 4 BlIO0YfYy'- YY 
P| Ses Ye 


OBJECT CODE 
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THE Z80 INSTRUCTION SET 


LD (ITY + d),m Load indexed addressed memory location (IY + 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


Flags: 


d) with immediate data n. 


qyYy+d<«n 


Ets [ofa [ifs fo fs] byte 1: FD 

fofol: |: fofi]: fo] byte 2: 36 

ee byte 3: offset value 

(oer byte 4: immediate 
data 

The contents of the memory location immediately 

following the offset are transferred into the me- 


mory location addressed by the contents of the 
index register plus the given offset value. 


rOoO@W > 
m 
: 


pee 4 


5 M cycles; 19 T states; 9.5 usec @ 2 MHz 


Indexed/immediate. 


$2.7 H PVN C 
(no effect). 
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Example: LD (IY + 3), BA 


Before: After: 


a dC 


OBJECT CODE 
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LD (IX + d)r 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


THE Z80 INSTRUCTION SET 


Load indexed addressed memory location (IX + 
d) from register r. 


(IX + d)<—tr 


1} 1] 0 1} 1} oO} 1] byte 1:DD 


Php pe E re] bxe2 
T 


[——— ees ~| byte 3: offset value 
| ees ee | 


1__} _i 1 


The contents of specified register are loaded into 
the memory location addressed by the contents of 
the index register plus the given offset value. r may 
be any one of: 


A - lll E - 011 
B — 000 H — 100 
C — 001 L - 101 
D — 010 


-~_] 
Pees 
5 M cycles; 19 T states; 9.5 usec @ 2 MHz 
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Addressing Mode: Indexed. 


Byte Codes: r: A BC ODEHL 
Flags: SZ H P/VVN C 

(no effect). 
Example: 


OBJECT CODE 
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LD (IY + d),r Load indexed addressed memory location (IY + 
d) from register r. 


Function: (IY +d)<r 


Format: 


CEP EEE [oP] byte 1: rp 
fo] tft] fol-—--~-] byte 2 
byte 3: offset value 


Description: The contents of the specified register are loaded 
into the memory location addressed by the con- 
tents of the index register plus the given offset 
value. r may be any one of: 


A - lll E - 011 
B — 000 H — 100 
C — 001 L — 101 
D — 010 


Data Flow: 


Timing: 5 Mcycles; 19 T states; 9.5 usec @ 2 MHz 
Addressing Mode: Indexed. 


Byte Codes: rn A BoC DE HL 


Fo.| 77 [70 |71 | 72 |73|74|75|-d 
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Flags: SZ H PVN C 


LT LT LLL [J coettect). 


Example: LD (IY + 3),A 


OBJECT CODE 
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THE Z80 INSTRUCTION SET 


LD A, (nn) Load accumulator from the memory location 
(nn). 

Function: A + (nn) 

Format: 


foto] | [+ [oft [oe] byte 1: 34 
ee ee byte 2: address, low 
i order byte 
poe ene ee ES ————-, byte 3: address, high 
ees CS Sees RE | 1 Ee | al 


order byte 


Description: The contents of the memory location addressed by 
the contents of the 2 memory locations immediate- 
ly following the opcode are loaded into the ac- 
cumulator. The low byte of the address occurs im- 
mediately after the opcode. 


Data Flow: es 
A 
B c Lp ea 
D E 
ee) 
i 
ier ey ee 
Timing: 4M cycles; 13 T states; 6.5 usec @ 2 MHz 


Addressing Mode: Direct. 
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Flags: Ss Z H P/VN C 


| | | | | | | | (no effect). 


Example: LD A, (3301) 


Before: After: 


3A 3301 a= 3301 


OBJECT CODE 
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LD (nn),A 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


xmioWw > 


THE Z80 INSTRUCTION SET 


Load directly addressed memory location (nn) 
from accumulator. 


(nn) - A 


Fics byte 1: 32 


byte 2: address, low 
HA N eee ee — on oo oe order 


SS I byte 3: address, high 
order 


The contents of the accumulator are loaded into 
the memory location addressed by the contents of 
the memory locations immediately following the 
opcode. The low byte of the address immediately 
follows the opcode. 


4M cycles; 13 T states; 6.5 usec @ 2 MHz 


Direct. 
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Flags: s 2 H PV NC 
| | | | | | (no effect) 
Example: LD (0321), A 
Before: After: 
alae] irae 


1 


OBJECT CODE 
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LD (nn), dd 


Function: 


Format: 


Descriptions: 


Data Flow: 


r0o8 > 


sP 


THE Z80 INSTRUCTION SET 


Load memory locations addressed by nn from 
register pair dd. 


(nn) «ddjow; (nn + 1) “ddhigh 


1} rt fo 1 ]1[o [1] byte 1: ED 
aD [ots[efoL TT] one 2 


Te ed | byte 3: address, 


oe ee eel | tt 11 1 | low order 
= =e a Ces T byte 4: address, 
1 
f high order 


The contents of the low order of the specified 
register pair are loaded into the memory location 
addressed by the memory locations immediately 
following the opcode. The contents of the high 
order of the register pair are loaded into the 
memory location immediately following the one 
loaded from the low order. The low order of the 
nn address occurs immediately after the opcode.dd 
may be anyone of: 


BC — 00 HL — 10 
DE — 01 SP - 11 


=a 
es | 


Yi 
ZZ 
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Timing: 6 M cycles; 20 T states; 10 usec @ 2 MHz 
Addressing Mode: Direct. 


Byte Codes: dd: BC DE HL SP 


SO 


Flags: SZ H P/VV_N C 
(no effect). 
Example: — LD (040B), BC 
Before: After: 


| eo 0408 06 oan WY 
[| oa 


OBJECT 
CODE 


322 


LD (nn), HL 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


r0®m > 


THE Z80 INSTRUCTION SET 


Load the memory locations addressed by nn from 
HL. 


(nn) « L;(nn + 1)<H 


Lefo[:[ofofo [1 Jo | byte 1: 22 


FEA a ae T byte 2: address, 
1 

T 

1 


low order 
byte 3: address, 
' 11! high order 


The contents of the L register are loaded into the 
memory location addressed by the memory loca- 
tions immediately following the opcode. The con- 
tents of the H register are loaded into the memory 
location immediately following the location 
loaded from the L register. The low order of the 
nn address occurs immediately after the opcode. 


5M cycles; 16 T states; 8 usec @ 2 MHz 


Direct. 
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Flags: 


Example: 


OBJECT 
CODE 


324 


PVN C 


CTI L | | [ ] (no effect). 


LD (40B9), HL 


Before: After: 


H[ 30a ee a he 


4os9{ 20_—=*' 40B9 GKLIG 
40Ba| OF a0Ba V0 7 


LD (nn), IX 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


THE Z80 INSTRUCTION SET 


Load memory locations addressed by nn from IX. 


(nn) <— IXjow; (nn + 1) — IXhigh 


Lifes [1 fs fo [1] byte 1: pp 


o}o}/1]/o0]o0}]o0)}1]0] byte 2: 22 
I as AO SE BEL byte 3: address, 

[- fier Co cy ee low order 
CGT AS ER: ] byte 4: address, 

[ Ef aEe east Paria eee high order 


The contents of the low order of the IX register 
are loaded into the memory location addressed by 
the contents of the memory location immediately 
following the opcode. The contents of the high 
order of the IX register are loaded into the 
memory location immediately following the one 
loaded from the low order. The low order of the 
nn address occurs immediately after the op code. 


6 M cycles; 20 T states; 10 usec @ 2 MHz 


Direct. 
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Flags: S ZH PYVV_N_C 
[| | [ [| | it | (no effect). 
Example: LD (012B), IX 


Before: After: 


xf (0406 | x 0406 | 


a I ) 
aaa 


OBJECT 
CODE 
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LD (nn), IY 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


THE Z80 INSTRUCTION SET 


Load memory locations addressed by nn from IY. 


(np — TYjow; (nn + 1) — IYhigh 


reayafa A 1 |o|1 | byte 1: FD 

Lofefsfofefe[: fe ] byte 2: 22 

in eA ee ee a a -_ byte 3: address, 
1 1111] low order 


Co be ee ce ae 
n high order 


1 us 1 


The contents of the low order of the LY register are 
loaded into the memory location addressed by the 
contents of the memory locations immediately 
following the opcode. The contents of the high 
order of the IY register are loaded into the 
memory location immediately following the one 
loaded from the low order. The low order of the 
nn address occurs immediately after the opcode. 


6M cycles; 20 T states; 10 usec @ 2 MHz 


Direct. 
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Flags: S$ 2Z H PVN C 
(no effect) 
Example: LD (BD04), IY 
Before: After: 
[om 1 


BDO4 A sp Y 
— ae So B05 Y _ 
es 


OBJECT CODE 
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LD A, (BC) 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


THE Z80 INSTRUCTION SET 


Load accumulator from the memory location in- 
directly addressed by the BC register pair. 


A = (BC) 


Le ole le | pose) 0A 


The contents of the memory location addressed 
by the contents of the BC register pair are loaded 
into the accumulator. 


2 M cycles; 7 T states; 3.5 usec @ 2 MHz 


Addressing Mode: Indirect. 
Flags: SZ H P/V NC 
| I | [eq (no effect). 
Example: LD A, (BC) 
Before: After: 
alan | ZF 
32D1 cB 3201 c 


OBJECT CODE 
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LD A, (DE) Load the accumulator from the memory location 
indirectly addressed by the DE register pair. 
Function: A = (DE) 
Format: 
fofofolr{rfolsfo]ia 
Description: The contents of the memory location addressed by 
the contents of the DE register pair are loaded into 
the accumulator. 
Data Flow: 
Timing: 2M cycles; 7 T states; 3.5 usec @ 2 MHz 
Addressing Mode: Indirect. 
Ss 2Z H PVN C 
Flags: 
: (TLL CELT] rcctees 
Example: LD A, (DE) 
Before: After: 
A YCLEWA: 
wosi[ ws | 
een ca ae aa 


OBJECT CODE 
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LD A,I Load accumulator from interrupt vector register I. 
Function: A<+I 
Format: 


Description: The contents of the interrupt vector register are 
loaded into the accumulator. 


Data Flow: 


row p> 


Timing: 2M cycles; 9 T states; 4.5 usec @ 2 MHz 


Addressing Mode: Implicit. 


Flags: 5 Zz H PV NC 
[e[e! jo x [o] | — Set to the contents 
IK of IFF2 
Example: LD A,l 
Before: After: 
( “4 al__30 } iL 8 | AGyBY | 48 
[| | 


OBJECT CODE 
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LD I,A Load Interrupt Vector register 1 from the ac- 
cumulator. 
Function: I-A 


Format: Pifafafofafi fol] byte 1: ED 
fof sfofofoti |: fr] byte 2: 47 


Description: The contents of the accumulator are loaded into 
the Interrupt Vector register. 


Data Flow: 


Timing: 2M cycles; 9 T states; 4.5 usec @ 2 MHz 
Addressing Mode: Implicit. 


Flags: 4 H PV N C 

| | | (no effect) 
Example: LD IA 

Before: After: 
eae 


OBJECT CODE 
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LD A,R 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 
Addressing Mode: 


Flags: 


Example: 


| | 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


Load accumulator from Memory Refresh register 
R. 


A<-R 


[ Popopofi Le Jo]r] byte 1: ED 
EE 


0 feb pi | byte 2: SF 


The contents of the Memory Refresh register are 
loaded into the accumulator. 


r0 WD > 
m 


2 M cycles; 9 T states; 4.5 usec @ 2 MHz 
Implicit. 


a 4 H P/V N C 


[eje! jo} |xfof ] 


A set to contents of IFF2 


LD A,R 


Before: After: 


Al oR Ad AG YA _*__| 
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LD HL, (nn) 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


Flags: 


334 


Load HL register from memory locations addres- 
sed by nn. 


L < (nn); H < (nn + 1) 


of ofr [of fo] [o | byte 1: 2A 
byte 2: address, low 
order 


byte 3: address, high 


| ee ES | eat order 


The contents of the memory location addressed by 
the memory locations immediately after the op- 
code are loaded into the L register. The contents 
of the memory location after the one loaded into 
the L register are loaded into the H register. The 
low byte of the nn address occurs immediately 
after the opcode. 


Cc 


ro0o@W > 


5 M cycles, 16 T states; 8 usec @ 2 MHz 


Direct. 


P/VN C 


CT | ig [ Ie. L |] | | (no effect) 


THE Z80 INSTRUCTION SET 


Example: LD HL, (0024) 


OBJECT CODE 
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LD IX, nn Load IX register with immediate data nn. 
Function: IX «nn 
Format: 

V}ryoyd 1/0 ]1 | byte 1: DD 


foto} sfofo]olo]: | byte 2: 21 
byte 3: immediate 
i data, low order 
byte 4: immediate 
data, high order 


Description: The contents of the memory locations immediate- 
ly following the opcode are loaded into the IX 
register. The low order byte occurs immediately 
after the opcode. 


Data Flow: 


rIo@W > 


Timing: 4 Mcycles; 14 T states; 7 usec @ 2 MHz 


Addressing Mode: immediate. 


Flags: Ss Z H PVN C 


PT CELE LL) evette 
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Example: LD IX, BOB 1 

Before: After: 
(iieen Ix 306F IX 
| oo | 


OBJECT CODE 
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LD IX, (nn) 


Function: 


Format: 


Descriptions: 


Data Flow: 


Timing: 


Addressing Mode: 


338 


YY Yl, 


Load IX register from memory locations ad- 
dressed by nn. 


IX}ow * (nn); IXpigh + (an + 1) 


OD Te DT Te] ome 1: pp 

fo[o[+ Jolt [oJ]? Jo] byte 2: 24 
byte 3: address, 

Gemtor erent ee eae low order 


Fe =| bye 4: address, 


| he ie high order 


The contents of the memory location addressed by 
the memory locations immediately following the 
opcode are loaded into the low order of the IX 
register. The contents of the memory location im- 
mediately following the one loaded into the low 
order are loaded into the high order of the IX reg- 
ister. The low order of the nn address immediately 
follows the opcode. 


AL 


6M cycles; 20 T states; 10 usec @ 2 MHz 


Direct. 


Flags: 


Example: 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


H PV N C 


s 2 
Cah | | (no effect). 


LD IX, (010B) 


Before: After: 


orp] 0 OT 
onc} 32 orc] 32 
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LD IY, nn Load IY register with immediate data nn. 
Function: IY «nn 
Format: 


[te fode fits fo o | ] byte 1: FD 
ofofsfofofofo]: | byte 2: 21 


T byte 3: immediate 
ee data, low order 
ee ae Sa a Re | byte 4: immediate 

data, high order 


Description: The contents of the memory locations immediate- 
ly following the opcode are loaded into the LY 
register. The low order byte occurs immediately 
after the opcode. 


Data Flow: 


Timing: 4M cycles; 14 T states; 7 usec @ 2 MHz 


Addressing Mode: Immediate. 


340 


Flags: 


Example: 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


Ss Z H PVN C 
Si | al ia L] (no effect) 


LD IY, 21 


Before: After: 


[0698 1 GGG.”c[CG 
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LD IY, (nn) 


Function: 


Format: 


Description: 


Data Flow: 


342 


Load register IY from memory locations addressed 
by nn. 


1Yjow < (nn); 1Yhigh <—(nn + 1) 


len faieh ifn 1 | | o [1 | byte 1: FD 
ope]: [Le ToD [a ]owe 2: 2a 


= Loa oe Te ) byte 3: address, 
1 


_—____. 


11 1 J low order 
T 
1 


roe -] byte 4: address, 
high order 


1 1 


n 
4 
“TT T i, 
n 
1 


1 1 1 


The contents of the memory location addressed by 
the memory locations immediately following the 
opcode are loaded into the low order of the IY 
register. The contents of the memory location im- 
mediately following the one loaded into the low 
order are loaded into the high order of the IY 
register. The low order of the nn address im- 
mediately follows the opcode. 


= 
| | 
Wd 


A 
B 
D 
H 


THE Z80 INSTRUCTION SET 


Timing: 6 M cycles; 20 T states; 10 usec @ 2 MHz 


Addressing Mode: Direct. 


Flags: a4 H P/VV_N C 
CELETT LL) cette. 
Example: LD IY, (S00D) 
Before: After: 
i M/E I//// 
FD 
2 = ce ee 
OBJECT 
CODE 
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LD R,A 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


Flags: 


Example: 


OBJECT CODE 


344 


Load Memory Refresh register R from the ac- 
cumulator. 


R<«A 


1 ryola}alto fa byte 1: ED 


pot fofol {afi fr] byte 2: 4F 


The contents of the accumulator are loaded into 
the Memory Refresh register. 


2M cycles; 9 T states; 4.5 usec @ 2 MHz 


Implicit. 


[TI iE Para (no effect) 


LD R,A 


Before: After: 


aL__or je[ « Jal oF | G77 


LD SP, HL 


Function: 


Format: 
Description: 


Data Flow: 


Timing: 
Addressing Mode: 


Flags: 
Example: 


OBJECT 
CODE 


THE Z80 INSTRUCTION SET 


Load stack pointer from HL. 


SP < HL 


No el 2 silos 


The contents of the HL register pair are loaded in- 
to the stack pointer. 


ro@W > 


5? cn 


1 M cycles; 6 T states; 3 usec @ 2 MHz 
Implicit. 


PV N C 


[ ig el de [ |] (no effect) 


LD SP, HL 


Before: After: 


2  C 


Se  ZEZ 
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LD SP, Ix 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 
Addressing Mode: 


Flags: 


Example: 


OBJECT 
CODE 


Load stack pointer from IX register. 


SP < IX 


[2 [0] o| | i| 1 Jo] 1 | byte 1: DD 
CTD DT Te fo [J bxe 2: 


The contents of the IX register are loaded into the 
stack pointer. 


2M cycles; 10 T states; 5 usec @ 2 MHz 


Implicit. 

ci 

[. [ i. [. [ EEL] (no effect) 

LD SP, IX 

Before: After: 
x1 09b2 Ih wipe, 0902 ] 
[sao (| QL 


LD SP, IY 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


THE Z80 INSTRUCTION SET 


Load stack pointer from IY register. 


SP <IlY 


Llp psf [2 [eo] ] byte 1: FD 
wd a] ifrfo]o].] byte 2: F9 


The contents of the IY register are loaded into the 
stack pointer. 


A 
B Cc 
D E 
H L 
lY 


iid 


2M cycles; 10 T states; 5 usec @ 2 MHz 


Addressing Mode: Implicit. 


Flags: 


Example: 


OBJECT CODE 


s Z H PVN C 
[TTT TT LT] mete 
LD SP, IY 
Before: After: 

IY 09AB lY 09AB 
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LDD Block load with decrement. 

Function: (DE) « (HL); DE « DE —- 1; HL<HL — ]; 
BC < BC - 1 

Format: 


LS pe” pete |) bytesED 
Tol fof fofolo] byte 2: as 


Description: The contents of the memory location addressed by 
HL are loaded into the memory location address- 
ed by DE. Then BC, DE, and HL are all 
decremented. 


Data Flow: Ze 
Spee 
YYW We 
WY YY Yype 
HWM Yl“ DATA 
Timing: 4M cycles; 16 T states; 8 usec @ 2 MHz 


Addressing Modes: Indirect. 


Flags: PWN C 


Reset if BC = 0 after 
execution, set otherwise. 
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Example: LDD 
Before: After: 
B cB c 
) nn en /f/f ff N\I//// 
H 8438 \ HWYUMESS UMA 
Ae (lilies (aioe 
| cant 98 6 GEG 
a! ay 
ae 
OBJECT CODE a 
8438 — 
aa 
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LDDR Repeating block load with decrement. 


Function: (DE) < (HL); DE «— DE — 1; HL<HL — 1; 
BC < BC — 1; Repeat until BC = 0 


Pt fet fs feof ] byte 1: ep 
Pifofifr]rfofo]o] byte 2: B8 


Format: 


Description: The contents of the memory location addressed by 
HL are loaded into the memory location address- 
ed by DE. Then DE, HL, and BC are all 
decremented. If BC #0, then the program counter 
is decremented by 2 and the instruction re- 
executed. 


Data Flow: 


Timing: BC #0: 5 M cycles; 21 T states; 10.5 usec @ 2 
MHz. 
BC = 0:4 Mcycles; 16 T states; 8 usec @ 2 MHz 


Addressing Mode: Indirect. 


Flags: s Zz P/V N C 


CT Lor [olor 
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THE Z80 INSTRUCTION SET 


Example: LDDR 


Before: After: 


Cc 
E 
L 


B 


Cc 
of, ose fe ov 
L 


H 


WW Md, 


N 


080 IS 
0681 WY Y 
0682 WY sry 


NSX 


OBJECT CODE 
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LDI 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


Flags: 


352 


Y 


"Y 


Block load with increment. 


(DE) < (HL); DE < DE + 1; HL< HL + 1; 
BC < BC - 1 


PLP fol fs fol] byte 1: ep 
[fol ]o]ofo]o]o] byte 2: Ao 


The contents of the memory location addressed by 
HL are loaded into the memory location addressed 
by DE. Then both DE and HL are incremented, 
and the register pair BC is decremented. 


4M cycles; 16 T states; 8 usec @ 2 MHz 


Indirect. 


PV N C 


PT LIoLIx[oL 1 
Reset if BC = 0 after 


execution, set otherwise. 


THE Z80 INSTRUCTION SET 


Example: LDI 


Before: After: 


ees 
— 3BwIYYy ay 
| 
OBJECT CODE 
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LDIR Repeating block load with increment. 


Function: (DE) « (HL); DE « DE + 1; HL<HL + 1; 
BC < BC — 1; Repeat until BC = 0 


[spot] fols] byte 1: ED 
Tot] fefefefo) byte 2: Bo 


Description: The contents of the memory location addressed by 
HL are loaded into the memory location ad- 
dressed by DE. Then both DE and HL are in- 
cremented. BC is decremented. If BC #0 then 
the program counter is decremented by 2 and the 
instruction is re-executed. 


Format: 


Uff 


Iy 


y 
a 
i 

I 


re oy 


Data Flow Fea 2° 
ee YMA it 

Y, DESTINATION 777 * 

7 Yi 


HY L 


Timing: For BC #0: 5M cycles; 21 T states; 10.5 usec @ 2 
MHz. 
For BC = 0: 4 M cycles; 16 T states; 8 usec @ 2 
MHz 


Addressing Mode: Indirect. 


354 


Flags: 


Example: 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


s Zz H PVN C 

| | | Jol Jojo} | 

LDIR 

Before: After: 

| es ($I@C_—'/§@« O€U"“FYWYVY{{_—™"”’ /YYVJJ« 

ne ee ee YYW I 

Hl 2A kl (Gs HY“ YY" 
aaos{_ 12 4A03 2 WY 
id a 
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LD r, (HL) Load register r indirect from memory location 
(HL). 

Function: r < (HL) 

Format: 


Description: The contents of the memory location addressed by 
HL are loaded into the specified register. r 
may be any one of: 


A - lll E - 011 
B — 000 H — 100 
C - 001 L - 101 
D — 010 
Data Flow: 
A 
B Cc 
D E 
\ 
ae ae ate 
Timing: 2M cycles; 7 T states; 3.5 usec @ 2 MHz 


Addressing Mode: Indirect. 


Byte Codes: r: 


A.B ¢C D EH IL 
7] 46] ae] 56] se] oo] ot| 
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Flags: Ss Z H PVN C 
(no effect). 
Example: LD OD, (HL) 
Before: After: 
RH 
HL__oc 4) 32 


ocaa[ 3a ocaa 
_—~__] ae a 


OBJECT CODE 
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NEG 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 
Addressing Mode: 


Flags: 


Example: 

| ED 

| a 
OBJECT 
CODE 


358 


Negate accumulator. 


A+~0-A 


OPT oe byte dee 
EO 


The contents of the accumulator are subtracted 
from zero (two’s complement) and the result is 
stored back in the accumulator. 


2M cycles; 8 T states; 4 usec @ 2 MHz 
Implicit. 


Ss H ®v N Cc 


OOmsOmOmO 


C will be set if A was 0 before the instruction. 


P will be set if A was 80H. 

NEG 

Before: After: 
| VIE 


THE Z80 INSTRUCTION SET 


NOP No operation. 
Function: Delay. 
Format: 
[0 | 0 olo]o]o 0 | 0 | 00 
Description: Nothing is done for 1 M cycle. 
if 2 : 

Dale HOW A No action 

B Cc 

D E 

H L 
Timing: 1 M cycle; 4 T states; 2 usec @ 2 MHz 
Addressing Mode: Implicit 
Flags: s Zz H PVN C 


CLIT ITLL) ervettecn 
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OR s Logical or accumulator and operand s. 
Function: A+AVs 
Format: s: may be r, n, (HL), (IX+ d), or (IY + d) 


data 


byte 3: offset value 
(ly + a) byte 1: FD 

byte 2: B6 

byte 3: offset value 


r may be any one of: 


A - lll E - 011 
B — 000 H —- 100 
Cc - 001 L - 101 
D —- 010 
Description: The accumulator and the specified operand are 


logically ‘or’ed, and the result is stored in the ac- 
cumulator. s is defined in the description of the 
similar ADD instructions. 
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THE Z80 INSTRUCTION SET 


Data Flow: 


Timing: 


r 


usec 
M cycles: | T states: |\@ 2 MHz: 
4 2 


Addressing Mode: r: implicit; n: immediate; (HL): indirect; (IX + 
d), (TY + d): indexed. 


Byte Codes: OR r r A BC DE HL 
B7 | BO | BI 2 | 83 | 84 B5 


Flags: SZ H Pv N Cc 
ele, jo| jefofo 
Example: OR B 
Before: After: 
(iii a cee Ns 
B 
| 80 | | 9 
I~_] 
OBJECT 
CODE 
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OTDR 


Block output with decrement 


Function: (C)<(HL); B<B — 1; HL< HL — 1; 


Format: 


Repeat until B = 0. 


1} rf) 1} o]1]1]0]1 | byte 1: ED 


[1 oft 1}1]o]1 11 | byte 2: BB 


Description: The contents of the memory location addressed by 


the HL register pair are output to the peripheral 
device addressed by the contents of the C register. 
Both the B register and the HL register pair are 
then decremented. If B # 0, the program counter 
is decremented by 2 and the instruction is re- 
executed. C supplies bits AO to A7 of the address 
bus. B supplies (after decrementation) bits A8 to 
AlS. 


Data Flow: 


Timing: 


Peed ; 
B WMA 
es 


= 0:4 Mcycles; 16 T states; 8 usec @ 2 MHz. 
#0:5M cycles; 21 T states; 10.5 usec @ 2 MHz 


Addressing Mode: External. 


Flags: 


362 


Example: 


OBJECT CODE 


OTDR 


BL__oz [5 Jc 
ea 


B 
H 


PORT 


004F 
0050 
0051 


THE Z80 INSTRUCTION SET 


After: 


Wit@A_*5 | 

WVU qqMMz=CI(C*"” 
YUKU Ge 

5 


E 


9A 


[ef 
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OTIR Block output with increment. 
Function: (C) < (HL); B< B — 1; HL < HL + 1; Repeat 
until B = 0 
Format: “2 
[1 ifijo ia Jr fofn || byte 1: ED 
[1 [ofa fi [ojo]: | 1 | byte 2: B3 
Description: The contents of the memory location addressed by 


the HL register pair are output to the peripheral 
device addressed by the contents of the C register. 
The B register is decremented and the HL register 
pair is incremented. If B #0, the program counter 
is decremented by 2 and the instruction is re- 
executed. C supplies bits AO to A7 of the address 
bus. B supplies (after decrementation) bits A8 to 
AlS. 


Data Flow: 


HG 


Timing: 


0: 4M cycles; 16 T states; 8 usec @ 2 MHz. 
0: 5 M cycles; 21 T states; 10.5 usec @ 2 MHz 


Addressing Mode: External. 


Flags: S) Z H P/V N C 


ast ea 


364 


Example: 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


Before: After: 


2 ee CO C2 //')// 


H \ 4 QUA ' 
PORT SSL °O' 
AO AO 
ss50| 68 
5551 
YI 
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OUT (C), r Output register r to port C. 


Function: (C)<r 


r}q fo] [i fo]: | byte 1: ED 
opp pe | 6 |e] | byte 2 


Description: The contents of the specified register are output to 
the peripheral device addressed by the contents of 
the C register. r may be any one of: 


Format: 


A - lll E — 011 
B — 000 H — 100 
C — 001 L —- 101 
D — 010 


Register C supplies bits AO to A7 of the address 
bus. Register B supplies bits A8 to AlS. 


Data Flow: 
A PORT 
B Cc 
D E 
H L 
Timing: 3 M cycles; 12 T states; 6 usec @ 2 MHz 


Addressing Mode: External. 


Flags: SZ H PV N C 


PTTL LELL] cette. 


Byte Codes: r L 


> A_B C D_€ _H 
ED- 79 [« [4] si [59 [61 69 


Example: 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


OUT (C), B 
Before: After 
[__88__Jporr Yi Yin 
FI FI 
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OUT (N),A Output accumulator to peripheral port N. 


Function: (N) -~ A 


f-[ Jol: fofo]s |: | byte 1: 3 
fe , IN ! —| byte 2: port address 


Description: The contents of the accumulator are output to the 
peripheral device addressed by the contents of the 
memory location immediately following the op- 
code. 


Format: 


Data Flow: 


a 


da 


Timing: 3 M cycles, 11 T states; 5.5 usec @ 2 MHz 


Addressing Mode: External. 


Flags: s Zz H PVN C 


| (no effect). 


Example: OUT (0A),A 


Before: After: 


OA a 


OBJECT CODE 
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OUTD 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


Flags: 


THE Z80 INSTRUCTION SET 


Output with decrement. 


(C) — (HL); BC — B — 1; HL HL —- 1 


PPP Pep [yo [ | byte 1: ep 
Lilels (sae [y)] byte 2eae 


The contents of the memory location addressed by 
the HL register pair are output to the peripheral 
device addressed by the contents of the C register. 
Then both the B register and the HL register pair 
are decremented. C supplies bits AO to A7 of the 
address bus. B supplies (after decrementation) A8 
to AlS. 


4M cycles; 16 T states; 8 usec @ 2 MHz 


External. 


E mE 1 | ] Set if B = 0 after execution, 
| | reset otherwise. 
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Example: OUTD 
Before After: 
8 c SYZEFY 9 \c 
fe ee m/f S/O 
PORT WY 
9A 

aS -& 
lL~___ | = 


OBJECT CODE 
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OUTI 


Function: 


Format: 


THE Z80 INSTRUCTION SET 


Output with increment. 
(C) « (HL); B<«- B —- 1; HL< HL + 1 


ff feof fr fofi] byte 1: ED 
Pi Tof fofofo] [1] byte 2: a3 


Description: The contents of the memory location addressed by 


Data Flow: 


Timing: 


the HL register pair are output to the peripheral 
device addressed by the C register. The B register 
is decremented and the HL register pair is incre- 
mented. 


C supplies bits AO to A7 of the address bus. 
B (after decrementation) supplies bits A8 to A15. 


nee eet 


H L 


4M cycles; 16 T states; 8 usec @ 2 MHz 


Addressing Mode: External. 


Flags: 


x | l?] | ? l 1 | ij Set if B = 0 after execution, 
{ : | reset otherwise. 
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Example: OUTI 
Before: After: 
Se (ca) /4:2.///// Sc 
| ec M/S I/II) 
PORT YUU_YU er 
~~ __| 


OBJECT CODE 


372 


POP qq 


Function: 


Format: 


Description: 


Data Flow: 


THE Z80 INSTRUCTION SET 


Pop register pair qq from stack. 


Wow + (SP); hight (SP + 1); SP SP + 2 


RG ee 


The contents of the memory location addressed by 
the stack pointer are loaded into the low order of 
the specified register pair and then the stack 
pointer is incremented. The contents of the 
memory location now addressed by the stack 
pointer are loaded into the high order of the 
register pair, and the stack pointer is again in- 
cremented. qq may be any one of: 


BC — 00 HL —- 10 
DE - 01 AF —- 11 


Timing: 


Addressing Mode: 


Byte Codes: qa: 


3 M cycles; 10 T states; 5 usec @ 2 MHz 
Indirect. 


BC DE HL AF 


jer] on] en] Fy 
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Flags: 


Example: 


OBJECT CODE 


374 


Son ts PNG 

[ [. ee ie [ [|] (no effect). 
POP BC 
Before: After 


THE Z80 INSTRUCTION SET 


POP IX POP IX register from stack. 
Function: IX ow = (SP); IX high -(SP + 1);SP «SP + 2 
Format: 


Py fot [sft fo] | byte 1: pp 
‘ff fofofolfo]: | byte 2: El 


Description: The contents of the memory location addressed by 
the stack pointer are loaded into the low order of 
the IX register, and the stack pointer is in- 
cremented. The contents of the memory location 
now addressed by the stack pointer are loaded in- 
to the high order of the IX register, and the stack 
pointer is again incremented. 


Data Flow: Be restan eee 


Timing: 4M cycles; 14 T states; 7 usec @ 2 MHz 


Addressing Mode: Indirect. 
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Flags: 


Example: 


OBJECT CODE 


376 


S-.-Z H 


PVV_N C 


LITT LTT LJ toettecs. 


POP IX 


Before: 


xo —d 


spl 090B 


] 


After: 


XW Yr 


POP IY 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


Flags: 


A 
B 
D 
H 


THE Z80 INSTRUCTION SET 


POP IY register from stack. 


IY tae (SP); IY -(SP + 1);SP «SP + 2 


high 


dp ptt eps) byte 1: Fp 
‘Td fefofofo] | byte 2: Et 


The contents of the memory location addressed by 
the stack pointer are loaded into the low order of 
the LY register, and then the stack pointer is incre- 
mented. The contents of the memory location now 
addressed by the stack pointer are loaded into the 
high order of the IY register, and the stack pointer 
is again incremented. 


4M cycles; 14 T states; 2 usec @ 2 MHz 


Indirect. 


92 o£ H PVN C 


CLIT IT TL) ovetteen 
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Example: POP IY 
Before: After: 
) 7 Oe ee //E9// 
SP 3004 Ws» MM 


sons soos] «| 
soos| 39 | sooo| 39 | 


OBJECT CODE - 


378 
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PUSH qq Push register pair onto stack. 
Function: (SP — 1) +4qGhigh> (SP — 2) —4qlow: 
SP <«SP - 2 
Format: ; : 
[fo fepefet fof ] 
Description: The stack pointer is decremented and the contents 


of the high order of the specified register pair are 
then loaded into the memory location addressed 
by the stack pointer. The stack pointer is again 
decremented and the contents of the low order of 
the register pair are loaded into the memory loca- 
tion currently addressed by the stack pointer. qq 
may be any one of: 


BC — 00 HL - 10 
DE - 01 AF - 11 
Data Flow: 
Timing: 3 M cycles; 11 T states; 6.5 usec @ 2 MHz 


Addressing Mode: Indirect. 


Byte Codes: QQ: BC DE HL AF 


[os] 
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Flags: iz N 


i | TI ] ‘fn r] (no effect). 


Example: PUSH DE 
Before: After: 
7 nn ne ///f65)// 


00B1 
OBJECT CODE 


380 


PUSH IX 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


Flags: 


THE Z80 INSTRUCTION SET 


Push IX onto stack. 


(SP - 1) IXhigh; (SP — 2) — 1Xjow; 
SP «SP - 2 


ODED TD fe] ose 1 pp 
COP TTD TED] oye 2: es 


The stack pointer is decremented, and the contents 
of the high order of the IX register are loaded into 
the memory location addressed by the stack 
pointer. The stack pointer is again decremented 
and then the contents of the low order of the IX 
register are loaded into the memory location ad- 
dressed by the stack pointer. 


rOo@W8 > 


4M cycles; 15 T states; 7.5 usec @ 2 MHz 


Indirect. 


Sie 2Z H PVN C 


peel Ie I Ve ey Moosic 
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Example: PUSH IX 


Before: After: 


IX [ 04A2 | x | 04A2 | 
‘ oF = a 


sP| 0096 | ZL, 


0094 8B 
0095 OF 
0096 04 


OBJECT CODE PS od 
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PUSH IY Push IY onto stack. 

Function: (SP — 1) TY highs (SP — 2) — 1Yjow; 
SP «SP —- 2 

Format: 


[oo] 1 [J 1 ise of. | byte 1: FD 
1f1]a1to]fol1 ol]. | byte 2: BS 


Description: The stack pointer is decremented and the contents 
of the high order of the IY register are loaded into 
the memory location addressed by the stack 
pointer. The stack pointer is again decremented 
and the contents of the low order of the LY register 
are loaded into the memory location addressed by 
the stack pointer. 


Data Flow: 


Timing: 3 M cycles; 15 T states; 7.5 usec @ 2 MHz 


Addressing Mode: Indirect. 


Flags: Ss Z H PV N C 


CTCL LL) troctteey 


383 
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Example: PUSH IY 
Before: After: 
» ae "x 
sp *YYjw DY 


OBJECT CODE 


384 


THE Z80 INSTRUCTION SET 


RES b,s Reset bit b of operand s. 
Function: Sp 0 
Format: Ss: 
2 fr] fofo] fof: |r| byte 1: CB 
Cpt] oye2 
qu) [ [foto]: fof: [1] byter: cp 
po=cS0008. 
GX+d)  [ififofifi]i fo]: ] byte 1: Dp 
[)[ofofofsfofi]s] byte 2: CB 
[-— : ; —— byte 3: offset value 
OO=22000R7 
ay+d) [*[*{+ {+ [+]. fof] byte: ep 
[of fofofrfofrya byte 2: CB 
[— ——4 —_— | byte 3: offset value 
So= "Sonne 
b may be any one of: 
0 — 000 4 -— 100 
1 — 001 5 - 101 
2 - 010 6 — 110 
3 - 011 7-111 
r may be any one of: 
A - 111 E - 0ll 
B — 000 H —- 100 
C - 001 L - 101 
D — 010 
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Description: The specified bit of the location determined by s is 
reset. s is defined in the description of the similar 
BIT instructions. 


Data Flow: 


c 
E 
L 


usec 
S: M cycles: | T states:| @ 2 MHz: 
r 2 8 4 


(HL) 15 7.5 
(IX + d) 
(IY + d) 


r0o@W > 


Timing: 


Addressing Mode: r: implicit; (HL): indirect; (IX + d), (ITY + d): in- 
dexed. 


Byte Codes: RES b,r 
nA BC D EH 


L 

cB 81 82 | 83 | 4 | 85 
] 89 a | 88 | ac 8D 

4 5 


8. 
94 |9. 


s [o7| 0| 1 [o/s |ee|as 
7. B9 BA | BB BC | BD 


b O 1 2 3 4 5 6 7 
RES b, (HL) co [1] [5] [os] eo] 
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RES b, (IX + d) 
RES r/ (HL) 
RES b, (IY + d) 


Flags: 


Examples: 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


DDCB — bs O 1 2 3 4 5 6 7 
cB — 86 at | 96 | 9¢ Ab at | 86 | Be 
FDCB — ES 
Ss Z H PV N C 
LET TT TT 7 Jevocttecty 

RES 1,H 

Before: After: 


| aa WS, 
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RET 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


Flags: 


388 


Return from subroutine 


PCjow + (SP); PChigh “(SP + 1); SP + SP +2 


1}1{}olo}1}o}fo}i1]|C9 


The program counter is popped off the stack as 
described for the POP instructions. The next in- 
struction fetched is from the location pointed to 
by PC. 


A 
B 
D 
H 


3 M cycles; 10 T states; 5 usec @ 2 MHz 


Indirect. 


Ss Z H PVN C 
(no effect) 


Example: 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


After: 


MSU, 
MUS MMA 


3310 21 
3311 


n 
uv 
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RET cc 


Function: 


Format: 


Description: 


Data Flow: 


Return from subroutine on condition. 


If cc true: PCjow = (SP); PChigh + (SP + 1); 
SP+SP + 2 


go=c=o000 


If the condition is met, the contents of the pro- 
gram counter are popped off the stack as described 
for the POP instructions. The next instruction is 
fetched from the address in PC. If the condition is 
not met, instruction execution continues in 


sequence. 


Timing: 


Addressing Mode: 


390 


NZ — 000 PO — 100 
Z — 001 PE — 101 
NC — 010 P — 110 
Cc - 011 M - lll 


Condition met: 3 M cycles; 11 T states; 6.5 usec @ 
2 MHz. 

Condition not met: 1 M cycle; 5 T states; 2.5 usec 
@ 2 MHz 


Indirect. 


Byte Codes: 


Flags: 


Example: 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


cc: NZ Z NC C PO PE P M 


co] ca] DO [8] e0 [8 [Fo [Fs | 


| ees | 


Ss 


[ [1 [| Ick. | 7 (no effect) 


RET NC 
Before: After 
F F 
od ee 8/5 I///, 
sP sP WHEE UU 
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RETI 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Return from interrupt. 


PCiow * (SP); PChigh « (SP + 1); SP + SP + 2 


[ef [o fof: [v fofi byte 1: ED 
[ofrfofeo]i]i Jo]. ] byte 2: 4D 


The program counter is popped off the stack as 
described for the POP instructions. This instruc- 
tion is recognized by Zilog peripheral devices as 
the end of a peripheral service routine so as to 
allow proper control of nested priority interrupts. 
An EI instruction must be executed prior to RETI 
in order to re-enable interrupts. 


4 Mcycles; 14 T states; 7 usec @ 2 MHz 


Addressing Modes: Indirect. 


Flags: 


392 


ae 4 H PYV_N C 


L | ie kel ‘i | | (no effect). 


Example: 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


RETI 
Before: After: 
fn YW }//, 
de ee 
lL] | 
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RETN 


Function: 


Format: 


Description: 


Data Flow: 


A 
B 
D 
H 


Return from non-maskable interrupt. 


PClow + (SP); PChigh + (SP + 1); SP = SP + 
2; IFF'1 + IFF2 


Pi] t politi fot} byte 1: Ep 


Oo; 1 o| 0 ) ifoli byte 2: 45 


The program counter is popped off the stack as 
described for the POP instructions. Then the con- 
tents of the IFF2 (storage flip-flop) is copied back 
into the IFFlto restore the state of the interrupt 
flag before the non-maskable interrupt. 


Timing: 


Addressing Mode: 


394 


4 Mcycles; 14 T states; 7 usec @ 2 MHz 


Indirect. 


Flags: 


Example: 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


Cc 
| | (no effect). 


Before: After 
Pc °C WME UA 
sP sP 
(ition (ia 
a -—~~___ | 
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RL s 


Function: 


Format: 


Rotate left through carry operand s. 


7<«——_-0 a 


© C] [ofe]s [oj [+] byte 1: cB 


[oT o[o]: Jo ]-—-« + byte 2 


(HL) [1 [1 ][olo]1 [ols ]1] byte 1: CB 


— 


6 


fofof of fof]: fo] byte 2: 


ax + d) [| ifofi vfrfo [1 | byte 1: DD 


DL fofof: fof: | Joyte 2: ce 
tt byte 3: offset value 


[ofofo|: ‘[o]1 [1 fo] byte 4: 16 


— 


ay +d) [1] +] [+ Jo [os [o [7 ] byte 1: FD 


Description: 
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aE fele Le diez 


Sa l I I sT| byte 3: offset value 


ofo [ol] Es ones 16 


r may be any one of: 


A- 111 E - 011 
B — 000 H — 100 
C — 001 L — 101 
D — 010 


The contents of the location of the specific 
operand are shifted left one bit place. The con- 
tents of the carry flag are moved to bit 0 and the 
contents of bit 7 are moved to the carry flag. The 
final result is stored back in the original location. s 
is defined in the description of the similar RLC in- 
structions. 


THE Z80 INSTRUCTION SET 


Data Flow: 


Timing: 


Addressing Mode: r: implicit; (HL): indirect; (IX + d), (IY + d): in- 


dexed. 
Byte Codes: RL r r: A B C DE HU 
cof [ro] nf 2] ape] 5] 
Flags: H PVN C 


ele O| [efoje| 


C is set by bit 7 of source. 


Example: RL E 
Before: After: 
C7 


OBJECT CODE 
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RLA 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


Flags: 


Example: 


OBJECT CODE 


398 


Rotate accumulator left through carry flag. 


[ofofo]ifo]i ita 17 


The contents of the accumulator are shifted left 
one bit position. The contents of the carry flag are 
moved into bit 0 and the original contents of bit 7 
are moved into the carry flag. (9 bit rotation.) 


A 


1 M cycle; 4 T states; 2 usec @ 2 MHz 


Implicit. 
4 H P/V N C 
O O 
C is set by bit 7 of A. 
RLA 
Before: After: 


aL or | nt AE TOLL LUA* 


RLCA 


Function: 


Format: 


Description: 


Data Flow: 


Timing: 


Addressing Mode: 


Flags: 


Example: 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


Rotate accumulator left with branch carry. 


pee OLS a Rea) Pe 


The contents of the accumulator are rotated left 
one bit position. The original contents of bit 7 is 
moved to the carry flag as well as to bit 0. 


1 M cycle; 4 T states; 2 usec @ 2 MHz 


Implicit. 
s Zz H PVN C 
O O 
C is set by bit 7 of A. 
RLCA 
Before: After: 


ee ee //4°9//)/ V/s 


Note: This instruction is identical to RLC A, ex- 
cept for the flags. It is provided for compat- 
ibility with the 8080. 
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RLC r Rotate register r left with branch carry. 


Function: 


Format: 


aD] o) of [ea | [oye CB 
fof ope foe fo] byte 2 


Description: The contents of the specified register are rotated 
left. The original contents of bit 7 are moved to 
the carry flag as well as bit 0. r may be any one of: 


A - 111 E - 011 
B — 000 H — 100 
C - 001 L - 101 
D — 010 

Data Flow: 

Timing: 2 M cycles; 8 T states; 4 usec @ 2 MHz 


Addressing Mode: Implicit. 


Byte Codes: r: 


A. 8... C.D E- Ht 
coor [ooo [oe] 5] 
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Flags: s Zz H Pv N Cc 
ele) jo| lelole| 


C is set by bit 7 of source register. 


Example: RLC B 
ae Before: After: 
ped 


OBJECT CODE 
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RLC (HL) Rotate left with branch carry memory location 
(HL). 
Function: 
7<—— 0 
(HL) 
Format: 


PT Tofet fol | | byte 1: cx 
foTofofofol | ]o} byte 2: 06 


Description: The contents of the memory location addressed by 
the contents of the HL register pair are rotated left 
one bit position and the result is stored back at 
that location. The contents of bit 7 are moved to 
the carry flag as well as to bit 0. 


Data Flow: 


Timing: 4M cycles; 15 T states; 7.5 usec @ 2 MHz 
Addressing Mode: Indirect. 

Flags: s Zz H  @v_N C 
jeje] jo] leloje| 


C is set by bit 7 of the memory location. 
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Example: 


OBJECT CODE 
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RLC (IX + d) Rotate left with branch carry memory location (IX 


Function: 


Format: 


Description: 


Data Flow: 


+ d) 
ee «| 
cf (IX + d) 


1} 1]o}1}1]1]0]1] byte 1: DD 


1}rfo}o}t}ofr) 1] pyte 2: CB 


|-— = eae eee | ‘ 
eee byte 3: offset value 


[ofofofofo]:]: [°] byte 4: 06 


The contents of the memory location addressed by 
the contents of the IX register plus the given offset 
value are rotated left and the result is stored back 
at that location. The contents of bit 7 are moved 
to the carry flag as well as to bit 0. 


404 


Timing: 


THE Z80 INSTRUCTION SET 


6M cycles; 23 T states; 11.5 usec @ 2 MHz 


Addressing Mode: Indexed. 


Flags: 


Example: 


ieee: 
Sart 
a 
aa 


OBJECT CODE 


See 4 H OV N C 


[ele] [co] lejofe| 


C is set by bit 7 of memory location. 


04B1 0481 
o4B2| 94 04B2 Z Za 
a eed 
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RLC (1Y + d) Rotate left with carry memory location (IY + 4d). 


Function: 


Format: 


Ter}. fd}. )1]o}. | byte 1: FD 


[i 1 ofo]i fo]: | byte 2: CB 


T T T T 


I = —-| byte 3: offset value 


0}/o0}o0};o]}]o0)]1]1 ]0 | byte 4: 06 


Description: The contents of the memory location addressed by 
the contents of the IY register plus the given offset 
value are rotated left and the result is stored back 
at the location. The contents of bit 7 are moved to 
the carry flag as well as bit 0. 


Data Flow: 


406 


THE Z80 INSTRUCTION SET 


Timing: 6 M cycles; 23 T states; 11.5 usec @ 2 MHz 


Addressing Mode: Indexed. 


Flags: SZ HH @v N ¢ 
jeje! ol [eloje| 
C is set by bit 7 of memory location. 
Example: RLC (IY + 2) 
Before: After: 
[Lc |e WUSYUA* 
lY 0021 \Y 0021 
[| 


OBJECT CODE 
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RLD 


Function: 


Format: 


Description: 


Data Flow: 


A 


Timing: 


Addressing Mode: 


408 


ED ER REE 
pees ey 


VU. 
es 


Rotate left decimal. 


[a 
] 


0 


ifs] ofi| byte 1: ED 
fo] Ps] byte 2: 6F 


The 4 low order bits of the memory location ad- 
dressed by the contents of HL are moved to the 
high order bit positions of that same location. The 
4 high order bits are moved to the 4 low order bits 
of the accumulator. The low order of the ac- 
cumulator is moved to the 4 low order bits of the 
memory location originally specified. All of these 
Operations occur simultaneously. 


BD ed 
WM, 
po) 


5M cycles; 18 T states; 9 usec @ 2 MHz 


Indirect. 


Flags: 


Examples: 


pS 2 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


OOSOmOCm 
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RR s Rotate right s through carry. 
Function: 
aa og 
S C 
Format: 
I fof ofof of ifort] 
Oo; oO] O ] if FLERE 
(HL) [oJ ]of oft] ane 
pongo 
(IX + d) [ofr poli ]s fs fof] 
PPPPppPph | 
[- ic eas Ge Pe ee 
Pe 
[ofefefs ff [fo] 
w+e EPPPPPEE 
LT yefof fel fs] 
TT T TT T 
are ST ea — 
0 ofofr fifi]: fo] 
r may be any one of: 
A - lll E - 011 
B — 000 H — 100 
C — 001 L —- 101 
D — 010 
Description: 
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byte 1: 
byte 2 
byte 1: 
byte 2: 
byte 1: 
byte 2: 


byte 3: 


byte 4: 
byte 1: 
byte 2: 
byte 3: 
byte 4: 


CB 


DD 
CB 


offset value 


CB 
offset value 


1E 


The contents of the location determined by the 
specific operand are shifted right. The contents of 
the carry flag are moved to bit 7 and the contents 
of bit 0 are moved to the carry flag. The final 
result is stored back in the original location. s is 
defined in the description of the similar RLC in- 


structions. 


Data Flow: 


THE Z80 INSTRUCTION SET 


Timing: 
M cycles: 
r 
(HL) 
(IX + d) 
(IY + d) 
Addressing Mode: 1: implicit; (HL): indirect; (IX + d), (IY + d): in- 
dexed. 
Byte Codes: RR r: mn oA BoC D E HL 
cB-}1F [18 |19 |1A [1B fic 
Flags: s_ Zz H PVN C 
ee [O e/ole 
C is set by bit 0 of source data. 
Example: RR H 
Before: After: 
CB 


OBJECT CODE 
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RRA Rotate accumulator right through carry. 
Function: 
er ee ge 
A Ct 
Format: 
0} 0] 0 fa fade] 1F 
Description: The contents of the accumulator are shifted right- 
one bit position. The contents of the carry flag 
are moved to bit 7 and the contents of bit 0 are 
moved to the carry flag (9-bit rotation). 
Data Flow: 
Timing: 1 M cycle; 4 T states; 2 usec @ MHz 


Addressing Mode: Implicit. 


Flags: Ss Z H PVN C 
O Or ) 
C is set by bit O of A. 
Example: RRA 
Before: After: 


een A §  ALLISY ILE 


aa) Note: This instruction is almost identical to RR A. It 
OBJECT CODE is provided for 8080 compatibility. 
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Function: 


Format: s: 


(HL) 


(IX + d) 


(IY + d) 


Description: 


THE Z80 INSTRUCTION SET 


Rotate right with branch carry s. 


Lel7 ol a 


Ss c 


sis any of r, (HL), TH (IY + d). 
[+] Jo fo]s fo fs J J byte 1: 
[ofefofo[s ky] byte 2 

[1]. fofo]: Jo]: [1] byte 1: cB 
Pele}ele fb Dye) byte 2: OE 

| 1 |e a byte 1: DD 

[1] 1 Jo Inoue 
pe gee byte 3: offset value 
o}o}o}o}1]1]1]0} byte 4: 0B 


Vy} rfrda}a].fof. | byte 1: FD 


0 


B 


0} o0)1/0 byte 2: CB 
[-——_—— — < on | byte 3: offset value 


[ofofofo]ifi [1 [o] byte 4: OE 


r may be any one of: 


A - 111 E - 011 
B — 000 H — 100 
C — 001 L — 101 
D — 010 


The contents of the location determined by the 
specified operand are rotated right and the result 
is stored back in the original location. The con- 
tents of bit 0 are moved to the carry flag as well as 
to bit 7. s is defined in the description of the 
similar RLC instructions. 


413 


PROGRAMMING THE Z80 


Data Flow: 


Timing: 


Addressing Mode: 


Byte codes: 
Flags: 


Example: 


OBJECT CODE 


414 


Oo DTD > 


= 


F 
c 
+ E ALU 
L ooo 
_ usec 
| S! | M cycles: | T states: | @ 2 MHz: 
r 2 8 4 
(HL) 4 15 TS. *| 
(IX + d) 6 23 11.5 
(lY + d) 6 23 | 11.5 


r: implicit; (HL): indirect; (IX + d), (IY + d): in- 
dexed. 


RRC r BC 


jae GND Ee tite 
ca oF 08 | 09 oa | 08 | oc [oo 


OOBGEORO 


C is set by bit 0 of source data. 


RRC (HL) 


Before: After: 


eee WEY/A* 
HL 3FF2- H 3FF2 it 


THE Z80 INSTRUCTION SET 


RRCA Rotate accumulator right with branch carry. 
Function: 
| 7 —>0 [] 
A Cc 
Format: 
PELLET Ly or 
Description: The contents of the accumulator are rotated right 
one bit position. The contents of bit 0 are moved 
to the carry flag as well as to bit 7. 
Data Flow: 
WY __ {5 < 
ae he a 
E 
H | L 
L 
Timing: 1 M cycle; 4 T states; 2 usec @ 2 MHz 


Addressing Mode: Implicit. 


Flags: s 2Z H PVN C 
O O|® 
Cis set by bit 0 of A. 
Example: RRCA 
Before: After: 


OBJECT CODE 
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RRD Rotate right decimal. 


Function: Al7 _4]3_0 74/3 o} [HU 


Format: L | | ‘| 0 fifo] | byte 1: ED 


[of [e offi ' | byte 2: 67 


Description: The 4 high order bits of the memory location ad- 
dressed by the contents of the HL register pair are 
moved to the low order 4 bits of that location. The 
4 low order bits are moved to the 4 low order bits 
of the accumulator. The low order bits of the ac- 
cumulator are moved to the 4 high order bit posi- 
tions of the memory location originally specified. 
All of the above operations occur simultaneously. 


Data Flow: 


Al 


Timing: 5M cycles; 18 T states; 9 usec @ 2 MHz 


Addressing Mode: Indirect. 


416 


Flags: 


Example: 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


H PVN C 


(ele! [ol leo} | 


Before: After: 


FEBI FEB] 
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RST p Restart at p. 


Function: (SP — 1) — PChighs (SP — 2) — PCjow; SP — SP 
— 2; PChigh — 0; PClow « P 


== 000 


Description: The contents of the program counter are pushed 
onto the stack as described for the PUSH instruc- 
tions. The specified value for p is then loaded into 
the PC and the next instruction is fetched from 
this new address. p may be any one of: 


Format: 


00H — 000 20H — 100 
08H — 001 28H — 101 
10H — 010 30H — 110 
18H — O11 38H — 111 


This instruction performs a jump to any of eight 
starting addresses in low memory and requires only 
a single byte. It may be used as a fast response to 
an interrupt. 


Data Flow: 


ho eee | 
»* WIw.WwWIWIWd2.~—as| ~~ 
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Timing: 3 M cycles; 11 T states; 5.5 usec @ 2 MHz 
Addressing Mode: Indirect. 


Byte Codes: Pp: 00 08 10 18 20 28 30 3 


Gaeta 


Flags: 2 H PV NC 
CTT TTT EL | toettecy. 
Example: RST 38H 
Before: After: 
js ee en ed ///5I/ 
2 nn ee ee //95// 
6 1 oY y 
cafe] 
OBJECT CODE 0268 0268 
ne) 
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SBC A, s Subtract with borrow accumulator and specified 
operand. 
Function: Aj~A-s—-C 
Format: s: may be r,n, (HL), (LX + d), or (IY + d) 
oD T 
meio |e [ot | [eta 
n 1} 1] 0 tar ]}1]}o byte 1: DE 
(Ee eae Sa cee eo byte 2: immediate 
- 1 pe se 7 1 1 me data 
(HL) Tlofo}ia}ia}a1]1fo byte 1:9E 


aX+d) [1 Jifofifififofi] byte 1: pp 
EI a aee 9E 


T Ls | 
~ Bd byte 3: offset value 


aqy+d [ititifififofo[s]  byter: Fp 
[fefef [ff [eo byte 2: 9E 


[- 1 . ~| byte 3: offset value 
1 1 j een 5S 1 1 
r may be any one of: 
A - 111 E —- 011 
B — 000 H — 100 
C - 001 L — 101 
D — 010 
Description: The specified operand s, summed with the con- 


tents of the carry flag, is subtracted from the con- 
tents of the accumulator, and the result is placed 
in the accumulator. s is defined in the description 
of the similar ADD instructions. 
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Data Flow: 


WY luvs 


Timing: 


THE Z80 INSTRUCTION SET 


[ I usec | 
S | M cycles T states: | @ 2 MHz: 
de | 
r | 1 4 2 
n —— 7 3.5 
(HL) he $2 7 3.5 
(IX + d) | 5 19 9.5 
(ly +d) | 5 19 9.5 


Addressing Mode: r: implicit; n: immediate; (HL): indirect; (IX + 


Byte Codes: 
Flags: 


Example: 


OBJECT CODE 


d), (IY + d): indexed. 
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SBC HL,ss Subtract with borrow HL and register pair ss. 


Function: HL «- HL —- ss — C 


[efoyo oO} 1 ipo]: byte 1: ED 


Description: The contents of the specified register pair plus the 
contents of the carry flag are subtracted from the 
contents of the HL register pair and the result is 
stored back in HL. ss may be any one of: 


Format: 


BC — 00 HL —- 10 
DE - 01 SP - ll 
Data Flow: 
A ela 
B Pe 
DY came erp el © 
| es | 
SP 
Timing: 4M cycles; 15 T states; 7.5 usec @ 2 MHz 


Addressing Mode: Implicit. 


Byte Codes: SS: BC DE Hl SP 


© [a]s]-2]7] 
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Flags: SZ H PM NC 
[eje; |*| Je]: |e 
H is set if borrow from bit 12. 
C is set if borrow. 

Example: SBC HL, DE 


Before: After: 


|__| D 06B9 E D 06B9 E 


OBJECT 
CODE 
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SCF 


Function: 


Format: 


Description: 


Timing: 


Addressing Mode: 


Flags: 
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Set carry flag. 


C<$-1 


Bc 


The carry flag is set. 
1M cycle; 4 T states; 2 usec @ 2 MHz 
Implicit. 


Ss PVN C 


Z H 
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SET b,s Set bit b of operand s 
Function: Sp <1 
Format: Ss: 


r [7] ifo [o peda | byte 1: CB 


A Spersteape | Bye 


| 

L 
Oo 

| 0 | 
t— 
|__| 


(HL) byte 1: CB 
D-H [ ]o] - byte2 
ax+a [fr feof ff fof) ]  pyter: pp 


IBD : fh] byte 2: CB 


{_ & T T 4g i. =I . 
ae: ay byte 3: offset value 
BBD earacomed 00 [o byte 4 


i Te] 
| ifrfofi] byte 1: FD 


| 

oft fo] + [1] byte 2: cB 
T 
d 


byte 3: offset value 


(ly +d) og 


AE [-—»— 1 I ) byte 4 


r may be any one of: 


A - lll E - 011 
B — 000 H — 100 
C — 001 L — 101 
D —- 010 
b may be any one of: 
0 — 000 4 -— 100 
1 — 001 5 101 
2 — 010 6 — 110 
3 -— O11 7-111 
Description: The specified bit of the location determined by s is 


set. s is defined in the description of the similar 
BIT instructions. 
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Data Flow: 


rIr0@Mm D> 
(a) 


Timing: 


8 


2 

4 

6 

6 
Addressing Mode: r: implicit; (HL): indirect; (IX + d), (TY + d): in- 


dexed. 


Byte Codes: SET b,r 


CB- O | C7} CO} Cl | C2)C3|C4 }C5 
| aes 


SET b, (HL) 


b OO 1 2 3 4 5 6 7 


SET b, (IX + d) [ <6] ce] 06] 0¢ | 6 | e& [Fs FE 


SET b, (IY + d) 
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Flags: 


Example: 


FF 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


Ss 2 H P/V N C 
(no effect) 
SET 7,A 
Before: After: 
ata] WWM 
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SLA s 


Function: 


Format: S: 


(HL) 


(1X + d) 


(IY + d) 


Description: 
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Arithmetic shift left operand s. 


[1] 1 fo fo rfo]r |i 
nog 
[1 ]ifofo rfo}a 
[o[o[+[o 0 1 
CEI 

[| 


fo} 


| i] 
ba 4b +4 + +2474 +4 + 4 +4 + 


= oa coe 0 cee ee 4 eS e ss SO 


fe] | 


i= 

ofo|r 0 an ba 

r may be any one of: 

A - 111 E - 011 
B — 000 H — 100 
C - 001 L —- 101 
D — 010 


byte 1: 


byte 2 


byte 1: 
byte 2: 


byte 1: 


byte 2: 


byte 3: 
byte 4: 
byte 1: 
byte 2: 
byte 3: 
byte 4: 


CB 


CB 

26 

DD 

CB 

offset value 
26 

FD 

CB 

offset value 


26 


The contents of the location determined by the 
specific operand are arithmetically shifted left with 
the contents of bit 7 being moved to the carry flag 
and a 0 being forced into bit 0. The final result is 
stored back in the original location. s is defined in 
the description of the similar RLC instructions. 


Data Flow: 


THE Z80 INSTRUCTION SET 


rI0U@W > 


Timing: 


(0) 
F ‘ 
¢C 
t | E 
| L 
usec 
Ss: M cycles: T states: | @ 2 MHz: 
es lca | 
r 2 8 4 
(HL) 4 15 7.5 
(IX + d) 6 23 11.5 
(ly + d) 6 23 11.5 


Addressing Mode: 


Byte Codes: 


Flags: 


Example: 


oFF2 


OBJECT CODE 


r: implicit; (HL): indirect; (IX + d), (IY + d): in- 
dexed. 


SLA fr 


nr A BC DB Es, H Ales 
caf [20 [2 [20 [2 [25] 
an Ls seep) Clee 


SA ZH @v Nc 
ele! [o/ lelole| 


C is set by bit 7 of source data. 


SLA (HL) 
Before: After: 


(eae a WLU * 


H OFF2 L H OFF2 L 


OFF2 
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SRA s 


Function: 


Format: S: 


(HL) 


(IX + d) 


(IY + d) 


Description: 
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Shift right arithmetic s. 


ofo[: [oli k++] byte 2 
[1 Jo jofo Palos [Al 1 | byte 1: 
[ofoli]o rla]d 0] byte 2: 
fa of) Va [1] byte 1: 
fa ofo]: oO]. | byte 2: 
—; : -i— ; -| byte 3: 
Lolo]: joli |i |i lo} byte: 
re vid fof | byte 1: 
ifafofo]: o}1]1 | byte 2 
| ! — d | byte 3: 
o]o 1 fo raha 0 | byte 4: 


r may be any one of: 


A - 111 E —- 011 
B — 000 H — 100 
Cc — 001 L — 101 
D — 010 


The contents of the location determined by the 


ifn o| 0 i fo fi V | Byters 


CB 


CB 

2E 

DD 

CB 

offset value 


2E 


offset value 


2E 


specific operand are arithmetically shifted right. 


The contents of bit 0 are moved to the carry flag 


and the contents of bit 7 remain unchanged. The 


final result is stored at the original location. s is 
defined in the description of the similar RLC in- 


structions. 


THE Z80 INSTRUCTION SET 


Data Flow: 
A 
B 
DI 
HI 
7] T 
Timing: usec 
Ss M cycles: I T states: | @ 2 MHz: 
r 2 8 4 
(HL) 4 15 Le 
(IX + d) 6 23 11.5 
(lY + d) 6 23 11.5 


Addressing Mode: rr: implicit; (HL): indirect; (IX + d), (TY + d): in- 
dexed. 


Byte Codes: SRA fr cr A B C DE 


: oe AL 
ce. | 2F | 28 | 29 | 2a 2B [ac {20 | 


Flags: Seok H @v Nc 
[eje| |o| leloje 
C is set by bit 0 of source data. 
Example: SRA A 
Before: After: 
ea A 8B 04 F Wf~Y/YfIMMU-“ 
cB 


2F 


OBJECT CODE 
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SRL s 


Function: 


Format: S: 


(HL) 


(IX + d) 


(IY + d) 


Description: 
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Logical shift right s. 


1] ofoli 0 i |i] byte 1: CB 
ofo]r |) 1 fetete byte 2 


byte 1: CB 


fof ofr |i] fs fs fo} byte 2: 3e 


byte 1: DD 


ie} 
Lf fofet spel [ | byte 2: cB 


1 
- a d eae RE byte 3: offset value 
[1 [1 [+ Jo] byte 4: 3E 
ee fafafofs] byte 1: FD 


o}| 1] 0 i |) byte 2: CB 


] 1] 0 


Oo; 0; 1/0) 1 
1 
T y T 


BE 


byte 3: offset value 
i] ]i[i Jo] byte 4: 3E 


r may be any one of: 


L 
L 


fe|l#] 
be 
[1 
[+ 


fo} 
fo} 


A - lll E - 011 
B — 000 H — 100 
C — 001 L — 101 
D — 010 


The contents of the location determined by the 
specific operand are logically shifted right. A zero 
is moved into bit 7 and the contents of bit 0 are 
moved into the carry flag. The final result is stored 
back in the original location. 


THE Z80 INSTRUCTION SET 


Data Flow: 
[ 
\ 
D| 
HI 
Timing: usec 
S! M cycles: | T states: | @ 2 MHz: 
r 2 8 4 
(HL) 4 15 1S 
(IX + d) 6 23 11.5 
(1Y + d) 6 23 11.5 
ft ea 2 oe Bet ee se | 
Addressing Mode:  r: implicit; (HL): indirect; (IX + d), (TY + d): in- 
dexed. 
Byte Codes: SRL r me a Oe ae 
CB 3] 36] 39] 3A 38 3c 3D 
Flags: $62 H @vNnc 
[eje| jo| [ejole 
C is set by bit 0 of source data. 
Example: SRL E 
Before: After: 
= 01 F YW i 
= ae: Wasi 


OBJECT CODE 
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SUB s Subtract operand s from accumulator. 
Function: A<~A-—s 
Format: s: may ber, n, (HL), (IX + d) or (IY + d) 
BY slo Oi ool ee 
n [1 Pifof fof i fifo] byte 1: D6 
[ep byte 2: immediate 
data 
(HL) [i Jofof fo] | fo] 96 
ax +d) [i]ifofi]r]ifo]+] — byte 1: DD 
a 
mae d ~ byte 3: offset value 
(IY + d) Pa | at fas} ae pe por vy byte 1: FD 
[ Jofof fol] fo} byte 2: 96 
byte 3: offset value 
r may be any one of: 
A - lll E - 011 
B — 000 H — 100 
Cc - 001 L — 101 
D — 010 
Description: The specified operand s is subtracted from the ac- 
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cumulator and the result is stored in the ac- 
cumulator. The operand s is defined in the 
description of the similar ADD instructions. 


Data Flow: 
Timing: 


Addressing Mode: 


Byte Codes: 


Flags: 


Example: 


OBJECT CODE 


THE Z80 INSTRUCTION SET 


r: implicit; n: immediate; (HL): indirect; (IX + 
d), (IY + d): indexed 


SUB r 5 A BC DE HE. 
97 | 90] 91 | 92] 99] 94] 95] 

SZ H PON C 

OOBOBORO 

SUB B 

Before: After: 

Al 80 WU WA 

a 
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XOR s Exclusive or accumulator and s. 
Function: A<«-AWs 
Format: s: may be r,n, (HL), (IX + d), or (IY + d) 


r r}o}. 1 f|s—r —+ 


n byte 1: EE 
byte 2: immediate 
data 
qL) feof feof] [fo] ag 
(IX + d) Pte fel py feof] byte 1: DD 
byte 2: AE 


ae d = byte 3: offset value 
(TY + d) ryuy 1} oO} byte 1: FD 

| 1] o 1] 0 1 1] 0] byte 2: AE 

Pens d x byte 3: offset value 
r may be any one of: 

A - 111 E - 011 

B — 000 H — 100 

C — 001 L - 101 

D — 010 
Description: The accumulator and the specified operand s are 


exclusive ‘or’ed, and the result is stored in the ac- 
cumulator. s is defined in the description of the 
similar ADD instructions. 
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Date Flow: 


Timing: 


A 


THE Z80 INSTRUCTION SET 


Addressing Modes: r: implicit; n: immediate; (HL): indirect; (IX + 


Byte Codes: 


Flags: 


Example: 


a 
Et 
| a 
——_ 


OBJECT CODE 


d), (IY + d): indexed 


XOR r r: 


A B C D E HL 
(os [oo oaIps aco 


ele OL lelolo 


XOR_ BIH 
Before: After: 
AL 36 | oY 
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INTRODUCTION 


This chapter will present the general theory of addressing and the 
various techniques which have been developed to facilitate the retrieval 
of data. In a second section, the specific addressing modes available in 
the Z80 will be reviewed, along with their advantages and limitations. 
Finally, in order to familiarize the reader with the various trade-offs 
possible, an applications section will demonstrate possible trade-offs 
between the various addressing techniques by studying specific applica- 
tion programs. 

Because the Z80 has several 16-bit registers, in addition to the pro- 
gram counter, which can be used to specify an address, it is important 
that the Z80 user understand the various addressing modes, and in par- 
ticular, the use of the index registers. Complex retrieval modes may be 
omitted at the beginning stage. However, all the addressing modes are 
useful in developing programs for this microprocessor. Let us now 
study the various alternatives available. 


POSSIBLE ADDRESSING MODES 


Addressing refers to the specification, within an instruction, of the 
location of the operand on which the instruction will operate. The main 
addressing methods will now be examined. They are all illustrated in 
Figure 5.1. 


Implicit Addressing (or ‘‘Implied,’’ or ‘*‘Register’’) 
Instructions which operate exclusively on registers normally use im- 


plicit addressing. This is illustrated in Figure 5.1. An implicit instruc- 
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tion derives its name from the fact that it does not specifically contain 
the address of the operand on which it operates. Instead, its opcode 
specifies one or more registers, usually the accumulator, or else any 
other register(s). Since internal registers are usually few in number 
(commo'tly eight), this will require a small number of bits. As an exam- 
ple, three bits within the instruction will point to one out of eight inter- 
nal registers. Such instructions can, therefore, normally be encoded 
within eight bits. This is an important advantage, since an eight-bit in- 
struction normally executes faster than any two- or three-byte instruc- 
tion. 
An example of an implicit instruction is: 


LD A, B 


which specifies ‘‘transfer the contents of BintoA’’ (Load A from B.) 


Immediate Addressing 


Immediate addressing is illustrated in Figure 5.1. The eight-bit op- 
code is followed by an 8- or 16-bit literal (a constant). This type of 
instruction is needed, for example, to load an eight-bit value in an 
eight-bit register. Since the microprocessor is equipped with 16-bit reg- 
isters, it may also be necessary to load 16-bit literals. An example of an 
immediate instruction is: 


ADD A, 0H 


The second word of this instruction contains the literal ‘‘0’’, which is 
added to the accumulator. 


Absolute Addressing 


Absolute addressing usually refers to the way in which data is retrieved 
from or placed in memory, in which an opcode is followed by a 16-bit 
address. Absolute addressing, therefore, requires three-byte instruc- 
tions. An example of absolute addressing is: 


LD (1234H), A 


It specifies that the contents of the accumulator are to be stored at 
memory location ‘‘1234’’ hexadecimal. 

The disadvantage of absolute addressing is to require a three-byte in- 
struction. In order to improve the efficiency of the microprocessor, 
another addressing mode may be made available, whereby only one 
word is used for the address: direct addressing. 
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7 0 
IMPLICIT/IMPLIED OPCODE A IR 


IMMEDIATE OPCODE 
LITERAL 
! 
LITERAL | 
L ------------ d 
EXTENDED/ABSOLUTE OPCODE 


FULL 16-BIT 


ADDRESS 


DIRECT/SHORT 


OPCODE — 
SHORT ADDRESS 


INDEXED 


i 
OPCODE X REG 
DISPLACEMENT 


OR ADDRESS 


Fig. 5.1: Basic Addressing Modes 


440 


ADDRESSING TECHNIQUES 


Direct Addressing (or ‘‘Short,’’ or ‘‘Relative’’) 


In this addressing mode, the opcode is followed by an eight-bit ad- 
dress. This is also illustrated in Figure 5.1. The advantage of this ap- 
proach is to require only two bytes instead of three for absolute ad- 
dressing. The disadvantage is to limit all addressing within this mode to 
addresses 0 to 255 or else —128 to +127. When using 0 to 255 (‘‘page 
zero’’), this is also called short addressing, or 0-page addressing. When- 
ever short addressing is available, absolute addressing is often called ex- 
tended addressing by contrast. The range —128 to +127 is used with 
branch instructions. This is called relative addressing. 


Relative Addressing 


Normal jump or branch instructions require eight bits for the op- 
code, plus the 16-bit address to which the program has to jump. Just as 
in the preceding example, this mode has the disadvantage of requiring 
three words, i.e., three memory cycles. To provide more efficient 
branching, relative addressing uses only a two-word format. The first 
word is the branch specification, usually along with the test it is imple- 
menting. The second word is a displacement. Since the displacement 
must be positive or negative, a relative branching instruction allows a 
branch forward to 127 locations (seven-bits) or a branch backwards to 
128 locations (usually +129 or —126, since PC will have been incre- 
cremented by 2). Because most loops tend to be short, relative branch- 
ing can be used most of the time and results in significantly improved 
performance for such short routines. As an example, we have already 
used the instruction JR NC, which specifies a ‘‘jump if no carry’”’ toa 
location within 127 words of the branch instruction (more precisely 
+129 to — 126). 

The two advantages of relative addressing are improved performance 
(fewer bytes used) and program relocatability (independence from ab- 
solute addresses). 


Indexed Addressing 


Indexed addressing is a technique used to access the elements of a 
block or of a table successively. This will be illustrated by examples 
later in this chapter. The principle of indexed addressing is that the in- 
struction specifies both an index register and an address. The contents 
of the register are added to the address to provide the final address. In 
this way, the address could be the beginning of a table in the memory. 
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The index register would then be used to access all the elements of a 
table successively in an efficient way. (This requires the availability of 
increment/decrement instructions for the index register). In practice, 
restrictions often exist which may limit the size of the index register, or 
the size of the address or displacement field. 


INDEX REGISTER 


BASE 


displacement 


MEMORY 


Fig. 5.2: Addressing (Pre-indexing) 


Pre-Indexing and Post-Indexing 


Two modes of indexing may be distinguished. Pre-indexing is the 
usual indexing mode in which the final address is the sum of a displace- 
ment or address and of the contents of the index register. It is shown in 
Figure 5.2, assuming an 8-bit displacement field and a 16-bit index 
register. 

Post-indexing treats the contents of the displacement field like the 
address of the actual displacement, rather than the displacement itself. 
This is illustrated in Figure 5.3. In post-indexing, the final address is the 
sum of the contents of the index register plus the contents of the mem- 
ory word designated by the displacement field. This feature utilizes, in 
fact, a combination of indirect addressing and pre-indexing. But we 
have not defined indirect addressing yet. Let us do that. 
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MEMORY Y (index) 


POINTER 


MEMORY 


OPCODE 


ADDRESS 


ADDRESS 


POINTER = BASE 


Fig. 5.3: Indirect Indexed Addressing (Post-Indexing) 


Indirect Addressing 


We have already seen that two subroutines may wish to exchange a 
large quantity of data stored in the memory. More generally, several 
programs, or several subroutines, may need to access a common block 
of information. To preserve the generality of the program, it is desira- 
ble not to keep such a block at a fixed memory location. In particular, 
the size of this block might grow or shrink dynamically, and it may 
have to reside in various areas of the memory, depending on its size. It 
would, therefore, be impractical to try to access this block using abso- 
lute addresses, that is without rewriting the program every time. 

The solution to this problem lies in depositing the starting address of 
the block at a fixed memory location. This is analogous to a situation in 
which several persons need to get into a house, and only one key exists. 
By convention, the key to the house will be hidden under the mat. Every 
user will then know where to look (under the mat) to find the key to the 
house (or, perhaps, to find the address of the scheduled meeting, to 
propose a stricter analogy). Indirect addressing, therefore, normally 


443 


PROGRAMMING THE Z80 


uses an opcode followed by a 16-bit address. This address is used to 
retrieve a word from the memory. Usually, it will be a 16-bit word (in 
our case, two bytes) within the memory since it is an address. This is il- 
lustrated by Figure 5.4. The two bytes at the specified address Al con- 
tain ‘‘A2’’. A2 is then interpreted as the actual address of the data that 
one wishes to access. 


INSTRUCTION MEMORY 


OPCODE 


INDIRECT FINAL 


ADDRESS A\ ADDRESS (A:) 


Fig. 5.4: Indirect Addressing 


Indirect addressing is particularly useful any time that pointers are 
used. Various areas of the program can then refer to these pointers to 
access a word or a block of data conveniently and elegantly. The final 
address may also be obtained by pointing within the instruction to a 
16-bit register in which it is contained. This is called ‘‘register indirect.’’ 


Combinations of Modes 


The above addressing modes may be combined. In particular, it 
should be possible in a completely general addressing scheme to use 
many levels of indirection. The address A2 could be interpreted as an 
indirect address again, and so on. 

Indexed addressing can also be combined with indirect access. This 
allows the efficient access to word n of a block of data, provided one 
knows where the pointer to the starting address is (see figure 5.2). 
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We have now become familiar with all usual addressing modes that 
can be provided in a system. Most microprocessor systems, because of 
the limitation on the complexity of an MPU, which must be realized 
within a single chip, do not provide all possible modes but only a small 
subset of these. The Z80 provides a good subset of possibilities. Let us 
examine them now. 


Z80 ADDRESSING MODES 
Implied Addressing (Z80) 


Implied addressing is essentially used by single-byte instructions 
which operate on internal registers. Whenever implicit instructions 
operate exclusively on internal registers, they require only one machine 
cycle to execute. 

Examples of instructions using implied (or ‘‘register’’) addressing 
are: LDr,r’; ADD A,r; ADC A,s; SUBs; SBC A,s; AND s; ORs; 
XOR s; CPs; INCr. 

Zilog further distinguishes between ‘‘register addressing’’ and ‘‘im- 
plied addressing.’’ Implied addressing is then limited, in that definition, 
to instructions that do not have a specific field to point to an internal 
register. This introduces one more addressing mode. This is one reason 
why the number of addressing modes is insufficient to characterize the 
capabilities of a microprocessor. 


Immediate Addressing (Z80) 


Since the Z80 has both single-length registers (eight bits) and 
double-length register pairs (16 bits), it provides two types of immedi- 
ate adressing, both with 8-bit and 16-bit literals. Instructions are 
then either two or three bytes long. The first (and sometimes the sec- 
ond) byte contains the opcode, followed by the constant, or literal, to 
be loaded in a register or used for an operation. Exceptions are LD IX 
and LD IY, which require 16-bit opcodes. 

Examples of instructions using the immediate addressing mode are: 


LD r,n (two bytes) 
LD dd,nn (three bytes) 


and 
ADD A,)n (two bytes) 


When the literal is two bytes long, the mode is called ‘‘immediate ex- 
tended,’’ in the case of the Z80. 
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Absolute or ‘‘Extended’’ Addressing (Z80) 


By definition, absolute addressing requires three bytes. The first byte 
is the opcode and the next two bytes are the 16-bit address specifying 
the memory location (the ‘‘absolute address’’). 

By contrast with ‘‘short addressing”’ (eight-bit address), this mode is 
also called ‘‘extended addressing.”’ 

Examples of instructions using extended addressing are: 


LD HL, (nn) and JP nn 


where nn represents the 16-bit memory address, and (nn) represents the 
contents of the specified location. 


Modified Zero-Page Addressing (Z80) 


Zero-page addressing is not available in the Z80, except through the 
RST instruction. The special addressing mode used by this instruction 
is called ‘‘modified zero-page addresing.”’ 

The RST instruction contains a 3-bit field in bit position b; b, b; used 
to point to one of 8 locations in page 0 memory. The effective 
address is bsb4b3000 and is loaded into PC. Since it requires only a 
single byte, this instruction executes rapidly, and is easily generated in 
hardware. It was generally used to respond to multiple interrupts (up to 
8.) Its disadvantage is either to limit the execution sequence to 8 loca- 
tions, or to require a jump eliminating the speed advantage. This is 
because each of the 8 branch addresses are 8-bytes apart. 


Relative Addressing (Z80) 


By definition, relative addressing requires two bytes. The first one is 
the ‘‘jump relative’ opcode, whereas the second one specifies the dis- 
placement and its sign. 

In order to differentiate this mode from the absolute jump instruc- 
tion, it is labeled ‘‘JR’’. 

From a timing standpoint, this instruction should be examined with 
caution. Whenever a test fails, i.e., whenever there is no branch, this in- 
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struction requires only seven ‘*T cycles.’’ This is because the next 
instruction to ve executed is already pointed to by the program counter. 

However, when the test succeeds, i.e., whenever the jump takes 
place, this instruction requires 12 ‘‘T-states’’; a new effective address 
must be computed and loaded into the program counter. 

When computing the duration of the execution of a program seg- 
ment, caution must be exercised. Whenever one is not sure whether or 
not the jump will succeed, one must take into consideration the fact 
that sometimes the jump will require 12 T-states, (condition met), 
sometimes 7 (condition not met). 

When designing a loop, execution will, therefore, be faster using a 
JR(Jump Relative) testing a condition usually not met, such as a non- 
zero condition for the counter. 

When JR’s are used outside of loops, and the condition under test is 
unknown, an average timing value is often used for the duration 
of JR. 

This timing problem does not apply to the unconditional jump JR e. It 
does not test any condition, and always lasts 12 T-states. 


Indexed Addressing (Z80) 


This addressing mode did not exist in the 8080, and was added to the 
Z80 (as well as the two index registers). As a result, it became necessary 
to add an extra byte to the opcode, making it a 16-bit opcode in the Z80 
instruction set (LDIR is another example of a 16-bit opcode). The 
structure of an indexed instruction is shown on Figure 5.5. 


OPCODE 


BYTE 1 


BYTE 2 
BYTE 3 


1 LITERAL 1 BYTE4 


eer | 


Fig. 5.5: Indexed Addressing Has 2-byte Opcode 
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Instructions allowing indexed addressing are: 
LD, ADD, INC, RLC, BIT, SET, CP, and others. 


This mode will be used extensively in the programs operating on 
blocks of data, tables or lists. 


Indirect Addressing (Z80) 


The Z80 provides a limited indirect addressing capability called 
“Register Indirect Addressing.’’ In this mode, each of the 16-bit regis- 
ter pairs BC, DE, HL may be used as a memory address. 

Whenever they point to 16-bit data, they point to the lower part. The 
higher part resides at the next (higher) sequential address. 


Combinations of Modes 


Combinations of modes are essentially non-existent, except that in- 
structions referring to two operands may use a different type of ad- 
dressing for each. 

Thus, a /oad or an arithmetic instruction may access one operand in 
the immediate mode, and the other one through an indexed access. 

Also, the bit addressing mechanism may access the eight-bit byte 
through one of the three addressing modes, as explained in the follow- 
ing paragraph. The specific addressing modes available for each in- 
struction are indicated in the tables of the preceding chapter. 


Bit Addressing 


Bit addressing is generally not considered an addressing mode if ad- 
dressing is defined as accessing a byte. However, whether defined as a 
mode or a group of instructions, it is a valuable facility. Since it is de- 
fined as an ‘‘addressing mode’’ in Zilog nomenclature, it will be so de- 
scribed here. It is specific to the Z80 and was not provided on the 8080. 

Bit addressing refers to the access mechanism to specified bits. The 
Z80 is equipped with special instructions for setting, resetting and test- 
ing specified bits in a memory location or a register. The specified byte 
may be accessed through one of three addressing modes: register, regis- 
ter-indirect, and indexed. Three bits are used within the opcode to select 
one of eight bits. 
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USING THE Z80 ADDRESSING MODES 
Long and Short Addressing 


We have already used relative jump instructions in various programs 
that we have developed. They are self-explanatory. One interesting 
question is: What can we do if the permissible range for branching is 
not sufficient for our needs? On many microprocessors, the solution is 
to use a so called Jong jump. This is simply a jump to a location which 
contains an absolute or ‘‘long’’ jump specification: 


JRNC, $ + 3 BRANCH TO CURRENT ADDRESS 
+3 IF C CLEAR 
JP FAR OTHERWISE JUMP TO FAR 


(NEXT INSTRUCTION) 


The two-line program above will result in branching to location FAR 
whenever the carry is set. In the case of the Z80, JP may be used instead 
of JR to test all conditions and removes this problem. 


Use of Indexing for Sequential Block Accesses 


Indexing is primarily used to address successive locations within a 
table. The restriction is that the maximum length must be less than 256 
so that the displacement can reside in an eight-bit index register. 

We have learned to check for a character. Now we will search a table 
of 100 elements for the presence of a ‘*’. The starting address for this 
table is called BASE. The table has only 100 elements. The program ap- 
pears below: (see flowchart on Figure 5.6): 


SEARCH LD IX, BASE 


LD A,’*’ 

LD B, COUNT 
TEST CP (IX) 

JR Z, FOUND 

INC IX 

DEC B 


JR NZ, TEST 
NOTFND 


An improved program will be presented below in the section on 
Block Transfer, using DJ NZ. 
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INITIALIZE 
READ NEXT 


STARFOUND 


NO 


POINT TO 
NEXT ELEMENT 


NOT FOUND 


Fig. 5.6: Character Search Flowchart 


A Block Transfer Routine for Fewer Than 256 Elements 


We will call ‘“COUNT”’ the number of elements in the block to be 
moved. The number is assumed to be less than 256. FROM is the base 
address of the block. TO is the base of the memory area where it should 
be moved. The algorithm is quite simple: we will move a word at a time, 
keeping track of which word we are moving by storing its position in 
the counter C. The program appears below: 


BLKMOV- LD IX, FROM 


LD Iy,TO 
LD BC, COUNT 
NEXT LD A, (IX) GET WORD 
LD (IY), A 
INC IX 
INC IY 
DEC C 


JR NZ, NEXT 
Let us examine it: 


BLKMOV LD _ IX,FROM 
LD I[Y,TO 
LD C,COUNT 


These three instructionsinitialize registers IX, IY, and C respectively, as 
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iY [ DESTINATION 


Fig. 5.7: Block Transfer: Initializing the Register 


illustrated in Figure 5.7. Index register 1X is used as the source pointer, 
and will be incremented regularly. Index register IY is used as the desti- 
nation pointer, and would be incremented regularly. Register C is load- 
ed with the maximum number of elements to be transferred (limited to 
256 since this is an eight-bit register) and will be decremented regularly. 
Whenever C decrements to zero, all elements have been transferred. 
The next two instructions: 


NEXT LD _ A, (IX) 
LD (IY),A 


load the contents of the memory location pointed to by IX into the ac- 
cumulator, then transfer it into the memory location pointed to by reg- 
ister [Y. In other words, these two instructions transfer an element of 
the source block into the destination block. The two index registers are 
then incremented: 


INC IX 
INC IY 


And the counter register is decremented: 
DEC C 


Finally, as long as the counter is not 0, the program loops back to the 
label NEXT: 


JR NZ, NEXT 
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This is an example of the possible utilization of index registers. How- 
ever, let us compare it to the same program written for another micro- 
processor, the MOS Technology 6502, which is also equipped with an 
indexing capability, but uses different conventions (i.e., has different 
limitations on a general-purpose indexing facility). The program appears 
below: 


LDX #NUMBER 


NEXT LDA FROM, X 
STA TO, X 
DEX 


BNE NEXT 


Without going into the details of the above program, the reader will 
immediately notice how much shorter it is than the previous one. This is 
because the index register X is used as a variable displacement, whereas 
FROM and TO are used as the fixed source and destination addresses, 

This example should point out that although in theory indexing is a 
powerful facility, it does not necessarily lead to efficient coding, due to 
the addressing limitations imposed on it in the case of various micro- 
processors. Truly general-purpose indexing requires the possibility of a 
16-bit displacement or address field as well as a 16-bit index register. 

However, it should be noted that this specific problem is solved, in 
the Z80 by the presence of specialized instructions. A general-purpose 
block transfer will now be described which can be implemented in just 
four instructions. However, to be fair to the Z80, let us suggest addi- 
tional exercises for the reader: 


Exercise 5.1: Write the block transfer program for the Z80 in the style 
of the above program for the 6502, 1.e., assuming that the index register 
contains a displacement. Assume that the source and the destination 
block are located in page 0, i.e., at addresses 0 to 256. Naturally, it will 
be assumed that the number of elements within each block is small 
enough that they do not overlap. 


Exercise 5.2: Assume now that the source and the destination blocks are 
located anywhere in the memory, except that they are both within the 
same page. Rewrite the above program in that case. (Is there a dif- 
ference, i.e., does page zero play any role for the Z80?) 


Generalized Block Transfer Routine (More Than 256 Elements) 


The register allocation and the memory map are shown in Figure 5.8. 
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The program is shown below: 


LD BC, COUNT NUMBER OF BYTES 

LD DE, TO DESTINATION ADDRESS 
LD HL, FROM START ADDRESS 

LDIR TRANSFER ALL BYTES 


Memory used: 11 bytes 
Timing: 21 cycles/byte transferred 


The first instruction is: 
LD BC, COUNT 


It loads the number of elements to be transferred (a 16-bit value) into 
the register pair BC. The next two instructions initialize the register pair 
DE and the register pair HL respectively: 


LD DE, TO 
LD HL, FROM 


Finally the fourth instruction: 
LDIR 


performs the complete transfer. 

LDIR is an automated block-transfer instruction. Its power should 
be obvious from this example. LDIR results in the following sequence: 
The contents of the memory location pointed to by H and L are trans- 
ferred into the memory location pointed to by DE: (DE) =(HL). Next, 
DE is incremented: DE = DE + 1. Then, HL is incremented: HL = 
HL +1. Next, BC is decremented: BC = BC —1. If BC becomes 0, the 
instruction is terminated. Otherwise, the instruction is repeated. 


ee 


__ 
et 


FROM 


MEMORY 
Fig. 5.8: A Block Transfer-Memory Map 
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The value and power of the LDIR instruction should be apparent at 
this point without further comments. Similarly, our search for the char- 
acter ‘‘star’’can be improved by the use of an automated instruction, 
CPIR, special tothe Z80. The corresponding program appears below: 


LDA, ‘*° 

LD BC, COUNT 

LD HL, STRING 

CPIR 

JR Z, STAR 
NOSTAR --- 


The first instruction loads the accumulator with the code for the 
character star. Next, the register pair BC is initialized to the count of 
the number of words to be searched within the block: 


LD BC, COUNT 


The register pair H and L is set to the starting address of the block to 
be searched (STRING). The automated instruction is then executed: 


LD HL, STRING 
CPIR 


The CPIR instruction is an automated compare instruction. The con- 
tents of the memory location specified by the address contained in H 
and L is compared to the contents of the accumulator. If the compari- 
son succeeds, then Z of the flags register will be set to 1. Then, the reg- 
ister pair H and L is incremented and the register pair BC is 
decremented. The instruction is repeated until either the pair BC goes to 
0 or else the comparison succeeds. After the instruction CPIR is ex- 
ecuted, it is therefore necessary to test the Z flag to determine whether 
the comparison has succeeded (the CPIR might have looped through 
64K words without success in the extreme case). This is the purpose of 
the last instruction of the program: 


JR Z, STAR 


Exercise 5.3: Rewrite the above program so that a search proceeds 
backwards. (Hint: Use the CPDR instruction) Continue the block 
transfer until ‘*’ is found. 


Let us now develop a program combining the features of the two pre- 
vious ones. We will implement the block transfer from location FROM 
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to location TO, which shall stop automatically whenever an escape 
character, ‘‘star’’, is found. The program appears below: 


LD BC, COUNT 
LD HL, FROM 


LD DE, TO 
LD A,‘* DELIMITER (ESCAPE CHAR) 
TEST CP (HL) COMPARE WITH MEMORY 

CHARACTER 

JR  Z, END END IF SUCCESS 

LDI TRANSFER CHARACTER AND 
UPDATE POINTERS AND 
COUNT 

JP PE, TEST KEEP TESTING UNLESS DONE 


P/V INDICATES WHETHER BC 


The first three instructions of the program perform the usual initiali- 
zation, setting up the counter registers and the source and destination 
pointers: 


LD BC, COUNT 
LD HL, FROM 
LD DE, TO 


The star character is deposited, ‘‘as usual’’ into the accumulator, so 
that it can be compared to the character read from a memory location. 


LD A,‘*’ 
This is exactly what is done by the next instruction: 
TEST CP (HL) 


The success or failure of the comparison is determined by testing the Z 
bit. The Z bit will have been set if the comparison has succeeded. This is 
performed by the next instruction: 


JR Z, END 
The next instruction is an automated transfer instruction: 
LDI 


This instruction transfers the character, and updates the pointers and 
the count in a single instruction. LDI transfers the contents pointed to 
by H and L into the memory location pointed to by D and E: (DE) = 
(HL). It increments DE and HL: 


DE = DE + 1 


HL = HL + 1 
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Finally, it decrements BC: BC becomes BC —1. The particularity of 
this instruction is that the P/V flag is cleared if BC decrements to ‘‘0” 
and set otherwise. This will be explicitly tested by the last instruction in 
the program to determine whether exit should occur: 


JP PE, TEST 
Adding Two Blocks 


A program will be developed here to add element by element two 
blocks starting respectively at addresses BLK1, and BLK2, and having 
equal numbers of elements, COUNT. The program is shown below: 


BLKADD LD IX, BLKI 
LD IY, BLK2 
LD B, COUNT 


XOR A 
LOOP LD A, (IX + 0) 

ADC A, (IY + 0) 

LD (IX), A 

DEC IX 

DEC IY 

DEC B 


JR NZ, LOOP 


B COUNTER 


Peel 


MEMORY 


REGISTERS 


Fig. 5.9: Adding Two Blocks: BLK1=BLK1 + BLK2 
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The memory layout is shown in Figure 5.9. The program is straightfor- 
ward. The number of elements to be added is loaded into the counter 
register B, and the two index registers IX and IY are initialized to their 
values BLK1 and BLK2: 


BLK ADD LD IX, BLKI 
LD IY, BLK2 
LD B, COUNT 


The carry bit is then cleared in anticipation of the first addition: 


XOR A 
The first element is loaded into the accumulator: 
LOOP LD A, (IX + 0) 


The corresponding element of BLK2 is then added to it: 
ADC A, (IY +0) 

and finally saved into the element of BLKI: 
LD (IX), A 

The two pointer registers X and Y are decremented: 


DEC IX 
DEC IY 


as well as the counter register: 
DEC B 

As long as the counter register is not 0, the addition loop is executed: 
JR NZ, LOOP 


Exercise 5.4: Can you use the above program to perform a 32-bit addi- 
tion? 


Exercise 5.5: Can you use the above program to perform a 64-bit addi- 
tion? 


Exercise 5.6: Modify the above program so that the result is stored ina 
separate block starting at address BLK3. 


Exercise 5.7: Modify the above program to perform a subtraction 
rather than an addition. 
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Exercise 5.8: Modify the original program above so that BLKI and 
BLK2 are at the top of each block rather than the bottom (see Fig.5.10). 


FROM 
COUNT= " SOURCE BLOCK 


----------- TRANSFER 


ELEMENT 
TO —e 


x 


COUNTER 


Fig. 5.10: Memory Organization for Block Transfer 


SUMMARY 


A complete description of addressing modes has been presented. It 
has been shown that the Z80 offers many possible mechanisms, and the 
specific addressing modes available on the Z80 have been analyzed. 
Finally, several application programs have been presented to demon- 
strate the value of the various addressing mechanisms. Programming 
the Z80 efficiently requires an understanding of these mechanisms. 
They will be used throughout the programs in the remainder of this 
book. 


EXERCISES 


5.9: Write a program to add the first 10 bytes of a table stored at loca- 
tion ““BASE”’’. The result will have 16 bits. (This is a checksum com- 
putation). 

5.10: Can you solve the same problem without using the indexing 
mode? 
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5.11: Reverse the order of the 10 bytes of this table. Store the result 
at address “‘REVER’”’. 


5.12: Search the same table for its largest element. Store it at memory 
address ‘“‘LARGE”’. 


5.13: Add together the corresponding elements of three tables, whose 
bases are BASE], BASE2, BASE3. The length of these tables is stored 
at address ‘“‘LENGTH’’. 
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INTRODUCTION 


We have learned so far how to exchange information between the 
memory and the various registers of the processor. We have learned to 
manage the registers and to use a variety of instructions to manipulate 
the data. We must now learn to communicate with the external world. 
This is called input/output. 

Input refers to the capture of data from outside peripherals (key- 
board, disk, or physical sensor). Output refers to the transfer of data 
from the microprocessor or the memory to external devices such as a 
printer, a CRT, a disk, or actual sensors and relays. 

Wewill proceed intwo steps. First, we will learn to perform the input / 
Output operations required by common devices. Secondly, we will 
learn to manage several input/output devices simultaneously, i.e., to 
schedule them. This second part will cover, in particular, polling vs. in- 
terrupts. 


INPUT/OUTPUT 


In this section we will learn to sense or to generate simple signals, 
such as pulses. Then we will study techniques for enforcing or measur- 
ing correct timing. We will then be ready for more complex types of in- 
put/output, such as high-speed serial and parallel transfers. 


The Z80 Input/Output Instructions 


The Z80 is equipped with a special set of input and output instruc- 
tions. Most eight-bit microprocessors are not equipped with a special 
set of input and output instructions, and use the general instruction set 
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on input/output devices. The Z80, like the 8080, is equipped with basic 
input and output instructions. However, the Z80 is also equipped with 
additional I/O instructions. These will be described in more detail here 
in order to facilitate understanding of the programs that will be pre- 
sented throughout this section. 

The basic input and output instructions are respectively: IN A, (n) 
and OUT (n),A. These two instructions are inherited from the 8080. 
They will respectively read or write one byte between the selected port 
and the accumulator. The actual addressing process is such that the 1/O 
device address ‘‘n’’ is gated on lines AO through A7 of the address bus, 
while the contents of the accumulator appear on address lines A8 through 
A15. When only 256 devices are addressed, it may be necessary to zero 
the contents of the accumulator explicitly if any of the address lines A8 
through A15 may be decoded by an I/O device. In the simple examples 
that follow, we will assume that fewer than 256 devices are present and 
that they are not connected to addresses A8 through A15, so that it will 
not be necessary to zero the contents of the accumulator explicitly, for 
example prior to using the IN instruction. 

A special input instruction: IN r, (C), allows using the contents of 
register C as the I/O device address. When using this instruction, the 
contents of register B automatically provide the top part of the address 
(A8 through A15). The specified register r is loaded from the specified 
address. ‘‘r’’? may be any of the usual seven general-purpose registers. 


Generate a Signal 


In the simplest case, an output device will be turned off (or on) from 
the computer. In order to change the state of the output device, the pro- 
grammer will merely change a level from a logical ‘‘0’’ to a logical ‘‘1’’, 
or from ‘‘1’’ to ‘‘0’’. Let us assume that an external relay is connected 
to bit ‘‘0’’ of a register called ‘‘OUT1’’. In order to turn it on, we will 
simply write a ‘‘1’’ into the appropriate bit position of the register. We 
assume here that OUT1 represents the address of this output register 
within our system. A program which will turn the relay on is: 


TURNON LD A, 00000001B LOAD PATTERN INTO A 
OUT (OUT1), A OUTPUT IT TO DEVICE 


where OUT is the output instruction. 

We have assumed that the state of the other seven bits of the register 
OUTI is irrelevant. However, this is often not the case. These bits 
might be connected to other relays. Let us, therefore, improve this sim- 
ple program. We want to turn the relay on, without changing the state 
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of any other bit within this register. We will assume that it is possible to 
read and write the contents of this register. Our improved program now 
becomes: 


TURNON _ IN A, (OUT1) READ CONTENTS OF OUT1 
OR = _00000001B FORCE BIT ‘‘0” TO “Il”. INA 
OUT (OUTI1), A 


The program first reads the contents of location OUT1, then per- 
forms an inclusive OR on its contents. This only changes bit position 0 
to ‘‘1’’, and leaves the rest of the register intact. (For more details on 
the OR operation, refer to Chapter 4.) This is illustrated by Figure 6.1. 


BEFORE AFTER 


DATA BUS 


RELAY 


OuT! Out! 


Fig. 6.1: Turning on a Relay 

Pulses 

Generating a pulse is accomplished exactly as in the case of the /evel 
above. An output bit is first turned on, then later turned off. This re- 
sults in a pulse. This is illustrated in Figure 6.2. This time, however, an 
additional problem must be solved: one must generate the pulse for the 
correct length of time. Let us, therefore, study the generation of a com- 
puted delay. 


CPU OUTPUT PORT SIGNAL 
REGISTER 


= NusC —_ 


| | | | 
| ore i 


om! io 


THE PROGRAM: SELECT OUTPUT PORT 

LOAD OUTPUT PORT REGISTER WITH PATTERN. 
WAIT (LOOP FOR N USEC) 

LOAD OUTPUT PORT WITH ZERO 

RETURN 


Fig. 6.2: A Programmed Pulse 
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Delay Generation and Measurement 


A delay may be generated by software or by hardware methods. We 
will here study the way to perform it by program, and later show how it 
can also be accomplished with a hardware counter, called a program- 
mable interval timer (PIT). 


Programmed delays are achieved by counting. A counter register is 
loaded with a value, then is decremented. The program loops on itself 
and keeps decrementing until the counter reaches the value ‘‘0’’. The 
total length of time used by this process will implement the required 
delay. As an example, let us generate a delay of 82 clock cycles: 


DELAY LD A, 5 A IS COUNTER 
NEXT DEC A DECREMENT 
JR NZ, NEXT NEXT TEST 


This program loads A with the value 5. The next instruction decre- 
ments A and the following instruction will cause a branch to NEXT to 
occur as long as A does not decrement to ‘‘0’’. When A finally decre- 
ments to zero, the program will exit from this loop and execute what- 
ever instruction follows. The logic of the program is simple and appears 
in the flowchart of Figure 6.3. 

Let us now compute the effective delay which will be implemented by 
the program. In Chapter 4 of the book, we will look up the number of 
cycles required by each of these instructions: 

LD in the immediate mode requires seven clock cycles. DEC will use 
four cycles. Finally, JR will use 12 cycles except during the last itera- 
tion, where it will use 7 cycles. When looking up the number of cycles 
for JR in the table, verify that two possibilities exist: if the branch does 
not occur, JR will only require seven cycles. If the branch does succeed, 
which will usually be the case during the loop, then 12 cycles are re- 
quired. 

The timing is, therefore, seven cycles for the first instruction, plus 11 
cycles for the next two, multiplied by the number of times the loop will 
be executed, minus an extra five-cycle delay for the last unsuccessful JR: 


Delay = 7 + 16 x 5 — 5 = 82cycles. 


Assuming a .5 microsecond cycle, this programming delay will be 41 
microseconds. 


463 


PROGRAMMING THE Z80 


COUNTER = VALUE 


DECREMENT COUNTER 


OUT 


Fig. 6.3: Basic Delay Flowchart 


The delay loop which has been described is used by most input/output 
programs. It should be well understood. Try to do the following exercises: 


Exercise 6.1: What are the maximum and the minimum delays which 
can be implemented with these three instructions? 


Exercise 6.2: Modify the program to obtain a delay of about 100 micro- 
seconds. 


If one wishes to implement a longer delay, a simple solution is to add 
extra instructions in the program, before DEC. The simplest way to do 
so is to add NOP instruction. (The NOP does nothing for four cycles.) 


Longer Delays 


Generating longer delays by software can be achieved through using 
a wider counter. A register pair can be used to hold a 16-bit count. To 
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simplify, let us assume that the lower count is ‘‘0’’. The lower byte 
will be loaded with ‘‘0’’, the maximum count, then go through a 
decrementation loop. Since the first decrementation results in 00>FF 
and does not affect the Z flag whenever it is decremented to ‘‘0’’, the 
upper byte of the counter will be decremented by 1. Whenever the up- 
per byte is decremented to the value ‘‘0’’, the program terminates. If 
more precision is required in the delay generation, the lower count can 
have a non-null value. In this case, we would write the program just as 
explained and add at the end the three-line delay generation program, 
which has been described above. 

A 24-bit delay program appears below: 

DEL24 LD B, COUNTH COUNTER HIGH (8 BITS) 

DEL16 LD DE, -1 

LOOPA LD HL, COUNTL COUNTER LOW 


LOOPB ADD_ HL, DE DECREMENT IT 
JR C, LOOPB GO ON UNTIL NULL 
DJNZ LOOPA DECREMENT B AND JUMP 


Note that DE is loaded with ‘‘—1’’, and used to decrement the 16-bit 
counter HL. 

Naturally, still longer delays could be generated by using more than 
three words. This is analogous to the way an odometer works on a car. 
When the right-most wheel goes from ‘‘9’’ to ‘‘0’’, the next wheel to the 
left is incremented by 1. This is the general principle when counting 
with multiple discrete units. 

However, the main disadvantage of this method is that when one is 
counting delays, the microprocessor will be doing nothing else for hun- 
dreds of milliseconds or even seconds. If the computer has nothing else 
to do, this is perfectly acceptable. However, in general the microcom- 
puter should be available for other tasks, so that longer delays are nor- 
mally not implemented by software. In fact, even short delays may be 
objectionable in a system if it is to provide some guaranteed response 
time in given situations. Hardware delays must then be used. In addi- 
tion, if interrupts are used, timing accuracy may be lost if the counting 
loop can be interrupted. 


Exercise 6.3: Write a program to implement a 100 ms delay (typical of a 
Teletype). 


Hardware Delays 


Hardware delays are implemented by using a programmable interval 
timer or ‘‘timer’’ in short. A register of the timer is loaded with a value. 
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The difference is that the timer will automatically decrement the 
counter periodically. The period can usually be adjusted or selected by 
the programmer. Whenever the timer has decremented to ‘‘0’’, it will 
normally send an interrupt to the microprocessor. It may also set a 
status bit which can be sensed periodically by the computer. The use of 
interrupts will be explained later in this chapter. 

Other timer operating modes may include starting from ‘‘0’’ and 
counting the duration of the signal, or, counting the number of pulses 
received. When functioning as an interval timer, the timer is said to 
operate in a one-shot mode. When counting pulses, it is said to operate 
in a pulse counting mode. Some timer devices may even include mul- 
tiple registers and a number of optional facilities which the programmer 
can select. 


Sensing Pulses 


The problem with sensing pulses is the reverse of that of generating 
pulses, and includes one more difficulty: whereas an output pulse is 
generated under program control, input pulses occur asynchronously 
with the program. In order to detect a pulse, two methods may be used: 
polling and interrupts. Interrupts will be discussed later in this chapter. 

Let us now consider the polling technique. Using this technique, the 
program reads the value of a given input register continuously, testing a 
bit position, perhaps bit 0. It will be assumed that bit 0 is originally 
‘$0’’. Whenever a pulse is received, this bit will take the value ‘‘1’’. The 
program continuously monitors bit 0 until it takes the value ‘‘1’’. When 
a ‘‘1’’ is found, the pulse has been detected. The program appears 
below: 


POLL IN A, (INPUT) READ INPUT REGISTER 
ON BIT 0,A TEST FOR 0 
JR Z, POLL KEEP POLLING IF 0 


Conversely, let us assume that the input line is normally ‘‘1’’ and that 
we wish to detect a ‘‘0’’. This is the usual case for detecting a START 
bit, when monitoring a line connected to a Teletype. The program ap- 
pears below: 


POLL IN A, (INPUT) READ INPUT REGISTER 
BIT 0,A SET Z FLAG 
JR NZ, POLL TEST IS REVERSED 
START 
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Monitoring the Duration 


Monitoring the duration of the pulse may be accomplished in the 
same way as computing the duration of an output pulse. Either a hard- 
ware or a software technique may be used. When monitoring a pulse by 
software, a counter is regularly incremented by 1, then the presence of 
the pulse is verified. If the pulse is still present, the program loops upon 
itself. Whenever the pulse disappears, the count contained in the 
counter register is used to compute the effective duration of the pulse. 
The program appears below: 


DURTN LD B,0 CLEAR COUNTER 
AGAIN IN A, (INPUT) READ INPUT 

BIT 0,A MONITOR BIT 0 

JR  Z, AGAIN WAIT FOR A “‘1”’ 
LONGER INC B INCREMENT COUNTER 

IN A, (INPUT) CHECK BIT 0 

BIT 0,A 


JR NZ, LONGER WAIT FOR A “‘0”’ 


Naturally, we assume that the maximum duration of the pulse will 
not cause register B to overflow. If this were the case, the program 
would have to be changed to take that into account (or else it wouldbe a 
programming error!). 

Since we now know how to sense and generate pulses, let us capture 
or transfer larger amounts of data. Two cases will be distinguished: 
serial data and parallel data. Then we will apply this knowledge to ac- 
tual input/output devices. 


PARALLEL WORD TRANSFER 


It is assumed here that eight bits of transfer data are available in par- 
allel at address ‘‘INPUT”’ (see Fig. 6.4). The microprocessor must read 
the data word at this location whenever a status word indicates that it is 
valid. The status information will be assumed to be contained in bit 7 of 
address ‘‘STATUS’’. We will here write a program which will read and 
automatically save each word of data as it comes in. To simplify, we 
will assume that the number of words to be read is known in advance 
and is contained in location ‘‘COUNT’’. If this information were not 
available, we would test for a so-called break character, such as a 
rubout, or perhaps the character ‘‘*’’. We have learned to do this al- 
ready. 
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COUNT 


WM) 


VALID 
I/O DEVICE 


Fig. 6.4: Parallel Word Transfer - The Memory 


The flowchart appears in Figure 6.5. It is quite straightforward. We 
test the status information until it becomes ‘‘1’’, indicating that a word 
is ready. When the word is ready, we read it and save it at. an appropri- 
ate memory location. We then decrement the counter and test whether 
it has decremented to ‘‘0’’. If so, we are finished; if not, we read the 
next word. A simple program which implements this algorithm appears 
below: 


PARAL LD A, (COUNT) READ COUNT INTOA 
B 


LD ,A B IS COUNTER 
WATCH IN A, (STATUS) LOOK FOR ‘DATA READY’ 
TRUE 
BIT 7,A BIT 7 IS ‘‘1’? IF DATA READY 
JR Z, WATCH DATA VALID? 
IN A, (INPUT) READ DATA 
PUSH A SAVE DATA INTO STACK 
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DEC B DECREMENT COUNT 
JR NZ, WATCH DO IT UNTIL ZERO 


It is assumed that the ‘‘data ready’’ flag is automatically cleared when 
STATUS is read. 
The first two instructions initialize the counter register B: 


PARAL LD A, (COUNT) 
LD B, A 


Note that there is no easy way to load B only from memory. One must 
either load A, then transfer its contents to B, or load B and C 
simultaneously. 


POLLING OR SERVICE REQUEST 


READ COUNT 


WORD READY? 
TRANSFER 
WORD 


DECREMENT 
COUNTER 


OUT 


Fig. 6.5: Parallel Word Transfer: Flowchart 
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The next three instructions of the program read the status informa- 
tion and cause a loop to occur as long as bit seven of the status register 
is ‘‘0’’. (It is the sign bit, i.e., bit N.) 


IN A, (STATUS) 
BIT 7,A ‘IN’? DOES NOT SET THE FLAGS 
JR Z, WATCH 


When JP fails, data is valid and we can read it: 
IN A, (INPUT) 


The word has now been read from address INPUT where it was, and 
must be saved. Assuming that a sufficient stack area is available, we 
can use: 


PUSH AF 


which saves A (and F) in the stack. If the stack is full, or the number of 
words to be transferred is large, we could not push them on the stack 
and we would have to transfer them to a designated memory area, us- 
ing, for example, an indexed instruction. However, this would require 
an extra instruction to increment or decrement the index register. 
PUSH is faster (only 11 clock cycles). 

The word of data has now been read and saved. We will simply decre- 
ment the word counter and test whether we are finished: 


DEC B 
JR NZ,WATCH 


This nine-instruction program can be called a benchmark. A benchmark 
program is a carefully optimized program designed to test the capabilities 
of a given processor in a specific situation. Parallel transfers are one such 
typical situation. This program has been designed for maximum speed and 
efficiency. Let us now compute the maximum transfer speed of this pro- 
gram. We will assume that COUNT is contained in memory. The duration 
of every instruction is determined by inspecting the tables in Chapter Four 


and is found to be the following: 


PARAL LD A, (COUNT) = 13 
B 


LD ik 4 
WATCH _ IN A, (STATUS) 11 
BIT 7, 8 
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IN A, (INPUT) 1] 
PUSH AF 11 
DEC B 4 
JR NZ, WATCH 7/12 


The minimum execution time is obtained by assuming that data is 
available every time that we sample STATUS. In other words, the first 
JP will be assumed to fail every time. Timing is then: 


13+4+ (11+ 8+7+ 11 + 4 + 12) * COUNT 


Neglecting the first 17 cycles necessary to initialize the counter regis- 
ter, the time used to transfer one word is 64 clock cycles or 32 
microseconds with a 2 MHz clock. 

The maximum data transfer rate is, therefore: 


—————— = 31 K bytes per second 
32 (10°*) 


Exercise 6.4: Assume that the number of words to be transferred is 
greater than 256. Modify the program accordingly and determine the 
impact on the maximum data transfer rate. 


Exercise 6.5: Modify this program in order to try to improve its speed: 
1—using JP instead of JR 
2—using DJNZ 
3—using INI or IND 

Was the above program truly optimal? 


We have now learned to perform high-speed parallel transfers. Let us 
consider a more complex case. 


BIT SERIAL TRANSFER 


A serial input is one in which the bits of information (0’s or 1’s) come 
in successively on a line. These bits may come in at regular intervals. 
This is normally called synchronous transmission. Or, they may come 
as bursts of data at random intervals. This is called asynchronous trans- 
mission. We will develop a program which can work in both cases. The 
principle of the capture of sequential data is simple: we will watch an 
input line, which will be assumed to be line 0. When a bit of data is de- 
tected on this line, we will read the bit in, and shift it into a holding reg- 
ister. Whenever eight bits have been assembled, we will preserve the 
byte of data into the memory and assemble the next one. In order to 
simplify, we will assume that the number of bytes to be received is 
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known in advance. Otherwise, we might, for example, have to watch 
for a special break character, and stop the bit-serial transfer at this 


point. We have 


learned to do that. The flowchart for this program ap- 


pears in Figure 6.6. The program appears below: 


SERIAL LD 
LD 
LD 

LOOP IN 
BIT 
JR 
SRL 
RL 
JR 
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C, 0 CLEAR INPUT WORD 
A, (COUNT) LOAD B WITH BYTE COUNT 


A, (INPUT) READ PORT 

7,A BIT 7 ISSTATUS, BIT 0 IS DATA 
Z, LOOP WAIT FOR A “‘1”’ 

A SHIFT DATA BIT INTO CARRY 
Cc SAVE INPUT B INTO C 

NC, LOOP CONTINUE UNTIL 8 BITS IN 


POLLING OR SERVICE REQUEST 


READ WORD COUNT 


BIT READY? 
YES 

STORE BIT 
INCREMENT COUNTER 


WORD. ASSEMBLED? 


STORE WORD 
RESET BIT COUNTER 
DECREMENT WORD COUNT 


WORD COUNT=0? 


YES 


DONE 


Fig. 6.6: Bit Serial Transfer—Flowchart 
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PUSH BC SAVE WORD IN STACK 
LD C, 01H RESET MARKER BIT 
DEC B DECREMENT BYTE COUNTER 


JR NZ, LOOP) ASSEMBLE NEXT WORD 

This program has been designed for efficiency and will use new tech- 
niques which we will explain (see Fig. 6.7). 

The conventions are the following: memory location COUNT is as- 
sumed to contain a count of the number of words to be transferred. 
Register C will be used to assemble eight consecutive bits coming in. 
Address INPUT refers to an input register. It is assumed that bit posi- 
tion 7 of this register is a status flag, or a clock bit. When it is ‘‘0’’, data 
is not valid. When it is ‘‘1’’, the data is valid. The data itself will be as- 
sumed to appear in bit position 0 of this same address. In many in- 
stances, the status information will appear on a different register than 
the data register. It should be a simple task, then, to modify this pro- 
gram accordingly. In addition, we will assume that the first bit of data 
to be received by this program is guaranteed to be a ‘‘1’’. It indicates 
that the real data follows. If this were not the case, we will later see an 
obvious modification to take care of it. The program corresponds ex- 
actly to the flowchart of Fig. 6.6. The first few lines of the program im- 
plement a waiting loop which tests whether a bit is ready. To determine 
whether a bit is ready, we read the input register, then test the zero bit 
(Z). As long as this bit is ‘‘0’’, the instruction JR will succeed, and we 
will branch back to the loop. Whenever the status (or clock) bit 
becomes true (‘‘1’’), then JR willfail and the next instruction will be 
executed. 

This initial sequence of instructions corresponds to arrow | in Fig. 
6.7. 

At this point, the accumulator contains a ‘‘1’’ in bit position 7 and 
the actual data bit in bit position 0. The first data bit to arrive is going 
to be a ‘‘1’’. However, the following bits may be either ‘‘0”’ or ‘‘1’’. We 
now wish to preserve the data bit which has been collected in position 0. 
The instruction: 


SRL A 


shifts the contents of the accumulator right by one position. This causes 
the right-most bit of A, which is our data bit, to fall into the carry bit. 
We will now preserve this data bit into register C (this process is illus- 
trated by arrows 2 and 3 in Fig. 6.7): 


RL C 


473 


PROGRAMMING THE Z80 


LL } 
ay STACK 4 


Fig. 6.7: Serial-to-Parallel: The Registers 


The effect of this instruction is to read the carry bit into the right-most 
bit position of C. At the same time, the left-most bit of C falls into the 
carry bit. (If you have any doubts about the rotation operation, refer to 
Chapter 4!) 

It is important to remember that a rotation with carry operation will 
both save the carry bit, here into the right-most bit position, and also 
recondition the carry bit with the value of bit 7 (or bit 0). 

Here, a ‘‘0’’ will fall into the carry. The next instruction: 


JR NC, LOOP 


tests the carry and branches back to address LOOP as long as the carry 
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is ‘‘0’’. This is our automatic bit counter. It can readily be seen that, asa 
result of the first RL, C will contain ‘‘00000001’’. Eight shifts later, the 
‘*1’? will finally fall into the carry bit and stop the branching. This is an 
ingenious way to implement an automatic loop counter without having 
to waste an instruction to decrement the contents of an index register. 
This technique is used in order to shorten the program and improve its 
performance. 

When JR NC finally fails, 8 bits will have been assembled into C. 
This value should be preserved in the memory. This is accomplished by 
the next instruction (arrow4 on Fig. 6.7): 


PUSH BC 


Weare here saving the contents of B and C into the stack. Saving into 
the stack is possible only if there is enough room in the stack. Provided 
that this condition is met, it is usually the fastest way to preserve a word 
in the memory, even though we save an unnecessary register (B). The 
stack pointer is updated automatically. If we were not pushing a word 
in the stack, we would have to use one more instruction to update a 
memory pointer. We could equivalently perform an indexed addressing 
Operation, but that would also involve decrementing or incrementing 
the index, using extra time. 

After the first word of data has been saved, there is no longer any 
guarantee that the first data bit to come in will be a ‘‘1’’. It can be any- 
thing. We must, therefore, reset the contents to ‘‘00000001’’ so that we 
can keep using it as a bit counter. This is performed by the next instruc- 
tion: 


LD C, 01H 


Finally, we will decrement the word counter, since a word has been 
assembled, and test whether we have reached the end of the transfer. 
This is accomplished by the next two instructions: 


DEC B 
JR NZ, LOOP 


The above program has been designed for speed, so that one may 
capture a fast input stream of data bits. Once the program terminates, 
it is naturally advisable to immediately read away from the stack the 
words that have been saved there and transfer them elsewhere into the 
memory. We have already learned to perform such a block transfer in 
Chapter 2. 
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Exercise 6.6: Compute the maximum speed at which this program will 
be able to read serial bits. Look up the number of cycles required by 
every instruction in the table at the end of this book, then compute the 
time which will elapse during execution of this program. To compute 
the length of time which will be used by a loop, simply multiply the 
total duration of this loop, expressed in microseconds, by the number 
of times it will be executed. Also, when computing the maximum speed, 
assume that a data bit will be ready every time that the input location is 
sensed. 


This program is more difficult to understand than the previous ones. 
Let us look at it again (refer to Fig. 6.6) in more detail, examining some 
trade-offs. 

A bit of data comes into bit position 0 of ‘‘INPUT’’ from time to 
time. There might be, for example, three ‘‘1s’’ in succession. We must, 
therefore, differentiate between the successive bits coming in. This is 
the function of the ‘‘clock”’ signal. 

The clock (or STATUS) signal tells us that the input bit is now valid. 
Before reading a bit, we will therefore first test the status bit. If the 
status is ‘‘O’’, we must wait. If it is ‘‘1’’, then the data bit is good. 

We assume here that the status signal is connected to bit 7 of register 
INPUT. 


Exercise 6.7: Can you explain why bit 7 is used for status, and bit 0 for 
data? Does it matter? 


Once we have captured a data bit, we want to preserve it in a safe 
location, then shift it left, so that we can get the next bit. 

Unfortunately, the accumulator is used to read and test both data 
and status in this program. If we were to accumulate data in the accu- 
mulator, bit position 7 would be erased by the status bit. 


Exercise 6.8: Can you suggest a way to test status without erasing the 
contents of the accumulator (a special instruction)? If this can be done, 
could we use the accumulator to accumulate the successive bits coming 
in? Can you improve speed by using an ‘‘automated jump’’? 


Exercise 6.9: Rewrite the program, using the accumulator to store the 
bits coming in. Compare it to the previous one in terms of speed and 
number of instructions. 


Let us address two more possible variations. 
We have assumed that, in our particular example, the very first bit to 
come in would be a special signal, guaranteed to be ‘‘1’’. However, in 
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general, it may be anything. 


Exercise 6.10: Modify the program above, assuming that the very first 
bit to come in is valid data (not to be discarded), and can be ‘‘0’’ or 
“7??. Hint: our ‘“‘bit counter”’ should still work correctly, if you initial- 
ize it with the correct value. 


Finally, we have been saving the assembled word in the stack, to gain 
time. We could naturally save it in a specified memory area. 


Exercise 6.11: Modify the program above, and save the assembled word 
in the memory area starting at BASE. 


Exercise 6.12: Modify the program above so that the transfer will stop 
when the character ‘‘S’’ is detected in the input stream. 


The Hardware Alternative 


As usual for most standard input/output algorithms, it is possible to 
implement this procedure by hardware. The chip is called a UART. It 
will automatically accumulate the bits. However, when one wishes to 
reduce the component count, this program, or a variation of it, will be 
used instead. 


Exercise 6.13: Modify the program, assuming that data is available in bit 
position 0 of location INPUT, while the status information is available 
in bit position 0 of address INPUT + 1. 


BASIC I/O SUMMARY 


We have now learned to perform elementary input/output opera- 
tions as well as to manage a stream of parallel data or serial bits. We are 
now ready to communicate with real input/output devices. 


COMMUNICATING WITH INPUT/OUTPUT DEVICES 


In order to exchange data with input/output devices, we will first 
have to ascertain whether data is available, if we want to read it; or 
whether the device is ready to accept data, if we want to send it. Two 
procedures may be used: handshaking and interrupts. Let us study 
handshaking first. 


Handshaking 


Handshaking is generally used to communicate between any two 
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READY? 
(READ 
STATUS) 


STATUS. 
REGISTER 


OUTPUT 
DEVICE 


OUTPUT 
REGISTER 


VOCHIP 


Fig. 6.8: Handshaking (Output) 


asynchronous devices, i.e., between any two devices which are not syn- 
chronized. For example, if we want to send a word to a parallel printer, 
we must first make sure that the input buffer of this printer is available. 
We will, therefore, ask the printer: Are you ready? The printer will say 
“‘ves”’ or ‘‘no.”’ If it is not ready we will wait. If it is ready, we will send 
the data (see Fig. 6.8). 


DEVICE 


STATUS 
REGISTER 


Fig. 6.8a: Handshaking (Input) 


Conversely, before reading data from an input device, we will verify 
whether the data is valid. We will ask: ‘‘Is data valid?’’ And the device 
will tell us ‘‘yes’’ or ‘‘no.’’ The ‘‘yes or no’’ may be indicated by status 
bits, or by other means (see Fig. 6.8a). 

As an analogy, whenever you wish to exchange information with 
someone who is independent and might be doing something else at the 
time, you should ascertain that he is ready to communicate with you. 
The usual rule of courtesy is to shake his hand. Data exchange may then 
follow. This is the procedure normally used in communicating with in- 
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put/output devices. 
Let us now illustrate this procedure with a simple example. 


Sending a Character To The Printer 


The character will be assumed to be contained in memory location 
CHAR. The program to print it appears below: 


WAIT IN A, (STATUS) 
BIT 7,A TEST IF READY 
JR Z, WAIT OTHERWISE WAIT 


LD A, (CHAR) GET CHARACTER 
OUT (PRNTD), A PRINTIT 
JR WAIT GO FOR NEXT 


The print program is straightforward and uses the handshaking pro- 
cedure which has been described above. The data paths are shown in 
Figure 6.9. 


STATUS 


PRINTER 


MEMORY Z80 


Fig. 6.9: Printer—Data Paths 


The character (called DATA) is located at memory location CHAR. 
First, the status of the printer is checked. Whenever bit 7 of the status 
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register becomes 1, it indicates that the printer ready for input, i.e., its 

input buffer is available. At this point, the character is loaded into 

the accumulator, then output to the printer, via the accumulator. As 
long as the status bit remains 0, the program will remain in a loop, 
called WAIT in the program. 


Exercise 6.14: How many instructions would be saved in the above pro- 
gram by loading data directly into register C as well as outputing the con- 
tents of register C directly? 


Exercise 6.15: When using an actual printer, it is usually necessary to 
send a start order before using the device. Modify this program to gen- 
erate such an order, assuming that the start command is obtained by 
writing a 1 in bit position 0 of the STATUS register, which is assumed 
to be bidirectional. 


Exercise 6.16: If the BIT instruction were not available, could you use 
another instruction instead, in line 2 of the program? If so, explain the 
advantage of using the BIT instruction, if any. 


Exercise 6.17: Modify the program above to print a string of n charac- 
ters, where n will be assumed to be less than 255. 


Exercise 6.18: Modify the above program to print a string of characters 
until a ‘‘carriage-return’’ code is encountered. 


Let us now complicate the output procedure by requiring a code con- 
version and by outputting to several devices at a time: 


Output To a Seven-Segment LED 


A traditional seven-segment light-emitting diode (LED) may display 
the digits ‘‘0’’ through *‘9’’, or even ‘‘0”’ through ‘‘F’’ hexadecimal by 
lighting combinations of its 7 segments. A seven-segment LED is shown 
in Figure 6.10. The characters that may be generated with this LED 
appear in Figure 6.11. 

The segments of an LED are labeled ‘‘a’’ through ‘‘g”’ in Figure 6.10. 

For example, *‘0”’ will be displayed by lighting the segments abcdef. 
Let us assume, now, that bit ‘0’? of an output port is connected to seg- 
ment ‘‘a’’, that ‘1’? is connected to segment ‘*b’’, and so on. Bit 7 is 
not used. The binary code required to light up fedcba (to display ‘‘0’’) 
is, therefore, “‘O111111°’. In hexadecimal this is **3F’’. De the follow- 
ing exercise. 


480 


INPUT/OUTPUT TECHNIQUES 


—>}->}—_ 
: A “4 
AA AA 
AA LA 


Fig. 6.11: Hexadecimal Characters Generated 
with a Seven-Segment LED 
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Exercise 6.19: Compute the seven-segment equivalent for the hexadeci- 
mal digits ‘‘0’’ through “‘F’’. Fill out the table below: 


Let us now display hexadecimal values on several LED’s. 


Driving Multiple LED’s 


An LED has no memory. It will display the data only as long as its 
segment lines are active. In order to keep the cost of an LED display 
low, the microprocessor will display information on each of the LED’s 
in turn. The rotation between the LED’s must be fast enough so that 
there is no apparent blinking. This implies that the time spent from one 
LED to the next is less than 100 milliseconds. Let us design a program 
which will accomplish this. Register C will be used to point to the LED 
on which we want to display a digit. The accumulator is assumed to 
contain the hexadecimal value to be displayed on the LED. Our first 
concern is to convert the hexadecimal value into its seven-segment rep- 
resentation. In the preceding section, we have built the equivalence 
table. Since we are accessing a table, we will use the indexed addressing 
mode, where the displacement index will be provided by the hexadeci- 
mal value. This means that the seven-segment code for hexadecimal 
digit ‘‘3’’ is obtained by looking up the third element of the table after 
the base. The address of the base will be called SEGBAS. The program 
appears below: 


LEDS LD E,A A CONTAINS HEX DIGIT 
LD D, 0 USE “‘DE”’ AS DISPLACEMENT 
LD HL, SEGBAS'_ USE ‘“‘HL’”’ AS INDEX 
ADD HL, DE TABLE ADDRESS 
LD A, (HL) READ CODE FROM TABLE 
LD B, 50H DELAY VALUE = ANY 

LARGE NBR 

DELAY OUT (C), A OUTPUT FOR SET DURATION 

DEC B DELAY COUNTER 
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JR NZ, DELAY KEEP LOOPING 

LD A,C C IS PORT NUMBER 

DEC C 

CP MINLED DONE FOR LAST LED? 

JR NZ, OUT 

LD BC, (MAXLED) IF SO, RESET C TO TOP LED 
OUT RET 


The program assumes that register C contains the address of the LED 
to be illuminated next, and that the accumulator A contains the digit to 
be displayed. 

The program first looks up the seven-segment code corresponding to 
the hexadecimal value contained in the accumulator. Registers D and E 
are used as a displacement field, and registers H and L are used as a 
16-bit index register. The hexadecimal digit is added to the base address 
of the table: 


LEDS’ LD E,A 7-SEGMENT CODE 
LD D, 0 
LD HL, SEGBAS 
ADD _ HL, DE 


A delay loop is then implemented, so that the code obtained from the 
table is displayed for an appropriate duration. Here the constant ‘‘50’’ 
hexadecimal has been arbitrarily chosen: 


LD A, (HL) READ CODE FROM TABLE 
LD B, 50H DELAY VALUE 


The delay is accomplished using a classic delay loop. The first instruc- 
tion’ 
DELAY OUT (C), A 


outputs the contents of the accumulator at the I/O port pointed to by 
register C (the LED number). The next two instructions implement the 
delay loop: 


DEC B 
JR NZ, DELAY 
Once the delay has been implemented, we must simply decrement the 
LED pointer, and make sure that we loop around to the highest LED 
address if the smallest LED address has been reached: 


LD A,C 
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DEC C 

CP MINLED 

JR NZ, OUT 

LD BC, (MAXLED) 
OUT RET 


It is assumed here that the above program has been written as a sub- 
routine, and the last instruction is then RET:‘‘return from subroutine”’ 


Exercise 6.20: It is usually necessary to turn off the segment drivers for 
the LED prior to displaying the digit. Modify the above program by 
adding the necessary instructions (output ‘‘00’’ as the character code 
prior to outputting the character). 


Exercise 6.21: What would happen to the display if the DELAY label 
were moved up by one line position? Would this change the timing? 
Would this change the appearance of the display? 


Exercise 6.22: You will notice that the first four instructions of the pro- 
gram are, in fact, performing a 16-bit indexed memory access. How- 
ever, it seems clumsy, without using the indexing mechanism. Assume 
that the SEGBAS address is known in advance. Call SEGBSH the 
high-order part of this address, and SEGBSL the low part of this ad- 
dress. Store SEGBSH in the high-order part of the 1X register. Now 
write the above program, using the Z80 index-addressing mechanism, 
and using SEGBSL as the displacement field of the instrucion. What 
are the advantages and disadvantages of this approach? 


Exercise 6.23: Assuming that the above program is a subroutine, you 
will notice that it uses registers B, D, E, H and L internally, and modi- 
fies their contents. If the subroutine may freely use the memory area 
designated by address T1, T2, T3, T4, T5, could you add instructions at 
the beginning and at the end of this program which will guarantee that, 
when the subroutine returns, the contents of registers B, D, E, H and L. 
will be the same as when the subroutine was entered? 


Exercise 6.24: Same exercise as above, but assume that the memory 
area T1, etc., is not available to the subroutine. (Hint: remember that 
there is a built-in mechanism in every computer for preserving informa- 
tion in a chronological order.) 


We have now solved common input/output problems. Let us con- 
sider the case of a common peripheral: the Teletype. 
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Teletype Input-Output 


The Teletype is a serial device. It both sends and receives words of in- 
formation in a serial format. Each character is encoded in an 8-bit 
ASCII format (the ASCII table appears at the end of this book). In ad- 
dition, every character is preceded by a ‘“‘start’’ bit, and terminated by 
two ‘‘stop’’ bits. In the so-called 20-milliamp current loop interface, 
which is most frequently used, the state of the line is normally a ‘‘1’’. 
This is used to indicate to the processor that the line has not been cut. A 
start is a ‘‘1’’-to-‘‘0’’ transition. It indicates to the receiving device that 
data bits follow. The standard Teletype is a 10-characters-per-second 
device. We have just established that each character requires 11 bits. 
This means that the Teletype will transmit 110 bits per second. It is said 
to be a 110-baud device. We will design a program to serialize bits out 
to the Teletype at the correct speed. 


START PULSE 


2 STOP PULSES 
oe 
re ere STOP 1 STOP 2 
SPACE ----—— 
! 
9.09 ms —>+— 
i} 


Fig. 6.12: Format of a Teletype Word 


One-hundred-and-ten bits per second implies that bits are separated 
by 9.09 milliseconds. This will have to be the duration of the delay loop 
to be implemented between successive bits. The format of a Teletype 
word appears in Figure 6.12. The flowchart for bit input appears in 
Figure 6.13. The program follows: 


TTYIN IN A, (STATUS) 


BIT 7,A DATA READY? 
JR Z, TTYIN OTHERWISE WAIT 
CALL DELAY1 CENTER OF PULSE 


IN A, (TTYBIT) START BIT 
OUT (TTYBIT), A ECHO IT 
CALL DELAY9 NEXT PULSE (9 MS) 
LD B, 08H BIT COUNT 

NEXT IN A, (TTYBIT) READ DATA BIT 
OUT (TTYBIT), A ECHO IT 
SRL A SAVE IT IN CARRY 
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TTYIN 


START BIT? 
WAIT 4.5 ms 
ECHO START BIT 
WAIT 9.09 ms 
SHIFT IN DATA BIT 
ECHO IT 
CHARACTER 
ASSEMBLED? 
WAIT 9.09 ms 
OUTPUT STOP BIT 
WAIT 13.59 ms 


Fig. 6.13: TTY Input with Echo 
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RR Cc PRESERVE IT INTO C 
CALL DELAY9 NEXT PULSE (9 MS) 
DEC B DECREMENT BIT COUNT 


JR NZ, NEXT 

IN A, (TTYBIT) READ STOP BIT 
OUT (TTYBIT), A ECHO IT 

CALL DELAY9 SKIP SECOND STOP 


Fig. 6.14: Teletype Program 


Let us examine the program in detail. First, the status of the Teletype 
must be tested to determine if a character is available: 


TTYIN IN A, (STATUS) 
BIT T,A 
JR Z, TTYIN 
The ‘‘BIT”’ instruction is a useful Z80 facility which allows testing 
any bit in any data register. it does not modify the contents of the regis- 
ter under test. The Z flag is set if the specified bit is 0, and reset other- 
wise. 
This program will, therefore, loop until the status finally becomes 
“‘1??_ It is a classic polling loop. 
Note that, since the STATUS does not need to be preserved, we 
could also use 


AND _ 10000000B 
instead of 
BIT 7,A 
However, using the AND instruction destroys the contents of A 
(acceptable here). 
When optimizing a program, remember that each new instruction 
may introduce side-effects. 


Next, a 4.5 ms delay is implemented in order to sense the start bit in 
the middle of the pulse. 


CALL DELAY] 


where DELAYI is the delay subroutine implementing the required 
delay. The first bit to come is the start bit. It should be echoed to the 
Teletype, but otherwise ignored. This is done by the next instructions: 


TTYIN IN A, (TTYBIT) 
OUT (TTYBIT), A 
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We must then wait for the first data bit. The necessary delay is equal to 
9.09 milliseconds and is implemented by a subroutine: 
CALL DELAY9 


Register B is used as a counter and is loaded with the value 8 in order to 
capture the 8 data bits: 


LD B, 08H 


Next, each data bit will be read in turn into the accumulator, then 
echoed. It is assumed to arrive in bit position 0 of the accumulator. The 
data bit will then be preserved into register C, where it will be shifted in. 
The transfer from A to C is performed through the carry bit: 

NEXT IN A, (TTYBIT) 
OUT (TTYBIT), A 
SRL A 
RR C 


This sequence is illustrated in Figure 6.15. 


A 1/0 SPACE 


le a TELETYPE 
COUNTER 


Fig. 6.15: Teletype Input 


Next, the usual 9 millisecond delay is implemented, the bit-counter is dec- 
remented, and the loop is entered again as long as the eight bits have 
not been captured: 


CALL DELAY9 

DEC B 

JR NZ, NEXT 
Finally, the STOP bit is captured, and echoed. It is usually sufficient to 
send a single STOP bit, however both could be sent back using two 
more instructions: 


IN A, (TTYBIT) 
OUT (TTYBIT), A 


CALL DELAY9 
RET 
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The program should be examined with attention. The logic is quite 
simple. The new fact is that whenever a bit is read from the Teletype (at 
address TTYBIT), it is echoed back to the Teletype. This is a standard 
feature of the Teletype. Whenever a user presses a key, the information 
is transmitted to the processor and then back to the printing mechanism 
of the Teletype. This verifies that the transmission lines are working 
and that the processor is operating when a character is, indeed, printing 
correctly on the paper. 


SET BIT 
COUNTER TO 
ELEVEN 


UTPUT 
A BIT 
DELAY 
9,1 msec 


Fig. 6.16: Teletype Output 


SEND START 
BIT 
SEND DATA 
BITS 
SEND STOP 
BIT 


Exercise 6.25: Write the delay routine which results in the 9.09 millisec- 
ond delay. (DELAY subroutine) 


Exercise 6.26: Using the example of the program developed above, 
write a PRINTC program which will print on the Teletype the contents 
of memory location CHAR (see Fig. 6.15). 


The answer appears below: 


PRINTC LD B, 11D COUNTER = 11 BITS 
LD A, (CHAR) GET CHARACTER 
OR A CLEAR CARRY = START BIT 
RLA CARRY INTO A 
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NEXT OUT (TTYBIT), A OUTPUT 
CALL DELAY 


RRA NEXT BIT 

SCF CARRY = 1 (STOP BIT) 
DEC B BIT COUNT 

JR NZ, NEXT 

RET 


Register B is used as a bit counter for the transmission. The contents 
of bit 0 of A will be sent to the Teletype line (“‘TTYBIT’’). Note how 
the carry is used to provide a ninth bit (the START bit). Also, note that 
the carry is cleared by: 


OR A 
At the end of the program, the carry is set to one by: 


SCF 


in order to generate a stop bit. 


Exercise 6.27: Modify the program so that it waits fora START bit in- 
stead of a STATUS bit. 


Printing a String of Characters 


We will assume that the PRINTC routine (see Exercise 6.26) takes 
care of printing a character on our printer, or display,or any output de- 
vice. We will here print the contents of memory locations (START) to 


(START + N). 
The program is straightforward (see Figure 6.17): 
PSTRING LD B, NBR LENGTH OF STRING 
LD HL, START BASE ADDRESS 
NEXT LD A, (HL) GET CHARACTER 
CALL PRINTC PRINT IT 
INC HL NEXT ELEMENT 
DEC B 
JR NZ, NEXT DO IT AGAIN 
RET 
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MEMORY 


B 
COUNTER 


START +N 


TO PRINTER 
OUTPUT REGISTER 


Fig. 6.17: Printing a Memory Block 


PERIPHERAL SUMMARY 


We have now described the basic programming techniques used to 
communicate with typical input/output devices. In addition to the data 
transfer, it will be necessary to condition one or more control registers 
within each I/O device in order to condition the transfer speeds, the in- 
terrupt mechanism, and the various other options correctly. The man- 
ual for each device should be consulted. (For more details on the spe- 
cific algorithms for exchanging information with all the usual peripher- 
als, the reader is referred to our book, C207, Microprocessor Interfac- 
ing Techniques.) 

We have now learned to manage single devices. However, in a real 
system, all peripherals are connected to the buses, and may request 
service simultaneously. How are we going to schedule the processor’s 
time? 


INPUT/OUTPUT SCHEDULING 


Since input/output requests may occur simultaneously, a scheduling 
mechanism must be implemented in every system to determine in which 
order service will be granted. Three basic input/output techniques are 
used, which can be combined with each other. They are: polling, inter- 
rupt, DMA. Polling and interrupts will be described here. DMA is 
purely a hardware technique, and as such will not be described here. (It 
is covered in the reference books C201 and C207.) 
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Polling 


Conceptually, polling is the simplest method for managing multiple 
peripherals. With this strategy, the processor interrogates the devices 
connected to the buses in turn. If a device requests service, the service 
is granted. If it does not request service, the next peripheral is exam- 
ined. Polling is used not just for the devices, but for any device service 
routine. 

As an example, if the system is equipped with a Teletype, a tape re- 
corder, and a CRT display, the polling routine would interrogate the 
Teletype: ‘‘Do you have a character to transmit?’ It would interrogate 
the Teletype output routine, asking: ‘‘Do you have a character to 
send?’”’ Then, assuming that the answers are negative so far, it would 
interrogate the tape-recorder routines, and finally the CRT display. If 
only one device is connected to a system, polling will be used as well to 
determine whether it needs service. As an example, the flowcharts for 
reading a paper-tape reader and for printing on a printer appear in Fig- 
ures 6.20 and 6.21. 


DATA BUS 


INTERRUPT 


DMA 


Fig. 6.18: Three Methods of I/O Control 
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Example: a polling loop for devices 1, 2, 3, 4 (see Fig. 6.19): 
POLL4 IN A,(STATUS 1) GET STATUS OF DEVICE 1 


BIT 7,A SERVICE REQUEST? 
CALL NZ, ONE BIT 7 = 1? 

IN A, (STATUS2) DEVICE 2 

BIT 7,A 


CALL NZ, TWO 

IN A, (STATUS3) DEVICE 3 
BIT 7,A 

CALL NZ, THREE 

IN A, (STATUS4) DEVICE 4 


BIT 7,A 
CALL NZ, FOUR 
JR POLL4 NO REQUEST, TRY AGAIN 


eg? 


Bit 7 of the status register for each device is when it wants serv- 
ice. When a request is sensed, this program branches to the device 
handler, at address ONE for device 1, TWO for device 2, etc. 

A fine point is worth noting here. For each instruction, it is impor- 
tant to verify carefully the way in which it affects the condition codes. 
It should be noted that the IN A instruction does not change the flags. 
If an IN r instruction has been used instead of an IN A instruction, bit 7 
of the input would automatically be reflected as the SIGN bit in the 
flags register. The special instruction ‘‘BIT 7,A’’ would become un- 
necessary. However, because the IN A instruction does not change the 
flags, this extra test must be included in the program. 

In some hardware implementations, input/output devices may be 
treated as memory devices for purposes of addressing. This is called 
memory-mapped input/output. In this case, the IN instruction would 
be replaced by an LD instruction and the rest of the program would be 
as above, since LD does not affect the flags. 

The advantages of polling are obvious: it is simple, does not require 
any hardware assistance, and keeps all input/output synchronous with 
the program operation. Its disadvantage is just as obvious: most of the 
processor’s time is wasted looking at devices that do not need service. 
In addition, by wasting so much time, the processor might give service 
to a device too late. 

Another mechanism is, therefore, desirable in order to guarantee that 
the processor’s time can be used to perform useful computations rather 
than polling devices needlessly all the time. However, let us stress that 
polling is used extensively whenever a microprocessor has nothing bet- 


493 


PROGRAMMING THE Z80 


A 


YES 
REQUESTING 
SERVICE? 
SERVICE ROUTINE 
FOR DEVICE A 
B 
REQUESTING = 
SERVICE? 
SERVICE ROUTINE 
FOR DEVICE B 
C 
YES 


REQUESTING 
SERVICE? 


SERVICE ROUTINE 
FOR DEVICE C 


Fig. 6.19: Polling Loop Flowchart 


SET READER 
ENABLE ON 


READ CHARACTER 


Fig. 6.20: Reading from a Paper-Tape Reader 


494 


INPUT/OUTPUT TECHNIQUES 


LOAD PUNCH 
OR PRINTER 
BUFFER 


TRANSMIT 
DATA 


Fig. 6.21: Printing on a Punch or Printer 


ter to do, as it keeps the overall organization simple. Let us examine the 
essential alternative to polling: interrupts. 


Interrupts 


The concept of interrupts is illustrated in Figure 6.18. A special hard- 
ware line, the interrupt line, is connected to a specialized pin of the mi- 
croprocessor. Multiple input/output devices may be connected to this 
interrupt line. When any one of them needs service, it sends a level or a 
pulse on this line. An interrupt signal is the service request from an in- 
put/output device to the processor. Let us examine the response of the 
processor to this interrupt. 

In any case, the processor completes the instruction that it was cur- 
rently executing; otherwise, this would create chaos inside the micro- 
processor. Next, the microprocessor should branch to an interrupt-han- 
dling routine which will process the interrupt. Branching to such a sub- 
routine implies that the contents of the program counter must be saved 
on the stack. An interrupt must, therefore, cause the automatic preser- 
vation of the program counter on the stack. In addition, the flag regis- 
ter F should be also preserved automatically, as its contents will be 
altered by any subsequent instruction. Finally, if the interrupt-handling 
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routine should modify any internal registers, these internal registers 
should also be preserved on the stack (see Figures 6.22 and 6.23). 


SP PCL 


PCH 


Fig. 6.22: Z80 Stack After Interruption 
Ds en a, reed 
Seas Pee 
ae eee 
Gee. Dene 


Fig. 6.23: Saving Some Working Registers 


After all these registers have been preserved, one can branch to the 
appropriate interrupt-handling address. At the end of this routine, all 
the registers should be restored, and a special interrupt return should be 
executed so that the main program will resume execution. Let us exam- 
ine in more detail the interrupt lines of the Z80. 


Z80 Interrupts 


An interrupt is a signal sent to the microprocessor, which may re- 
quest service at any time and is asynchronous to the program. When- 
ever a program branches to a subroutine, such branching is synchron- 
ous to program execution, i.e., scheduled by the program. An inter- 
rupt, however, may occur at any time, and will generally suspend the 
execution of the current program (without the program knowing it). 
Because it may happen at any time relative to program execution, it is 
called asynchronous. 

Three interruption mechanisms are provided on the Z80: the bus re- 
quest (BUSRQ), the non-maskable interrupt (NMI) and the usual inter- 
rupt (INT). 

Let us examine these three types. 
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The Bus Request 


The bus request is the highest priority interrupt mechanism on the 
Z80. The interrupt sequence for the Z80 is shown in Figure 6.24. As a 
general rule, no interrupt will be sensed by the Z80 until the current 
machine cycle is completed. The NMI and INT interrupts will not be 
taken into account until the current instruction is finished. However, 
the BUSRQ will be handled at the end of the current machine cycle, 
without necessarily waiting for the end of the instruction. It is used for 


BUSRO = 0 


L INTERRUPT 
J 


7 
No NI ves MASKABLE 
FF Ser INTERRUPT 
MODE 


Fig. 6.24: Interrupt Sequence 
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a direct memory access (DMA), and will cause the Z80 to go into DMA 
mode (see ref. C201 for an explanation of the DMA mechanism). If the 
end of an instruction has been reached, and if any NMI or INT were 
pending, they would be memorized internally in the Z80 by setting spe- 
cialized flip-flops: the NMI flip-flop, and the INT flip-flop. In DMA 
mode, the Z80 suspends operation and releases its data-bus and 
address-bus in the high-impedance state. This mode is normally used by 
a DMA controller to perform transfers between a high-speed input- 
output device and the memory, using the microprocessor data-bus and 
address-bus. The end of a DMA operation is indicated to the Z80 by 
BUSRQ changing levels. At this point, the Z80 will resume normal 
operation. In particular, it will first check whether its internal NMI or 
INT flip-flops had been set and, if so, execute the corresponding inter- 
rupts. 

The DMA should normally not be of concern to the programmer, un- 
less timing is important. If a DMA controller is present in the system, 
the programmer must understand that the DMA may delay the 
response to an NMI or an INT. 


The Non-Maskable Interrupt 


This type of interrupt cannot be inhibited by the programmer. It is 
therefore said to be non-maskable, hence its name. It will always be ac- 
cepted by the Z80 upon completion of the current instruction, assuming 
no bus request was received. (If an NMI is received during a BUSRQ, 
it will set the internal NMI flip-flop, and will be processed at the end of 
the instruction following the end of the BUSRQ.) 

The NMI will cause an automatic push of the program counter into 
the stack and branch to address 0066H: the two bytes representing the 
address 0066H will be installed in the program counter. They represent 
the start address of the handling routine for the NMI (see figure 6.25). 

This interrupt mechanism has been designed for speed, as it is used in 
case of ‘‘emergencies’’. Therefore, it does not offer the flexibility of the 
maskable interrupt mode, described below. 

Note also that an interrupt routine must have been loaded at address 
0066H prior to using the NMI. 

NMI will first cause: 

SP +—SP -1 

(SP) «— PCH 

SP «—SP _1 push PC 
(SP) «— PCL 
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MEMORY 


Fig. 6.25: NMI Forces Automatic Vectoring 


Then, NMI causes an automatic restart at location 0066H. The com- 
plete sequence of events is the following: 


PC —_—— ——( STACK (preserve program counter) 
IFFi = _IFF2 (preserve IFF) 

0 —_—_——> = =IFFI (reset IFF) 

JUMP TO 0066H (execute interrupt handler) 


Also, the status of interrupt-mask-bit flip-flop (IFF1) at the time that 
NMI was received is preserved automatically into IFF2. Then, IFF1 is re- 
set in order to prevent any further interrupts. This feature is important to 
prevent the loss of lower-priority INT’s and simplifies the external hard- 
ware: the status of a pending INT is preserved internally in the Z80. 

The NMI interrupt is normally used for high priority events such as a 
real-time clock or a power failure. 

The return from an NMI is accomplished by a special instruction, RETN: 
“return from non-maskable interrupt.’’ The contents of IFF1 are restored 
from IFF2, and the contents of the program counter PC are restored from 
their location in the stack. Since IFF1 had been reset during execution 
of the NMI, no external INT’s could be accepted during the NMI 
(unless the programmer uses an EI instruction within the NMI routine): 
there has been no loss of information. 

Upon termination of the interrupt handler, the sequence is: 

IFF2 7 sIFF1 (restore IFF) 

STACK ===" PC (restore program counter) 

Note that, once IFF1 is restored, maskable interrupt enable status is 
restored. 
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Interrupt 


The ordinary, maskable, interrupt INT may operate in one of three 
modes. They are specific to the Z80, as the 8080 is equipped with only a 
single interrupt mode. The ordinary interrupt INT may also be masked 
selectively by the programmer. Setting the interrupt flip-flops IFF1 and 
IFF2 to a ‘‘1’’ will authorize interruptions. Setting them to a ‘‘0”’ 
(masking them) will prevent detection of INT. The EI instruction is 
used to set them, and the DI instruction is used to reset them. IFF1 and 
IFF2 are set or reset simultaneously. During execution of the El and DI 
instructions, INT’s are disabled in order to prevent any loss of informa- 
tion. 

Let us now examine the three interrupt modes: 


Interrupt Mode 0 


This mode is identical to the 8080 interrupt mode. The Z80 will 
operate in interrupt mode 0 either when initially started (when the RE- 
SET signal has been applied) or else when an IMO instruction has been 
executed. Once mode 0 has been set, an interrupt will be recognized if 
the interrupt enable flip-flop IFF1 is set to 1, provided no bus-request 
or non-maskable interrupt occurs at the same time. The interrupt will 
be detected only at the end of an instruction. Essentially, the Z80 will 
respond to the interrupt by generating an IORQ (and an MI signal), 
and then do nothing, except wait. 

It is the responsibility of an external device to recognize the IORQ 
and M1 (this is called an interrupt acknowledge or INTA) and to place 
an instruction on the data-bus. The Z80 expects an instruction to be 
placed on its data bus by the external device within the next cycle. Typi- 
cally, an RST or a CALL instruction is placed on the bus. Both of these 
instructions automatically preserve the program-counter in the stack, 
and cause branching to a specific address. The advantage of the RST in- 
struction is that it resides within a single byte, i.e., it executes rapidly. 
Its disadvantage is to branch to only one of eight possible locations in 
page zero (addresses 0 through 255). The advantage of the CALL in- 
struction is that it is a general-purpose branch instruction which speci- 
fies a full 16-bit address. However, it requires three bytes and therefore 
executes less rapidly. 


Note that once the interrupt processing starts, all further interrupts 
are disabled. IFF1 and IFF2 are automatically set to ‘‘0’’. It is then the 
responsibility of the programmer to insert an EI instruction (Enable In- 
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terrupts) at the appropriate location within his program if he wishes to 
enable interrupts, and, in any case, before returning from the interrupt. 

The detailed sequence corresponding to the mode 0 interrupt is 
shown in Figure 6.26. 


MODE 0 MODE | 
DISABLE INTERRUPTS 
IFF1, IFF2 =O 
PC—» STACK 


DISABLE INTERRUPTS 
IFFI, IFF2 =O 


DISABLE INTERRUPTS 
IFFL, IFF2 =O 


READ FIRST BYTE 
OF INSTRUCTION 
(M1, IORQ LOW) 


e 
e 
MORE BYTES El (ENABLE INTERRUPTS) 


REQUIRED FOR 
INSTRUCTION, 


RET 
STACK > PC GET STARTING 
ADDRESS FROM 


VECTOR TABLE 


READ NEXT BYTE 
(NORMAL MEM. READ 
WITH PC STATIONARY) 


(a= 


JUMP TO NEW LOCATION 
START INTERRUPT 
SERVICE ROUTINE 


RET 
STACK—> PC 


Fig. 6.26: Interrupt Modes 


The return from the interrupt is accomplished by an RETI instruc- 
tion. Let us remind the programmer at this point that he/she is usually 
responsible for explicitly clearing the interrupt which has been serviced 
on the I/O device, and always for restoring the interrupt disable flag in- 
side the Z80. However, the peripheral controller may use the INTA sig- 
nal to clear the INT request, thus freeing the programmer of this chore. 

In addition, should the interrupt-handling routine modify the con- 
tents of any of the internal registers, the programmer is specifically re- 
sponsible for preserving these registers in the stack prior to executing 
the interrupt-handling routine. Otherwise, the contents of these regis- 
ters will be destroyed, and when the interrupted program resumes exe- 
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cution, it will fail. For example, assuming that registers A, B, C, D, E, 
H and L will be used within the interrupt handler, they will have to be 
saved (see Figure 6.27). 


DECREASING 
ADDRESSES 


Fig. 6.27: Saving the Registers 


The corresponding program is: 


SAVREG PUSH AF 
PUSH BC 
PUSH DE 
PUSH HL 


Upon completion of the interrupt-handling routine, these registers must 
be restored. The interrupt handler will terminate with the following se- 
quence of instructions: 


POP HL 
POP DE 
POP BC 
POP AF 
EI (unless EI was used earlier in 


the routine) 


Additionally, if registers IX and LY are used by the routine they must 
also be preserved, then restored. 
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Interrupt Mode 1 

This interrupt mode is set by executing the IM] instruction. It is an 
automated interrupt handler which causes an automatic branch to loca- 
tion 0038H. It is therefore essentially analogous to the NMI interrupt 


mechanism except that it may be masked. The Z80 automatically pre- 
serves the contents of PC into the stack (see Figure 6.28). 


INT 0 
38 INTERRUPT 
ROUTINE 


SP 


automatic 


vectoring 


PROGRAM 


automatic 


LOCATION OF 
INTERRUPTION 


preserve 


0038 
(automatic) 


MEMORY 


Fig. 6.28: Mode 1 Interrupt 


This automated interrupt response, which ‘‘vectors’’ all interrupts to 
memory location 38H, stems from the early 8080’s requirement to 
minimize the amount of external hardward necessary for using inter- 
rupts. Its possible disadvantage is to cause a branch to a single memory 
location. In case several devices are connected to the INT line, the pro- 
gram starting at location 38H will be responsible for determining which 
device requested service. This problem will be addressed below. 

One precaution must be taken with respect to the timing of this inter- 
rupt: when performing programmed input/output transfers, the Z80 
will ignore any data that may be present in the data bus during the cycle 
which follows the interrupt (the interrupt acknowledge cycle). 
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Interrupt Mode 2 (Vectored Interrupts) 


This mode is set by executing an IM2 instruction. It is a powerful 
mode which allows automatic vectoring of interrupts. The interrupt 
vector is an address supplied by the peripheral device which generated 
the interrupt, and used as a memory pointer to the start address of the 
interrupt-handling routine. The addresssing mechanism provided by 
the Z80 in mode 2 is indirect, rather than direct. Each peripheral sup- 
plies a seven-bit branching address which is appended to the 8-bit ad- 
dress contained in the special I register in the Z80. The right-most bit of 
the final 16-bit address bit 0 is set to ‘‘0’’. This resulting address points 
to an entry in a table anywhere in the memory. This table may contain 
up to 128 double-word entries. Each of these double words is the ad- 
dress of the interrupt handler for the corresponding device. This is il- 
lustrated in Figures 6.29 and 6.30. 


7 INT Va 
sanee 2X VECTOR 
7 BIT VECTOR em 
START | 
_—— ADDRESS 


DEVICE 
HANDLER 


MEMORY 
Fig. 6.29: Mode 2 Interrupt 


The interrupt table may have up to 128 double-word entries. 

In this mode, the Z80 also automatically pushes the contents of the 
program counter into the stack. This is obviously necessary, since PC 
will be reloaded with the contents of the interrupt table entry corre- 
sponding to the vector provided by the device. 


Interrupt Overhead 


For a graphic comparison of the polling process vs. the interrupt 
process, refer to Figure 6.18, where the polling process is illustrated on 
the top, and the interrupt process underneath. It can be seen that in the 
polling technique the program wastes a lot of time sampling. 
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nes 
OGRAM 
yy 


0152 


0504 
BEFORE Y 


— 
SS 


automatic vectoring 


AFTER 


MEMORY 


Fig. 6.30: Mode 2.- A Practical Example 


Using interrupts, the program is interrupted, the interrupt is serviced, 
then the program resumes. However, the obvious disadvantage of an 
interrupt is to introduce several additional instructions at the beginning 
and at the end, resulting in a delay before the first instruction of the de- 
vice handler can be executed. This is additional overhead. 


Exercise 6.28:Using the tables indicating the number of cycles per in- 
struction, in Chapter 4, compute how much time will be lost to save and 
then restore registers A, B, D, H. 


Having clarified the operation of the interrupt lines, let us now con- 
sider two important remaining problems: 


1—How do we resolve the problem of multiple devices triggering an 
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interrupt at the same time? 
2—How do we resolve the problem of an interrupt occurring while 
another interrupt is being serviced? 


Multiple Devices Connected to a Single Interrupt Line 


Whenever an interrupt occurs, the processor branches to a specified 
address. Before it can do any effective processing, the interrupt han- 
dling routine must determine which device triggered the interrupt. Two 
methods are available to identify the device, as usual: a software 
method and a hardware method. 

In the software method, polling is used: the microprocessor interro- 
gates each of the devices in turn and asks them, ‘‘Did you trigger the in- 
terrupt?’’ If the answer is negative, it interrogates the next one. This 
process is illustrated in Figure 6.31. A sample program is: 


POLINT IN A, (STATUS!) READ STATUS 


BIT 7,A DID DEVICE REQUEST INT? 
JP NZ, ONE HANDLE IT IF SO 

IN A, (STATUS2) 

BIT 7,A 

JP NZ, TWO 

etc. saieiaae 


The hardward method provides the address of the interrupting device 
simultaneously with the interrupt request. 


INT 1 POLLING INTERRUPT VECTORED 


2 POLLING 
WHICH <= ROUTINE 


DEVICE? 


SERVICE 
ROUTINE P 


SERVICE 
ROUTINE 


SERVICE 
ROUTINE N 


Fig. 6.31: Polled vs. Vectored Interrupt 
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To be more precise, when operating in mode 0, the peripheral device 
controller will supply a one-byte RST or a three-byte CALL on the data 
bus in response to the interrupt acknowledge, thus automating the in- 
terrupt vectoring, and minimizing the overhead. 

Note that a subroutine call instruction is required as the Z80 does not 
save the PC when operating in mode 0. 

In most cases, the speed of reaction to an interrupt is not crucial, and 
a polling approach is used. If response time is a primary consideration, 
a hardware approach must be used. 


Simultaneous Interrupts 


The next problem which may occur is that a new interrupt can be trig- 
gered during the execution of an interrupt-handling routine. Let us 
examine what happens and how the stack is used to solve the problem. 
We have indicated in Chapter 2 that this was another essential role of 
the stack, and the time has come now to demonstrate its use. We will 
refer to Figure 6.33 to illustrate multiple interrupts. Time elapses from 
left to right in the illustration. The contents of the stack are shown at 
the bottom of the illustration. Looking at the left, at time TO, program 
P is in execution. Moving to the right, at time T1, interrupt I] occurs. 
We will assume that the interrupt mask was enabled, authorizing I1. 
Program P will be suspended. This is shown at the bottom of the illus- 
tration. The stack will contain the program counter and the status reg- 
ister of program P, at least, plus any optional registers that might be 
saved by the interrupt handler or 11 itself. 


INTERFAC! 
\ 


Fig. 6.32: Several Devices May Use the Same Interrupt Line 


At time T1, interrupt I1 starts executing until time T2. At time T2, in- 
terrupt 12 occurs. We will assume that interrupt 12 has a higher priority 
than interrupt I1. If it had a lower priority, it would be ignored until I] 
had been completed. At time T2, the registers for I1 are stacked, and 
this appears at the bottom of the illustration. Again, the contents of the 
program counter and AF are pushed into the stack. In addition, the 
routine for I2 might decide to save an additional few registers. 12 will 
now execute to completion at time T3. 
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When 12 terminates (with an RETI), the contents of the stack are 
automatically popped back into the Z80, and this is illustrated at the 
bottom of Figure 6.33. Thus, automatically I1 resumes execution. Un- 
fortunately, at time T4, an interrupt 13 of higher priority occurs again. 
We can see at the bottom of the illustration that again the registers for 
I1 are pushed into the stack. Interrupt 13 executes from T4 to TS and 


TIME To Tt Ta Ts Ta Ts Te 


PROGRAM P — ae a Sa Ae See) a a HE a a ae a 
INTERRUPT 1; je - - - - | p44 - - - - pe 
INTERRUPT 1, ' ——_—___ 

: ——) 


INTERRUPT 13 


7 ey le 
meee 9 cae alg ale 
T T T, T 


Fig. 6.33: Stack Contents During Multiple Interrupts 


terminates at TS. At that time, the contents of the stack are popped into 
Z80, and interrupt I1 resumes execution. This time it runs to comple- 
tion and terminates at T6. At T6, the remaining registers that have been 
saved in the stack are popped into Z80, and progam P may resume ex- 
ecution. The reader will verify that the stack is empty at this point. In 
fact, the number of dashed lines indicating program suspension in- 
dicates at the same time how many levels there are in the stack. 


Exercise 6.29: Assume that the area available to the stack is limited to 
300 locations in a specific program. Assume that all the registers must 
always be saved and that the programmer allows interrupts to be nest- 
ed, i.e., to interrupt each other. Which is the maximum number of 
simultaneous interrupts that can be handled? Will any other factor con- 
tribute to still reduce further the maximum number of simultaneous in- 
terrupts? 


It must be stressed, however, that, in practice, microprocessor sys- 
tems are normally connected to a small number of devices using inter- 
rupts. It is, therefore, unlikely that a high number of simultaneous in- 
terrupts will occur in such a system. 

We have now solved ali the problems usually associated with inter- 
rupts. Their use is, in fact, simple and they should be employed to ad- 
vantage even by the novice programmer. 
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SUMMARY 


In this chapter we have presented the range of techniques used to 
communicate with the outside world. From elementary input/output 
routines to more complex programs for communication with actual 
peripherals, we have learned to develop all the usual programs and have 
even examined the efficiency of benchmark programs in the case of a 
parallel transfer and a parallel-to-serial conversion. Finally, we have 
learned to schedule the operation of multiple peripherals by using poll- 
ing and interrupts. Naturally, many other exotic input/output devices 
might be connected to a system. With the array of techniques which 
have been presented so far, and with an understanding of the peripher- 
als involved, it should be possible to solve most common problems. 

In the next chapter, we will examine the actual characteristics of the 
input/output interface chips usually connected to a Z80. Then, we will 
consider the basic data structures that the programmer may use. 


Exercise 6.30: Compute the overhead when operating in mode 0, as- 
suming that all registers are saved, and that an RST is received in re- 
sponse to the interrupt acknowledge. The overhead is defined as the 
total delay incurred, exclusive of the instructions required to implement 
the interrupt processing proper. 


Exercise 6.31: A 7-segment LED display can also display digits other 
than the hex alphabet. Compute the codes for: H, I, J, L, O, P, S, U, 
Y, g, h, i, j, 6 in, 0, p, r,t, uy Y. 


Exercise 6.32: The flowchart for interrupt management appears in Fig- 
ure 6.34 Answer the following questions: 
a—What is done by hardware, what is done by software? 
b—What is the use of the mask? 
c—How many registers should be preserved? 
d—How is the interrupting device identified? 
e— What does the RETI instruction do? How does it differ from a 
subroutine return? 
f—Suggest a way to handle a stack overflow situation. 
g—What is the overhead (‘‘lost time’’) introduced by the interrupt 
mechanism? 
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EXECUTE 
INSTRUCTION 


INTERRUPT 
REQUEST 


NEXT INSTRUCTION 


SET MASK 
PRESERVE REGISTERS 
(if necessary) 
UNSET MASK 
IDENTIFY DEVICE 
(if necessary) 
EXECUTE ROUTING 
RESTORE REGISTERS 


RETURN 


Fig. 6.34: Interrupt Logic 
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INTRODUCTION 


We have learned how to program the Z80 microprocessor in most 
usual situations. However, we should make a special mention of the 
input/output chips normally connected to the microprocessor. Be- 
cause of the progress in LSI integration, new chips have been intro- 
duced which did not exist before. As a result, programming a system 
requires, naturally, first to program a microprocessor itself, and then 
to program the input/output chips. In fact, it is often more difficult 
to remember how to program the various control options of an input/ 
output chip than to program the microprocessor itself! This is not be- 
cause the programming in itself is more difficult, but because each of 
these devices has its own idiosyncrasies. We are going to examine here 
first the most general input/output device, the programmable input/ 
output chip (in short a ‘‘PIO’’), then some Zilog I/O devices. 


The ‘‘Standard PIO’’ 


There is no ‘‘standard PIO’’. However, each PIOdevice is essentially 
analogous in function to all similar PIO’s produced by other 
manufacturers for the same purpose. The purpose of a PIO is to 
provide a multiport connection for input/output devices. (A ‘‘port’’ is 
simply a set of 8 input/output lines.) Each PIO provides at least 
two sets of 8-bit lines for I/O devices. Each I/O device needs a data 
buffer in order to stabilize the contents of the data bus on output at 
least. Our PIO will, therefore, be equipped at a minimum with a 
buffer for each port. 

In addition, we have established that the microcomputer will use 
a handshaking procedure, or else interrupts to communicate with the 
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I/O device. The PIO will also use a similar procedure to communicate 
with the peripheral. Each PIO must, therefore, be equipped with at 
least two control lines per port to implement the handshaking 
function. 

The microprocessor will also need to be able to read the status of 
each port. Each port must be equipped with one or more status bits. 
Finally, a number of options will exist within each PIO to configure its 
resources. The programmer must be able to access a special register 
within the PIO to specify the programming options. This is the 
control-register. In some cases the status information is part of the 
control register. 


CRA DDRA PDRA CAI 
= CA2 
mol |PSo] laos} ls 
O | OR aZs 
DATA BU aS) |aS3| |aaz PORTA 
m2? aa? mes 
~» O al g a > 
CRB DDRB  —>DRB 
! 
8 
REGISTER | RSO PORTB 
SELECT | RSI 
IRQA cB2 
iRQB CBI 


Fig. 7.1: Typical PIO 


One essential faculty of the PIO is the fact that each line may be 
configured as either an input or an output line. The diagram of 
a PIO appears in illustration 7.1. The programmer may specify 
whether any line will be input or output. In order to program the 
direction of the lines, a data-direction register is provided for each 
port. On many PIO’s, ‘‘0’’ in a bit position of the data-direction 
register specifies an input. A ‘‘1’’ specifies an output. Zilog uses the 
reverse convention. 

It may be surprising to see that a ‘‘0”’ is used for input and a ‘‘1”’ 
for output when really ‘‘0’’ should correspond to output and ‘‘1”’ to 
input. This is quite deliberate: whenever power is applied to the 
system, it is of great importance that all the I/O lines be configured as 
input. Otherwise, if the microcomputer is connected to some 
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dangerous peripheral, it might activate it by accident. When a reset is 
applied, all registers are normally zeroed and that will result in con- 
figuring all input lines of the PIO as inputs. The connection to the 
microprocessor appears on the left of the illustration. The PIO 
naturally connects to the 8-bit data bus, the microprocessor address 
bus, and the microprocessor control-bus. The programmer will simply 
specify the address of any register that it wishes to access within the 
PIO. 


The Internal Control Register 


The Control Register of the PIO provides a number of options for 
generating or sensing interrupts, or for implementing automatic hand- 
shake functions. The complete description of the facilities provided is 
not necessary here. Simply, the user of any practical system which uses 
a PIO will have to refer to the data-sheet showing the effect of setting 
the various bits of the control register. Whenever the system is 
initialized, the programmer will have to load the control register of the 
PIO with the correct contents for the expected application. 


CA 1 
IRQA C 


a é mana DATA 
“BUS INPUT. EN DIRECTION 


[—] PERIPHERAL 
—~ PAS-PA7 
LA] INTERFACE A Ap 
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REGISTER 
SELECT 


IRQB — CB) 


Fig. 7.2: Using a PIO-Load Control Register 
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Fig. 7.4: Using a PIO-Read Status 
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Fig. 7.5: Using a PIO Read INPUT 


Programming a PIO 


A typical sequence, when using a PIO channel, is the following (as- 
suming an input): 


Load the control register 

This is accomplished by a programmed transfer between a Z80 re- 
gister (usually the accumulator) and the PIO control register. This sets 
the options and operating mode of the PIO (see Figure 7. 2). It is nor- 
mally done only once at the beginning of a program. 


Load the direction register 
This specifies the direction in which the I/O lines will be used. (See 
Figure 7.3.) 


Read the status 
The status register indicates whether a valid byte is available on in- 


put. (See Figure 7.4), 


Read the port 
The byte is read into the Z80. (See Figure 7.5). 


515 


PROGRAMMING THE Z80 


Do ARDY 
Dy ASIB 
Do 
DATA D 
3 
BUS D4 Ao 
Ds Ay PORTA 
Dg Ao Ze) 
D> Ag 


PORT B/A SEL 
CONTROL/DATA SEL 


280 - PIO 


PIO a te Az 
conTROL CHIP ENABLE — 
MI ——— 
TORQ Bo 
RD B. 
= Bo 
INTERRUPT INT B3 
CONTROL INT ENABLE IN By eee 
INT ENABLE OUT Bs 
Be 
CLOCK tu) By 
POWER < + 5V BRDY 
GND B STB 
Fig. 7.6: Z80 PIO pinout 
The Zilog Z80 PIO 


The Z80 PIO is a two-port PIO whose architecture is essentially 
compatible with the standard model we have described. The actual 
pinout is shown in Figure 7. 6, and a block diagram is shown in Figure 
Tse 

Each PIO port has six registers: an 8-bit input register, an 8-bit out- 
put register, a 2-bit mode-control register, an 8-bit mask register, an 
8-bit input/output select (direction register), and a 2-bit mask-control 
register. The last three registers are used only when the port is program- 
med to operate in the bit mode. 

Each port may operate in one of four modes, as selected by the con- 
tents of the mode-control registers (2 bits). They are: byte output, byte 
input, byte bidirectional bus, and bit mode. 

The two bits of the mask control register are loaded by the program- 
mer, and specify the high or low state of a peripheral device which is to 
be monitored, and conditions for which an interrupt can be generated. 

The 8-bit input/output select register allows any pin to be either an 
input or an output when operating in the bit mode. 
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Fig. 7.7: Z80 PIO Block Diagram 
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Programming the Zilog PIO 


A typical sequence for using a PIO, say in bit mode, would be the 
following: 
Load the mode control register to specify the bit mode. 
Load the input/output select register of port A to specify that 
lines 0-5 are inputs and lines 6 and 7 are outputs. 
Then a word would be read by reading the contents of the input 
buffer. 
Additionally, the mask register could be used to specify the status 
conditions. 
For a detailed description of the operation of the PIO, the reader is 
referred to the companion volume in this series, the Z80 Applications 
Book. 


The Z80 SIO 


The SIO (Serial Input/Output) is a dual-channel peripheral chip de- 
signed to facilitate asynchronous communications in serial form. It in- 
cludes a UART, i.e., a universal asynchronous receiver-transmitter. 
Its essential function is serial-to-parallel and parallel-to-serial conver- 
sion. However, this chip is equipped with sophisticated capabilities, 
like automatic handling of complex byte-oriented protocols, such as 
IBM bisync as well as HDLC and SDLC, two bit-oriented protocols. 

Additionally, it can operate in synchronous mode like a USRT, and 
generate and check CRC codes. It offers a choice of polling, interrupt, 
and block-transfer modes. The complete description of this device is 
beyond the scope of this introductory book and appears in the Z80 Ap- 
plications Book. 


Other I/O Chips 


Because the Z80 is commonly used as areplacement for the 8080, it 
has been designed so that it can be associated with almost any of the 
usual 8080 input/output chips, as well as the specific I/O chips manu- 
factured by Zilog. All the 8080 input/output chips may be considered 
for use in a Z80 system. 
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SUMMARY 


In order to make effective use of input/output components it is 
necessary to understand in detail the function of every bit, or group of bits, 
within the various control registers. These complex new chips automate a 
number of procedures that had to be carried out by software or special 
logic before. In particular, a good deal of the handshaking procedures are 
automated within components such as an SIO. Also, interrupt handling 
and detection may be internal. With the information that has been pre- 
sented in the preceding chapter, the reader should be able to understand 
what the functions of the basic signals and registers are. Naturally, still 
newer components are going to be introduced which will offer a hardware 
implementation of still more complex algorithms. 
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8 
APPLICATION EXAMPLES 


INTRODUCTION 


This chapter is designed to test your new programming skills by pre- 
senting a collection of utility programs. These programs or ‘‘routines’’ 
are frequently encountered in applications, and are generally called 
“‘utility routines.’’ They will require a synthesis of the knowledge and 
techniques presented so far. 

We are going to fetch characters from an I/O device and process 
them in various ways. But first, let us clear an area of the memory (this 
may not be necessary—each of these programs is only presented as a 
programming example). 


CLEARING A SECTION OF MEMORY 


We want to clear (zero) the contents of the memory from address 
BASE to address BASE + LENGTH, where LENGTH is less than 256. 


The program is: 


ZEROM LD B, LENGTH LOAD B WITH LENGTH 


LD A,0 CLEAR A 

LD HL, BASE POINT TO BASE 
CLEAR LD (HL), A CLEAR A LOCATION 

INC HL POINT TO NEXT 

DEC B DECREMENT COUNTER 

JR NZ, CLEAR — END OF SECTION? 

RET 


In the above program, the length of the section of memory is as- 
sumed to be equal to LENGTH. The register pair HL is used as a point- 
er to the current word which will be cleared. Register B is used, as 
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usual, as a counter. 

The accumulator A is loaded only once with the value 0 (all zeros), 
then copied into the successive memory locations. 

In a memory test program, for example, this utility routine could be 
used to zero the contents of a block. Then the memory test program 
would usually verify that its contents remained 0. 

The above was a straightforward implementation of a clearing rou- 
tine. Let us improve on it. 

The improved program appears below. 


ZEROM LD B, LENGTH 
LD HL, BASE 


LOOP LD (HL), 0 
INC HL 
DJNZ LOOP 
RET 


The two improvements were obtained by eliminating the LD A, 0 in- 
struction and loading a ‘‘zero’’ directly into the location pointed to by H 
and L, and also by using the special Z80 instruction DJNZ. 

This improvement example should demonstrate that every time a 
program is written, even though it may be correct, it can usually be im- 
proved by examining it carefully. Familiarity with the complete instruc- 
tion set is essential for bringing about such improvements. These im- 
provements are not just cosmetic. They improve the execution time of 
the program, require fewer instructions and therefore less memory 
space, and also generally improve the readability of the program and, 
therefore, its chances of being correct. 


Exercise 8.1: Write a memory test program which zeroes a 256-word 
block, then verifies that each location is 0. Then, it will write all 1’s and 
verify the contents of the block. Then it will write 01010101 and verify 
the contents. Finally, it will write 10101010, and verify the contents. 


Exercise 8.2: Modify the above program so that it will fill the memory 
section with alternating 0’s and 1’s (all 0’s, then all 1’s). 


Let us now poll our I/O devices to find which one needs service. 


POLLING I/O DEVICES 


We will assume that those I/O devices are connected to our sys- 
tem. Their status registers are located at addresses STATUSI, 
STATUS2, STATUS3. The program is: 
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TEST IN A, (STATUS1) READ IO STATUS1 
BIT 7,A TEST ‘‘READY’”’ BIT (BIT 7) 
JP NZ, FOUND1 JUMP TO HANDLER 1 
IN A, (STATUS2) SAME FOR DEVICE 2 
BIT 7,A 
JP NZ, FOUND2 
IN A, (STATUS3) SAME FOR DEVICE 3 
BIT 7,A 
JP NZ, FOUND3 
(failure exit) 


As a result of the BIT instruction, the Z bit of the status flags will be set 
to 1 if STATUS is zero. The JP NZ instruction (jump if non-equal to 
zero) will then result in a branch to the appropriate FOUND routine. 


GETTING CHARACTERS IN 


Assume we have just found that a character is ready at the keyboard. 
Let us accumulate characters in a memoryarea called BUFFER until we 
encounter a special character called SPC, whose code has been previ- 
ously defined. 

The subroutine GETCHAR will fetch one character from the key- 
board (see Chapter 6 for more details) and leave it in the accumulator. 
We assume that 256 characters maximum will be fetched before an SPC 
character is found. 


STRING LD HL, BUFFER POINT TO BUFFER 
NEXT CALL GETCHAR GET A CHARACTER 


CP SPC CHECK FOR SPECIAL CHAR 
JR Z, OUT FOUND IT? 
LD (HL), A STORE CHAR IN BUFFER 
INC HL NEXT BUFFER LOCATION 
JR NEXT GET NEXT CHAR 

OUT RET 


Exercise 8.3: Let us improve this basic routine: 
a—Echo the character back to the device (for a Teletype, for example). 
b—Check that the input string is no longer than 256 characters. 


We now have a string of characters in a memory buffer. Let us proc- 
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TESTING A CHARACTER 
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Let us determine if the character at memory location LOC is equal to 


0, 1, or 2: 


ZOT LD 
CP 
JP 
CP 
JP 
CP 
JP 
JP 


A, (LOC) 


Z, TWO 
NOTFND 


GET CHARACTER 
IS IT A ZERO? 
JUMP TO ROUTINE 
A ONE? 


A TWO? 


FAILURE 


We simply read the character, then use the CP instruction to check its 


value. 


Let us run a different test now. 


BRACKET TESTING 


Let us determine if the ASCII character at memory location LOC is a 
digit between 0 and 9: 


BRACK LD 
AND 
CP 
JR 
CP 
JR 
CP 

OUT RET 


A, (LOC) 
7FH 

30H 
COUT 
39H 

NC, OUT 
A 

EXIT 


GET CHARACTER 
MASK OUT PARITY BIT 
ASCII 0 

CHAR TOO LOW? 
ASCII 9 

CHAR TOO HIGH? 
FORCE ZERO FLAG 


ASCII ‘‘0”’ is represented in hexadecimal by ‘‘30’’ or by ‘‘BO’’, 
depending upon whether the parity bit is used or not. Similarly, ASCII 
‘9’ is represented in hexadecimal by ‘‘39’’ or by ‘‘B9”’. 

The purpose of the second instruction of the program is to delete bit 
7, the parity bit, in case it was used, so that the program is applicable to 
both cases. The value of the character is then compared to the ASCII 
values for ‘‘0’’ and ‘‘9’’. When using a comparison instruction, the Z 
flag is set if the comparison succeeds. The carry bit is set in the case of 
borrow, and reset otherwise. In other words, when using the CP in- 
struction, the carry bit will be set if the value of the literal that appears 
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in the instruction is greater than the value contained in the accumu- 
lator. It will be reset (‘‘0’’) if less than or equal. 

The last instruction, CP A, forces a ‘‘1’’ into the Z flag. The Z flag is 
used to indicate to the calling routine that the character in CHAR was 
indeed in the interval (0, 9). Other conventions can be used, such as 
loading a digit in the accumulator in order to indicate the result of the 
test. 


Exercise 8.4: Is the following program equivalent to the one above?: 


LD A, (CHAR) 


SUB 30H 
JP M, OUT 
SUB 10D 
JP P, OUT 
ADD 10D 


Exercise 8.5: Determine if an ASCII character contained in the accumu- 
lator is a letter of the alphabet. 

When using an ASCII table, you will notice that parity is often used. 
For example, the ASCII for ‘‘0’’ is ‘‘0110000’’, a 7-bit code. However, 
if we use odd parity, for example, we guarantee that the total number 
of ones in a word is odd; then the code becomes: ‘‘10110000’’. An extra 
“*1?? is added to the left. This is ‘‘ BO’’ in hexadecimal. Let us therefore 
develop a program to generate parity. 


PARITY GENERATION 


This program will generate an even parity with bit position 7: 


PARITY LD A, (CHAR) GET CHARACTER 


AND 7FH CLEAR PARITY BIT 
JP PE, OUT CHECK IF PARITY 
ALREADY EVEN 
OR 80H SET PARITY BIT 
OUT LD (LOC), A STORE RESULT 


The program uses the internal parity detection circuit available in the 
Z80. 

The third instruction: JP PE, OUT checks whether parity of the 
word in the accumulator is already even. This instruction will succeed if 
the parity is even, ‘‘PE’’, and will exit. 

If the parity is not even, i.e., if the jump instruction failed, then the 
parity is odd, and a ‘‘1’’ must be written in bit position 7. This is the 
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purpose of the fourth instruction: 
OR 80H 


Finally, the resulting value is saved in memory location LOC. 


Exercise 8.6: The above problem was too simple to solve, using the in- 
ternal parity detection circuitry. As an exercise, you are requested to 
solve the same problem without using this circuitry. Shift the contents 
of the accumulator, and count the number of 1’s in order to determine 
which bit should be written into the parity position. 


Exercise 8.7: Using the above program as an example, verify the parity 
of a word. You must compute the correct parity, then compare it to the 
one expected. 


CODE CONVERSION: ASCII TO BCD 


Converting ASCII to BCD is very simple. We will observe that the 
hexadecimal representation of ASCII characters 0 to 9 is 30 to 39 or BO 
to B9, depending on parity. The BCD representation is simply obtained 
by dropping the ‘‘3”’ or the ‘‘B’’, i.e., masking off the left nibble (4 
bits): 


ASCBCD CALL BRACK CHECK THAT CHAR IS0 TO 9 
JP NZ, ILLEGAL EXIT IF ILLEGAL CHAR 
AND OFH MASK HIGH NIBBLE 


LD (BCDCHAR), A STORE RESULT 
Exercise 8.8: Write a program to convert BCD to ASCII. 


Exercise 8.9: Write a program to convert BCD to binary (more diffi- 
cult). 

Hint:N; NN, No in BCDis(((N; x 10) + N2) x 10 + N,) x 10 + Noin 
binary. 

To multiply by 10, use a left shift (= x2), another left shift (= x4), 
an ADC (= x5), another left shift (= x 10). 

In full BCD notation, the first word may contain the count of BCD 
digits, the next nibble contain the sign, and every successive nibble con- 
tain a BCD digit (we assume no decimal point). The last nibble of the 
block may be unused. 


CONVERT HEX TO ASCII 


‘A’ contains one hexadecimal digit. We simply need to add a ‘‘3”’ (ora 
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“*B’’) into the left nibble: 


AND OFH ZERO LEFT NIBBLE (optional) 
ADD A, 30H ASCII 

CP 3AH CORRECTION NECESSARY? 
JP M, OUT 

ADD A,7 CORRECTION FOR A TO F 


Exercise 8.10: Convert HEX to ASCII, assuming a packed format (two 
hex digits in A). 


FINDING THE LARGEST ELEMENT OF A TABLE 


The beginning address of the table is contained at memory address 
BASE. The first entry of the table is the number of bytes it contains. 
This program will search for the largest element of the table. Its value 
will be left in A, and its position will be stored in memory location IN- 
DEX. 

This program uses registers A, F, B, H and L, and will use indirect 
addressing, so that it can search a table anywhere in the memory (see 
Figure 8.1). 


MAX LD HL, BASE TABLE ADDRESS 
LD BB, (HL) NBR OF BYTES IN TABLE 
LD A,0O CLEAR MAXIMUM VALUE 
INC HL INITIALIZE INDEX 
LD (INDEX), HL NEXT ENTRY 

LOOP CP (HL) COMPARE ENTRY 
JR NC,NOSWITCH JUMP IF LESS THAN MAX 
LD A, (HL) LOAD NEW MAX VALUE 
LD (INDEX), HL LOAD NEW MAX VALUE 

NOSWITCH INC HL POINT TO NEXT ENTRY 
DEC B DECREMENT COUNTER 
JR NZ, LOOP KEEP GOING IF NOT ZERO 
RET 


This program tests the nth entry first. If it is greater than 0, the entry 
goes in A, and its location is remembered into INDEX. The (n-1)st en- 
try is then tested, etc. 

This program works for positive integers. 


Exercise 8.11: Modify the program so that it works also for negative 
numbers in two’s complement. 


Exercise 8.12: Will this program also work for ASCII characters? 
Exercise 8.13: Write a program which will sort n numbers in ascending 
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aw 


POINTER uae 
pha? 


INDEX 


A CURRENT MAX 


aa N 
| ELEMENT] 1 


B COUNTER 


te INCREASING 


ADDRESSES 
ELEMENT N 


Fig. 8.1: Largest Element in a Table 


order. 


Exercise 8.14: Write a program which will sort n names (3 characters 
each) in alphabetical order. 


SUM OF N ELEMENTS 


This program will compute the 16-bit sum of N positive entries of a 
table. The starting address of the table is contained at memory address 
BASE. The first entry of the table contains the number of elements N. 
The 16-bit sum will be left in memoy locations SUMLO and SUMHI. If 
the sum should require more than 16 bits, only the lower 16 will be 
kept. (The high order bits are said to be truncated.) 

This program will modify registers A, F, B, H, L, IX. It assumes 256 
elements maximum (see Figure 8.2). 


SUMN LD HL, BASE POINT TO TABLE BASE 
LD iB, (HL) READ LENGTH INTO 
COUNTER 
SUMIG INC HL POINT TO FIRST ENTRY 


LD IX,SUMLO - POINT TO RESULT, LOW 
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LD (IX+0), 0 CLEAR RESULT LOW 
LD (IX+1), 0 AND HIGH 
ADLOOP LD _ A, (HL) GET TABLE ENTRY 
ADD A, (IX +0) COMPUTE PARTIAL SUM 
LD (IX+0),A STORE IT AWAY 
JR ©=NC, NOCARRY CHECK FOR CARRY 
INC (IX+1) ADD CARRY TO HIGH BYTE 
NOCARRY INC HL POINT TO NEXT ENTRY 
DEC B DECREMENT BYTE COUNT 


JR = NZ,ADLOOP KEEP ADDING TILL END 


=a 


LENGTH=N 
ELEMENT | 


ELEMENT N 


Fig. 8.2: Sum of N Elements 


BASE 


SUMLO 


SUMH | 


This program is straightforward and should be self-explanatory. 


Exercise 8.15: Modify this program to: 
a—compute a 24-bit sum 

b—compute a 32-bit sum 

c—detect any overflow. 


A CHECKSUM COMPUTATION 


A checksum is a digit or set of digits computed from a block of suc- 
cessive characters. The checksum is computed at the time the data is 
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stored and put at the end. In order to verify the integrity of the data, the 
data is read, then the checksum is recomputed and compared against 
the stored value. A discrepancy indicates an error or a failure. 

Several algorithms are used. Here, we will exclusive-OR all bytes in a 
table of N elements, and leave the result in the accumulator. As usual, 
the base of the table is stored at address BASE. The first entry of the 
table is its number of elements N. The program modifies A, F, B, H, L. 
N must be less than 256 


CHKSUM LD HL, BASE LOAD ADDRESS OF TABLE 
INTO HL 
LD B, (HL) GET N = LENGTH 
XORA CLEAR CHECKSUM 
INC HL POINT TO FIRST ELEMENT 
CHLOOP XOR (HL) COMPUTE CHECKSUM 
INC HL POINT TO NEXT ELEMENT 
DEC B DECREMENT COUNTER 


JR NZ, CHLOOP DO IT AGAIN IF NOT END 
LD (CHECKSUM),A PRESERVE CHECKSUM 
RET 


COUNT THE ZEROES 


This program will count the number of zeroes in our usual table, and 
leave it in location TOTAL. It modifies A, B, C, H, L, F. 


ZEROS LD HL, BASE POINT TO TABLE 


LD © B, (HL) READ LENGTH INTO COUNTER 
LD C,0 ZERO TOTAL 
INC HL POINT TO FIRST ENTRY 
ZLOOP LD A, (HL) GET ELEMENT 
OR 0 SET ZERO FLAG 
JR NZ, NOTZ ISIT A ZERO? 
INC C IF SO, INCREMENT ZERO COUNT 
NOTZ INC HL POINT TO NEXT ENTRY 
DEC B DECREMENT LENGTH COUNTER 
JR NZ, ZLOOP 
LD A,C 


LD (TOTAL), A SAVE IT 


Exercise 8.16: Modify this program to count 
a—the number of stars (the character ‘‘*’’) 
b—the number of letters of the alphabet 
c—the number of digits between ‘‘0”’ and ‘‘9”’ 
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BLOCK TRANSFER 


Let us pick up every third entry in the source block at address FROM 
and store it into a block at address TO: 


FER3 LD HL, FROM 


LD DE, TO SET UP POINTERS 
LD BC, SIZE 
LOOP LDI AUTOMATED TRANSFER 
INC HL 
INC HL SKIP 2 ENTRIES 


JP PE, LOOP 


BCD BLOCK TRANSFER 


We will push up BCD digits in the memory, i.e, shift 4-bit nibbles 
(see Figure 8.3). The program appears below: 


GLE 
Lug 


8YYUUN Yn 

VL LLL Le LA 
Ulli taspt4As 
oy ll" 
77 110tIaSa 04 rence 


Le és 
B LAM 

W071 Secon a 2 nt 
OIL 


S LUM 
OMIM add tattle 


Fig. 8.3: BCD Block Transfer -The Memory 


COUNT 


DMOV LD B, COUNT 
LD HL, BLOCK 


XOR A A=0 
LOOP RLD 
DEC HL POINT TO NEXT BYTE 
DJNZ LOOP DEC COUNT LOOP UNTIL ZERO 
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The program uses the RLD instruction, which we have not used yet. 
RLD rotates a BCD digit left between A and (HL). (HL) or M designate 
the contents of the memory location pointed to by H and L. 


M LOW goes into M HIGH 
M HIGH goes into A LOW 
A LOW goes into M LOW 


Here, ‘‘low’’ and ‘‘high’”’ refer to a 4-bit nibble. 

In order to use the powerful DJNZ instruction, register B is used as 
the digit counter. HL is set to point to the beginning of the block. 

A is used to store the left digit displaced by each rotation between 
two successive accesses to the block. 

By convention, ‘‘0’’ will be entered at the bottom of the block. 


COMPARE TWO SIGNED 16-BIT NUMBERS 


IX points to the first number N1. 
IY points to N2 (see Figure 8.4). 


The program sets the carry bit if Nl< N2, and the Z bit if Nl = N2. 
COMP LD B, (IX + 1) GET SIGN OF NI 
LD A,B 
AND 80H TEST SIGN, CLEAR CY 
JR NZ, NEGM1 NI1ISNEG 
BIT 7, (IY +1) 


RET NZ N2 IS NEG 
LD A,B 
CP (IY#1) SIGNS ARE BOTH POS 
RET NZ 
LD A,(IX) 
CP (IY) 
RET 
NEGM1 XOR_ (IY + 1) 
RLA SIGN BIT INTO CY 
RET C SIGNS DIFFERENT 
LD A,B 
CP (IY#1) BOTH SIGNS NEG 
RET NZ 
LD A, (IX) 
CP (IY) 
RET 


The program first tests the signs of N1 and N2. If N1 is negative, a 


531 


PROGRAMMING THE Z80 


jump occurs to NEGM\. Otherwise, the top of the program is executed. 


MEMORY 


alld 


N1, LOW 


N1, HIGH 


N2, LOW 
N2, HIGH 


Fig. 8.4: Comparing Two Signed Numbers 


| HIGH ADDRESSES 


Note that the BIT instruction is used in the Sth line to test directly the 
sign bit of N2 in the memory: 


BIT 7, (IY + 1) 


The same could have been done for N1, except that we will need the 
value of N1 shortly. It is therefore simpler to read N1 from memory 
and preserve it into B: 


COMP LD B, (IX + 1) 


It is necessary to preserve N1 into B because the AND may destroy the 
contents of A: 


LD A, B 
AND 80H 


Note also that a conditional return is used (line 6): 


RET NZ 
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This is a powerful feature of the Z80 which simplifies programming. 
Note that the comparison instruction executes directly on the con- 
tents of memory, in indexed mode: 


CP (IY + 1) 


When comparing the two numbers, the most significant byte is com- 
pared first, the least significant one second. 

Note the extensive use of the indexing mechanism in this program, 
which results in efficient code. 


BUBBLE-SORT 


Bubble-sort is a sorting technique used to arrange the elements of a 
table in ascending or descending order. The bubble-sort technique de- 
rives its name from the fact that the smallest element ‘‘bubbles up’’ to 
the top of the table. Every time it ‘‘collides’’ with a ‘‘heavier’’ element, 
it jumps over it. 

A practical example of a bubble-sort is shown on Figure 8.5 The list 
to be sorted contains: (10, 5, 0, 2, 100), and must be sorted in descend- 
ing order (‘‘0’’ on top). The algorithm is simple, and the flowchart is 
shown on Figure 8.7 

The top two (or else bottom two) elements are compared. If the lower 
one is less (‘‘lighter’’) than the top one; they are exchanged. Otherwise 
not. For practical purposes, the exchange, if it occurs, will be remem- 
bered in a flag called ‘“EXCHANGED’’. The process is then repeated 
on the next pair of elements, etc., until all elements have been com- 
pared two by two. 

This first pass is illustrated by steps 1, 2, 3, 4, 5, 6 on Figure 8.5, go- 
ing from the bottom up. (Equivalently we could go from the top down.) 

If no elements have been exchanged, the sort is complete. If an ex- 
change has occurred, we start all over again. 

Looking at Figure 8.6, it can be seen that four passes are necessary in 
this example. 

The process is simple, and is widely used. 

One additional complication resides in the actual mechanism of the 


exchange. 
When exchanging A and B, one may not write 
A=B 
B=A 


as this would result in the loss of the previous value of A (try it on an 
example). 
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Fig. 8.5: Bubble-Sort Example: Phases 1 to 12 
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100 > 5 5-10 
NO CHANGE EXCHANGE! EXCHANGED 


2>0: 


5 100 > 10: 
NO CHANGE NO CHANGE NO CHANGE 


END OF PASS 3 


ae pace aad 
eee! 
rs as 
pote. | 107 
[i = ae Pee 


1O>5 5>2: 2>0: 
NO CHANGE NO CHANGE NO CHANGE 
END 


Fig. 8.6: Bubble-Sort Example: Phases 13 to 21 


The correct solution is to use a temporary variable or location to pre- 
serve the value of A: 


TEMP =A 
A =B 
B = TEMP 


It works (try it on an example). This is called a circular permutation. 
This is the way all programs implement the exchange. This technique 
is illustrated on the flowchart of Figure 8.7. 
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EXCHANGED = 0 


GET NUMBER OF 
ELEMENTS N 
I=N 


READ ELEMENT 
E(!) 
DECREMENT | 


EXCHANGE E AND €’: 
TEMP = E(|) 
E(l) = E’(I) 
E’(1) = TEMP 


EXCHANGED = 1 


Fig. 8.7: Bubble-Sort Flowchart 
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EXCHANGE/NOT 


8 couNT jc TEMP 
LIST 
D NEXT CURRENT 


Fig. 8.8: Bubble- Sort 


LIST 


COUNT 


The register and memory assignments are shown on Figure 8.8, and 
the program is: 


BUBBLE LD (TEMP), HL TEMP = (HL) 


AGAIN LD IX, (TEMP) IX = (HL) 
RES FLAG, H EXCHANGED FLAG =0 
LD Be 
DEC B 
NEXT LD A, (IX) 
LD D,A D=CURRENT ENTRY 
LD E, (IX+1) E=NEXT ENTRY 
CP E COMPARE 
JR NC, NOSWITCH GO TO NOSWITCH IF 
CURRENT > NEXT 
XCHANGE LD (IX), E STORE NEXT INTO 
CURRENT 
LD (IX+1), D STORE CURRENT INTO 
NEXT 
SET FLAG, H EXCHANGED FLAG = 1 


537 


PROGRAMMING THE Z80 


NOSWITCH INC IX NEXT ENTRY 
DJNZ NEXT DEC B, CONTINUE UNTIL 
ZERO 
BIT FLAG, H EXCHANGED = 1? 
JR NZ, AGAIN RESTART IF FLAG =1 
RET 
SUMMARY 


Common utility routines have been presented in this chapter which 
use combinations of the techniques we have described in the previous 
chapters. They should allow you to start designing your own programs 
now. Many of these routines have used a special data structure, the 
table. Other possibilities exist for structuring data, and will now be re- 
viewed. 
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PART I — THEORY 


INTRODUCTION 


The design of a good program involves two tasks: algorithm design 
and data structures design.1n most simple programs, no significant 
data structures are involved, so the main objective in learning program- 
ming is designing algorithms and coding them efficiently in a given 
machine language. This is what we have accomplished here. However, 
designing more complex programs also requires an understanding of 
data structures. Two data structures have already been used through- 
out the book: the table and the stack. The purpose of this chapter is to 
present other, more general, data structures that you may want 
to use. This chapter is completely independent of the microprocessor, 
or even the computer, selected. It is theoretical and involves the logical 
organization of data in the system. Specialized books exist on the topic 
of data structures, just as specialized books exist on the subject of 
efficient multiplication, division or other usual algorithms. This 
chapter, therefore, will be limited to essentials only. It does not claim 
to be complete. The most common data structures will now be reviewed. 


POINTERS 


A pointer is a number which is used to designate the location of the 
actual data. Every pointer is an address. However, every address is not 
necessarily called a pointer. An address is a pointer only if it points at 
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some type of data or at structured information. We have already en- 
countered a typical pointer: the stack pointer, which points to the top 
of the stack (or usually just over the top of the stack). We will see that 
the stack is a common data structure, called an LIFO structure. 

As another example, when using indirect addressing, the indirect ad- 
dress is always a pointer to the data that one wishes to retrieve. 


Exercise 9.1: Examine Fig. 9.1. At address 15 in the memory, there is a 
pointer to Table T. Table T starts at address 500. What are the actual 
contents of the pointer to T? 


POINTER TOT 


TABLE T 


Fig. 9.1: An Indirection Pointer 


500 


LISTS 
Almost all data structures are organized as lists of various kinds. 


Sequential Lists 


A sequential list, or table, or block, is probably the simplest data 
structure, and is one that we have already used. Tables are normally 
ordered in function of a specific criterion, such as alphabetical ordering 
or numerical ordering. It is then easy to retrieve an element in a table, 
using, for example, indexed addressing, as we have done. A block nor- 
mally refers to a group of data which has definite limits but whose con- 
tents are not ordered. It may contain a string of characters; it may 
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be a sector on a disk; or it may be some logical area (called segment) of 
the memory. In such cases, it may not be easy to access a random ele- 
ment of the block. 

In order to facilitate the retrieval of blocks of information, directo- 
ries are used. 


Directories 


A directory is a list of tables or blocks. For example, the file system 
will normally use a directory structure. As a simple example, the master 
directory of the system may include a list of the users’ names. This is il- 
lustrated in Figure 9.2. The entry for user ‘‘John’’ points to John’s file 
directory. The file directory is a table which contains the names of all of 
John’s files and their location. This is, again, a table of pointers. In this 
case, we have just designed a two-level directory. A flexible directory 
system will allow the inclusion of additional intermediate directories, as 
may be found convenient by the user. 


USER DIRECTORY 


JOHN'S 
FILE DIRECTORY 


ALPHA 


JOHN'S FILE 
ALPHA 


SIGMA 


Fig. 9.2: A Directory Structure 


Linked List 


In a system there are often blocks of information which represent 
data, events, or other structures which cannot be moved around eas- 
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ily. If they could, we would probably assemble them in a table in order 
to sort or structure them. The problem now is that we wish to leave 
them where they are and still establish an ordering among them such as 
first, second, third, fourth. A linked list will be used to solve this prob- 
lem. The concept of a linked list is illustrated by Figure 9.3. On the il- 
lustration, we see that a list pointer, called FIRSTBLOCK, points to the 
beginning of the first block. A dedicated location within Block 1 such 
as, perhaps, the first or the last word in it, contains a pointer to Block 
2, called PTR1. The process is then repeated for Block 2 and Block 3. 
Since Block 3 is the last entry in the list, PTR3, by convention, either 
contains a special ‘‘nil’’ value, or points to itself, so that the end of the 
list can be detected. This structure is economical, as it requires only a 
few pointers (one per block) and frees the user from having to physi- 
cally move the blocks in the memory. 


FIRST = “ oy 
aun BLOCK} & BLOCK 2 & BLOCK 3 eli 


Fig. 9.3: A Linked List 


Let us examine, for example, how a new block will be inserted. This 
is illustrated by Figure 9.4. Let us assume that the new block is at ad- 
dress NEWBLOCK, and is to be inserted between Block | and Block 2. 
Pointer PTR1 is simply changed to the value NEWBLOCK, so that it 
now points to Block X. PTRX will contain the former value of PTRI, 
i.e., it will point to Block 2. The other pointers in the structure are left 
unchanged. We can see that the insertion of a new block has simply re- 
quired updating two pointers in the structure. This is clearly efficient. 


Exercise 9.2: Draw a diagram showing how Block 2 would be removed 
Srom this structure. 


BLOCK X | 


ie} 
BLOCK2 ~ 


Fig. 9.4; Inserting a New Block 
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Several types of lists have been developed to facilitate specific types 
of access, insertions, and deletions to and from the list. Let us examine 
some of the most frequently used types of linked lists. 


Queue 


A queue is formally called a FIFO, or first-in-first-out list. A queue 
is illustrated in Figure 9.5. To clarify the diagram, we can assume, for 
example, that the block on the left is a service routine for an output 
device, such as a printer. The blocks appearing on the right are the re- 
quest blocks from various programs or routines, to print characters. 
The order in which they will be serviced is the order established by the 
waiting queue. It can be seen that the first event which will obtain serv- 
ice is Block 1, the next one is Block 2, and the following one is Block 3. 
In a queue, the convention is that any new event arriving in the queue 
will be inserted at the end. Here it will be inserted after PTR3. This 
guarantees that the first block to be inserted in the queue will be the 
first one to be serviced. It is quite common in a computer system to 
have queues for a number of events whenever they must wait for a 
scarce resource, such as the processor or some input/output device. 


BLOCK! 


SERVICE ROUTINE 


BLOCK 3 


PIR 
BLOCK 2 


Fig. 9.5: A Queue 
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Stack 


The stack structure has already been studied in detail throughout the 
book. It is a last-in-first-out structure (LIFO). The last element depos- 
ited ontop is the first one to be removed. A stack may either be im- 
plemented as a sorted block, or it may be implemented as a list. Because 
most stacks in microprocessors are used for high-speed events, such as 
subroutines and interrupts, a continuous block is usually allocated to 
the stack instead of using a linked list. 


Linked List vs. Block 


Similarly, the queue could be implemented as a block of reserved 
locations. The advantage of using a continuous block is fast retrieval 
and the elimination of the pointers. The disadvantage is that it is usu- 
ally necessary to dedicate a fairly large block to accommodate the 
worst-case size of the structure. Also, it makes it difficult or impractical 
to insert or remove elements from within the block. Since memory is 
traditionally a scarce resource, blocks have usually been reserved for 
fixed-size structures or structures requiring the maximum speed of re- 
trieval, such as the stack. 


Circular List 


‘Round robin”’ is acommon name for a circular list. A circular list is 
a linked list in which the last entry points back to the first one. This is il- 
lustrated in Figure 9.6. In the case of a circular list, a current-block 
pointer is often kept. In the case of events, or programs, waiting for 
service, the current-event pointer will be moved by one position to the 
left or to the right every time. A round robin usually corresponds to a 
structure in which all blocks are assumed to have the same priority. 
However, a circular list may also be used as a subcase of other struc- 
tures simply to facilitate the retrieval of the first block after the last 
one, when performing a search. 

As an example of a circular list, a polling program usually goes in a 
round robin fashion, interrogating all peripherals and then coming 
back to the first one. 


Trees 


Whenever a logical relationship exists among all elements of a struc- 
ture (this is usually called a syntax), a tree structure may be used. A sim- 
ple example of a tree structure is a descendant, or genealogical, tree. 
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shee oes 


CURRENT EVENT 


Fig. 9.6: Round Robin is Circular List 


This is illustrated in Figure 9.7. It can be seen that Smith has two chil- 
dren: a son, Robert, and a daughter, Jane. Jane, in turn, has three 
children: Liz, Tom and Phil. Tom, in turn, has two more children: Max 
and Chris. However, Robert, on the left of the illustration, has no de- 
scendants. 

This is a structured tree. We have, in fact, already encountered an ex- 
ample of a simple tree in Figure 9.2. The directory structure is a two- 
level tree. Trees are used to advantage whenever elements may be classi- 
fied according to a fixed structure. This facilitates insertion and re- 
trieval. In addition, they may establish groups of information in a 
structured way which may be required for later processing, such as ina 
compiler or interpreter design. 


Fig. 9.7: Genealogical Tree 


Doubly-Linked Lists 


Additional links may be established between elements of a list. The 
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simplest example is the doubly-linked list. This is illustrated in Figure 
9.8. We can see that we have the usual sequence of links from left to 
right, plus another sequence of links from right to left. The goal is to 
allow easy retrieval of the element just before the one which is being 
processed, as well as just after it. This costs an extra pointer per block. 


BLOCK 1 & BLOCK 2 BLOCK 3 


Fig. 9.8: Doubly-Linked List 


SEARCHING AND SORTING 


Searching and sorting elements of a list depends directly on the type 
of structure which has been used for the list. Many searching algo- 
rithms have been developed for the most frequently used data struc- 
tures. We have already used indexed addressing. This is possible when- 
ever the elements of a table are ordered in function of a known 
criterion. Such elements may then be retrieved by their numbers. 

Sequential searching refers to the linear scanning of an entire block. 
This is clearly inefficient but may have to be used when no better tech- 
nique is available, for lack of ordering of the elements. 

Binary, or logarithmic, searching attempts to find an element in a 
sorted list by dividing the search interval in half at every step. Assum- 
ing that we are searching an alphabetical list, one might start, for exam- 
ple, in the middle of a table and determine if the name we are looking 
for is before or after this point. If it is after this point, we will eliminate 
the first half of the table and look at the middle element of the second 
half. We compare this entry again to the one we are looking for, and we 
restrict our search to one of the two halves, and so on. The maximum 
length of a search is then guaranteed to be logon, where n is the number 
of elements in the table. 

Many other search techniques exist. 


SECTION SUMMARY 


This section was intended as only a brief presentation of usual data 
structures which may be used by a programmer. Although most com- 
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mon data structures have been organized in types and given a name, the 
overall organization of data in a complex system may use any combina- 
tion of them, or require the programmer to invent more appropriate 
structures. The array of possibilities is only limited by the imagination 
of the programmer. Similarly, a number of well-known sorting and 
searching techniques have been developed for coping with the usual 
data structures. A comprehensive description is beyond the scope of 
this book. The contents of this section were intended to stress the im- 
portance of designing appropriate section structures for the data to be 
manipulated and to provide the basic tools to that effect. 
Actual programming examples will now be presented in detail. 


547 


PROGRAMMING THE Z80 


PART II — DESIGN EXAMPLES 


INTRODUCTION 


Actual design examples will be presented here for typical data struc- 
tures: table, sorted list, linked list. Practical searching and insertion and 
deletion algorithms will be programmed for these structures. 

The reader interested in these advanced programming techniques is 
encouraged to analyze in detail the programs presented in this section. 

However, the beginning programmer may skip this section initially, 
and come back to it when he feels ready for it. 

A good understanding of the concepts presented in the first part of 
this chapter is necessary to follow the design examples. Also, the pro- 
grams will use all of the addressing modes of the Z80, and integrate 
many of the concepts and techniques presented in the previous chapters. 

Three structures will now be introduced: a simple list, an alphabetical 
list and a linked-list plus directory. For each structure, three programs 
will be developed: search, enter and delete. 


DATA REPRESENTATION FOR THE LIST 


Both the simple list and the alphabetic list will use a common repre- 
sentation for each list element: 


CO couse | afer ueeha 


eee 
3-byte label Data 
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ENTLEN 


LENGTH OF ENTRY 


TABLEN NUMBER OF ENTRIES 


TAB BASE 


LABEL 


ll i 


ENTRY. MBYTES 


DATA 


<—+#|_— ENTER NEW ELEMENT 


Fig. 9.9: The Table Structure 


ELEMENT 
| 


ENTLEN 


BENE 


Fig 9.10: Typical List Entries in the Memory 
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Each element, or ‘‘entry’’, includes a 3-byte label, and an n-byte block 
of data, with n between | and 253. Thus, at most, each entry uses one 
page (256 bytes). Within each list, all elements have the same length (see 
Figure 9.10). The programs operating on these two simple lists use some 
common variable conventions: 


ENTLEN is the length of an element. For example, if each element 
has 10 bytes of data, ENTLEN = 3 + 10 = 13 

TABASE _ isthe base of the list or table in the memory 

POINTR _ isarunning pointer to the current element 

OBJECT _ is thecurrent entry to be located, inserted or deleted 

TABLEN _ isthe number of entries. 


All labels are assumed to be distinct. Changing this convention would 
require a minor change in the programs. 


TA BASE 


ELEMENT 1 
ELEMENT 2 
CURRENT 
ELEMENT 
ELEMENT n 


LENGTH = 
ENTLEN 


POINTR 


(TABLEN =n) 


FREE SPACE INSERT 


OBJECT 
TO BE INSERTED 


Fig. 9.11: The Simple List 
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A SIMPLE LIST 


The simple list is organized as a table of n elements. The elements are 
not sorted (see Figure 9.11). When searching, one must scan through 
the list until an entry is found or the end of the table is reached. When 
inserting, new entries are appended to the existing ones. When an entry 
is deleted, the entries in higher memory locations, if any, will be shifted 
up to keep the table continuous. 


Searching 


A serial search technique is used. Each entry’s label field is compared 
in turn to the OBJECT’s label, letter by letter. 
The running pointer POINTR is initialized to the value of TABASE. 


SEARCH 


COUNTER = 
NUMBER OF ENTRIES 


NO 
READ ENTRY 


— 


NO 


COUNTER = COUNTER — 1 


EMPTY LIST 


FOUND 
(SET A TO FF’) 


FAILURE EXIT 


NO 
POINT TO NEXT ENTRY 


Fig. 9.12: Table Search Flowchart 
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The search proceeds in the obvious way, and the corresponding flow- 
chart is shown on Figure 9.12. The program appears on Figure 9.16 
at the end of this section (program ‘‘SSEARCH”’’). A sample run of the 
program is shown in Figure 9.17. 


Inserting 


When inserting a new element, the first available memory block of 
(ENTLEN) bytes at the end of the list is used (see Figure 9.11). 

The program first checks that the new entry is not already in the list 
(all labels are assumed to be distinct in this example). If not, it incre- 
ments the list length TABLEN, and moves the OBJECT to the end of 
the list. The corresponding flowchart is shown in Figure 9.13. 

The program is shown in Figure 9.16. It is called ‘‘NEW’’ and resides 
at memory locations 0135 to O1SE. 

The index register IY points to the source. HL and DE are destina- 
tion pointers. 


EXIT 


SAVE OLD TABLE LENGTH 


INCREMENT TABLE LENGTH 
POINT AFTER 
END OF TABLE 


iNSERT OBJECT 


END 


Fig. 9.13: Table Insertion Flowchart 
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Deleting 


In order to delete an element from the list, the elements following it 
in the list at higher addresses are merely moved up by one element posi- 
tion. The length of the list is decremented. This is illustrated on Figure 
9.14. 

The corresponding program is straightforward and appears on Fig- 
ure 9.16. It is called ‘‘DELETE’’, and resides at memory addresses 
O1SF to 0187. The flowchart is shown in Figure 9.15. 

Memory location TEMPTR is used as a temporary pointer pointing 
to the element to be moved up. 

During the transfer, POINTR always points to the ‘‘hole’’ in the list, 
i.e., the destination of the next block transfer. 

The Z flag is used to indicate a successful deletion upon exit. 

Note how the LDIR instruction is used for efficient automated block 
transfer (refer to address 0178 in Figure 9.16). 


LD A, B BLOCK COUNTER 
NEWBLOC LD BC, (ENTLEN) BLOCK LENGTH 

LDIR 

DEC A 


JP NZ, NEWBLOC 


BEFORE AFTER 


aoa 
ome 
o 
peeCies) 


Fig. 9.14: Deleting an Entry (Simple List) 
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FIND ENTRY 


OUT 


YES 


DECREMENT TABLE LENGTH 


FIND NBR OF ENTRIES 
AFTER OBJECT IN TABLE 


EXIT 
NO 
SHIFT ONE ENTRY UP 
DECREASE COUNT OF 
ENTRIES REMAINING 
AFTER THE ONE SHIFTED 
OUT 


Fig. 9.15: Table Deletion Flowchart 


0000 


0100 
0102 
0105 
0106 
0107 
0108 
010C 
O10F 
0112 
0115 
0118 
O11 
O11E 
0121 
0124 
0127 
0128 
0129 
o12n 
O12F 
0132 
0134 


0135 
0138 
0139 
013C 
O13F 
0140 
o14t 
0144 
0146 
O149 
0140 
O14E 
O14F 
O151 
0155 
0157 
0158 
0159 
O1SR 
O1SE 


O1SF 
01462 
01463 
0166 
0169 
O16A 
0160 
O16E 
0171 
0173 
0174 
0177 
0178 
0179 
0170 
O17F 
0180 
0183 
0186 


0187 


(0187) 
(0189) 
(018A) 
(018C) 


47 
ID2ABA01 
DD7EOO 
FDREOO 
C22701 
DL7EOL 
FOREOL 
C22701 
DD7EO2 
FIBEO2 
CA3201 

3 
C8 
ELDSE8701 
rn19 
c30co1 
16FF 
c9 


crooo1 


2ABA0L 


FOES 


chooo1 
14 
C28601 
3A8901 
30 
328901 
0s 
CA8301 
IDES 
gt 
2A8701 
19 

78 
ED4E8701 
ELERO 
3u 
C27901 
O1FFFF 
Cc? 


(0000) 


ENTLEN 
TABLEN 
TABASE 
TEMP 

; 
SEARCH 


LOOF 


NEXTONE 


FOUND 


zeus 


LOOPE 


OUTE 


o 


NELETE 


NEWRLOC 


EXIT 
OUT 
; 


ENDER 


DINZ 


0100H 
ENDER 
ENDER+2 
ENDER+3 
ENDER+S 


tre) 

Ay (TABLEN) 
A 

Zz 

Bra 

IX» (TABASE) 
Ar (IX+0) 
(ITY+0) 
NZ+NEXTONE 
Ar CIX+1) 
(1Y+1) 
NZ»+NEXTONE 
Ar (IX+2) 
(1Y+2) 
Z»FOUNT 

R 

z 

DE» CENTLEN) 
IX, DE 

LOOP 

Its OFFH 


SEARCH 

w 

Z,OUTE 

Ay (TABLEN) 
EvA 

Aa 
(TABLEN) 2A 
pt ae) 

HL » (TABASE ) 
BC, (ENTLEN) 
ByC 

HL DE 

LOOFE 

BC» (ENTLEN) 


BC» OFFFFH 


SEARCH 

0 

NZ*OUT 

Ay (TABLEN) 
a 
(TABLEN) 1A 


ne 

HL» CENTLEN) 
HL» DE 

Ark 

RCy (ENTLEN) 


A 
NZ*NEWRLOC 
BC, OF FFFH 
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*CLEAR I 

*CHECK FOR A ZERO TABLE LENGTH 
sSET FLAGS 

*#STORE TABLE LENGTH 


sPUT BASE ADDR. IN IX 
#CHECK FIRST LETTER OF ENTRY 


*CHECK 2NI) LETTER 


*sCHECK 3RD LETTER 

sEXIT IF ALL LETTERS MATCH 
*DECREMENT TABLE LENGTH COUNTER 
sEXIT IF AT END OF TABLE 

*SET IX TO NEXT ENTRY ADDR, 
sTRY AGAIN 


sSET [I TO SHOW IX CONTAINS ADDR. 
++.OF ENTRY IN TABLE 


*sSEE IF OBJECT IS THERE 
sIF [1 WAS FFy EXIT 
*LOAD E WITH TABLE LENGTH 


s INCREMENT TABLE LENGTH 
*SET BK TO LENGTH OF AN ENTRY 


sADD HL TO (ENTLENxTARLEN) 
#MOVE IY TO DE 


*MOVE MEMORY FROM OBJECT TO END 
¥.+-OF TABLE 


sFIND ENTRY TO RE DELETED 
*SEE IF IT WAS FOUND 


*sDECREMENT TABLE LENGTH 
9H NOW=# OF ENTRIES LEFT IN TABLE 


+.-AFTER ONE TO BE DELETED 
sMOVE IX TO DE 


*SET HL ONE ENTRY AHEAD OF DE 


sSET BLOCK COUNTER 
sSET BLOCK LENGTH COUNTER 
*SHIFT 1 ENTRY OF TABLE 


*SHIFT ANOTHER BLOCK 
#SHOW THAT IT WAS [IONE 


Fig. 9.16: Simple List— The Programs 
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SYMBOL TABLE 


DELETE O1SF ENTIER 0187 ENTLEN 0187 EXIT 0183 FOUND 0132 


OOF 010C LOOPE O14E NEW 0135 NEWBLO 0179 NEXTON 0127 
OUT 0186 OUTE O15E SEARCH 0100 TABASE 018A TABLEN 0189 
TEMP 018C 


Fig. 9.16: Simple List — The Programs (cont.) 


Display Memory Listing of Objects 
with their locations 
in memory 

IM300 
0300 S3 4F 4E 31 31 31 31 31-31 31 31 31 31 00 00 00) SON1111411 
O310 44 41 44 32 32 32 32 32-32 32 32 32 32 00 00 00 PAZ 
0320 «440 4F 401 33 33 33 33 33-33 33 33 33 33 00 00 00 M0M3333333333... 
0330 SS 4E 43 34 34 34 34 34-34 34 34 34 34 00 00 00 UNC4444444444,., 
0340 41 4E 54 35 35 35 35 35-35 35 35 35 35 00 00 00 ANTSSSSSSS555... 
0350 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 serves reeevereees 
03460 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) seveseeeevees 
0370 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) severe rerereeeee 


~SY 


y=0000 300 Set IY to 0300H (pointer to OBJECT) 


-G193/196 
F=0196 0196’ Run ‘INSERT’ 


Table configuration 
after program run 
~DM400 


0400 S3 4F 4E 31 31 31 31 31-31 31 31 31 31 00 00 OO SON1111111111... 
0410 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) eeveeeeererevere 
0420 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 severe eereeeevee 
0430 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) seveeseeeevesene 
0440 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) eeeseree 
0450 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 eeseeeeee 
0460 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) seseevere 
0470 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 .. 


-SY 


y=0300 310 Set IY to 0310H (next OBJECT) 


~G1I93/196 


P=0196 0196’ Run ‘INSERT’ 


Table configuration 

after second insert 
-TIM400 
0400 S3 4F 4E 31 31 31 31 31-31 31 31 31 31 44 41 44 SON11111111110AN 
0410 32 32 32 32 32 32 32 32-32 32 00 00 00 00 00 00 222 2B22BBB eee ee 
0420 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 eevee ereevevens 
0430 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 seveseeeesevvvee 
0440 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 eevee veveeveves 
9450 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 verses eeeerevees 
0460 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) eevee eeeveveves 
0470 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 eevee eeeservves 


(More insertions) Table configuration 
after several inserts 
-DM400 
0400 S3 4F 4E 31 31 31 31 31-31 31 31 31 31 44 41 44 SON11111111110AD 
0410 2 32 32 32 32 32 32 32-32 32 S55 4E 43 34 34 34 2222222222UNC444 
0420 34 34 34 34 34 34 34 40-4F 40 33 33 33 33 33 33 4444444M0M333333 
0430 33 33 33 33 41 4E 54 35-35 35 35 35 35 35 35 35 3333ANTSSSSSSSSS 
0440 35 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) Seveeevevveveeee 


0450 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 sevevsrreveveves 
0460 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) seseeveseevevene 


0470 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 seveeeevvrevvene 


Fig. 9.17: Simple List—A Sample Run 
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-SY 
Y=0340 320 
GLPO/193 


F=0193 0193° 


-DR 
ZN A=4I 


A’=00 


~GIPS/199 


F=0199 0199° 
“T4400 

0400 S3 4F 
0410 32 32 
0420 34 34 
0430 35 35 
0440 35 00 
9450 00 00 
0460 00 00 
0470 00 00 
SY 

Y=0240 340 


GI9S/199 


F=0199 0199% 


-11M400 
0400 53 4F 
0410 32 32 3% 
0420 34 34 
0430 35 35 
0440 35 00 
0450 00 00 
0460 00 00 
0470 00 00 


DIM1L89S1 
0189 03 
~G190/193 


F=0193 01937 


Run ‘SEARCH’ 


DATA STRUCTURES 


Reg D shows that Object was found 


EC=O2FF 


Run ‘DELETE’ 


4E 

32 
34 
35 
00 
00 
00 
00 


31 
32 
34 
41 
00 
00 
00 


31 
32-3 
34 
4E 5 
00 
00 
00 
00 


31 
32 
ai 
35 
00 
00 
00 
00 


00 


31 
32 
34 
4eE 
00 
00 
00 
00 


31 3 
32 3 
34 
S4 
00 
00 
00 
00 


DE=FFOD HL 


31 31 
=32) 32 
~4E S4 
“35 35 
-00 00 
-00 00 
-00 00 
00 


-00 


“O34I) S=0100 F=0193 0193’ 
R’=0000 It’=0000 H’=0000 X=0427 Y=0320 [=00 


Register contents 


CALL 0135 
(01357) 


Toe of Object 


41 
34 
35 

S 
00 
00 
00 
00 


31 
SS 
35 
35°35 
00 
00 
00 
00 


44 
34 
35 
35 
00 
00 
00 
00 


41 


00 
00 
00 
00 


Run ‘SEARCH’ for deleted Object 


0K 

ZN A=SS RC=OOFF DE=000n 
A’=00 
Fig. 


34 3 
35° 3E 
35: 


44 
34 
35 
35 
00 
00 
00 


00 


Table configuration 
after deletion 


SON1111111111nAn 
4444444ANTSSS5S5S5 


SSSSANTSSSSSS555, 


See eeee 


Note: no apparent 
change in table 
configuration 


SON1111111111nAT 
22222022222UNC444 
A444 4440ANTS5S5555 


SSSSANTSSSSS5555 
S. 


—+— Memory location ‘TABLEN’ — shows true length of table 


D shows that Object was not found 


HL=0441 


S=0100 F=0193 01937’ 
R’=0000 [1’=0000 H’=0000 X=041A Y=0340 T=00 


CALL. 0135 


(01357) 


9.17: Simple List— A Sample Run (cont.) 
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ALPHABETIC LIST 


The alphabetic list, or ‘‘table,’’ unlike the previous one, keeps all 
its elements sorted in alphabetic order. This allows the use of fast- 
er search techniques than the linear one. A binary search is used here. 


Searching 

The search algorithm is a classic binary search. Let us recall that 
the technique is essentially analogous to the one used to find a name in 
a telephone book. One usually starts somewhere in the middle of the 
book, and then, depending on the entries found there, goes either back- 
wards or forward to find the desired entry. This method is fast and 
reasonably simple to implement. 

The binary seach flowchart is shown in Fig. 9.18, and the program is 
shown in Fig. 9.23. 

This list keeps the entries in alphabetical order and retrieves them by 
using a binary or ‘‘logarithmic’’ search. An example is shown in Figure 
9.19. The search is somewhat complicated by the need to keep track of 
several conditions. The major problem to be avoided is searching for an 
object that is not there. In such a case, the entries with immediately 
higher and lower alphabetic values could be alternately tested forever. 
To avoid this, a flag is maintained in the program to preserve the value 
of the carry flag after an unsuccessful comparison. When the INCMNT 
value, which shows by how much the pointer will next be incremented 
reaches a value of ‘‘1’’, another flag called ‘“CLOSENOW’’, which we 
will abbreviate to ‘“CLOSE’’, is set to the value of the COMPRES 
flag Thus, since all further increments will be ‘‘1’’, if the pointer goes 
past the point where the object should be, COMPRES will no longer 
equal CLOSE and the search will terminate. This feature also enables 
the NEW routine to determine where the logical and physical pointers 
are located, relative to where the object will go. 

Thus, if the OBJECT searched for is not in the table, and the running 
pointer is incremented by one, the CLOSE flag will be set. On the next 
pass of the routine, the result of the comparison will be opposite to the 
previous one. The two flags will no longer match, and the program will 
exit indicating ‘‘not found’’. 
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DATA STRUCTURES 


! 


FLAGS = 0 | 


POINT TO TABLE BASE 


LOGICAL POSITION = 
INCREMENT VALUE = 
TABLE LENGTH / 2 

(ADD 1 IF IT WAS ODD) 


POINT TO MIDDLE OF TABLE 


INCREMENT VALUE = INCREMENT VALUE/2 


(ENTRY) 


ADD ONE IF IT WAS ODD 


COMPARE OBJECT TO ENTRY 


FOUND 


PRESERVE CARRY (SIGN OF COMPARISON) 
IN COMPRES FLAG 


IS INCREMENT 
VALUE ONE? 


(NEXT TEST) (LAST ONE) 


Fig. 9.18: Binary Search Flowchart 
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(NEXT TEST) (WAST ONE) 


YES 
CLOSENOW = 07 
CLOSENOW = 
COMPRES 
NO 

FOUND CLOSENOW = 
Nor COMPRES? 

Sus _FF BRANCH 1_ ADD 
ON COMPRES 


WILL INCREMENT 
GO PAST END 
OF TABLE? 


YES 


NOT 
FOUND 
NO 
No, ({TOOH!) 
MOVE POINTERS 
UPDATE POINTERS up BY | 
(ENTRY) 


Yes WILL INCREMENT 
GO PAST END 


OF TABLE? 


NO 
YES AT 
NOT BOTTOM OF UPDATE POINTERS 
FOUND TABLE? 


NO (ENTRY) 
(TOOLo) 
INCREMENT = | 
ean CLOSENOW = COMPRES 


(ENTRY) 


Fig. 9.18: Binary Search Flowchart (cont.) 
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The other major problem that must be dealt with is the possibility of 
running off one end of the table when adding or subtracting the incre- 
ment value. This is solved by performing a test ‘‘add”’ or ‘‘subtract’’ 
using the logical pointer and length value which record the actual num- 
ber of entries, not the physical positions in memory used by the physical 
pointers. 

In summary, two flags are used by the program to memorize infor- 


(0121) LD A, C 
SRL A 
ADC 0 
LD Cc, A 


(NO) 


XYZ 


FIRST TR SECOND TRY 
SEARCH INTERVAL = 5 SEARCH INTERVAL = 2 


Fig. 9.19: A Binary Search 
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mation: COMPRES and CLOSE. The COMPRES flag is used to preserve 
the fact that the carry was either ‘‘0’’ or ‘‘1”’ after the most recent com- 
parison. This determines if the element under test was larger or smaller 
than the one with which it was compared. The C indicates the relation. 
Whenever the carry C was ‘‘1’’, and the element was smaller than the 
object COMPRES is set to ‘‘1’’. Whenever the carry C was ‘‘0’’, indi- 
cating that the element was greater than the object, COMPRES will be 
set to ‘‘FF’’. 


The second flag used by the program is CLOSE. This flag is set equal 
to COMPRESS when the search increment INCMNT becomes equal to 
“*1’’, It will detect the fact that the element has not been found if 


COMPRES is not equal to CLOSE the next time around. 
Other variables used by the program are: 


LOGPOS _ which indicates the logical position in the table 
(element number) 

INCMNT which represents the value by which the running 
pointer will be incremented or decremented if 
the next comparison fails 

TABLEN _ represents as usual the total length of the list. 


LOGPOS and INCMNT will be compared to TABLEN in order to 
assure that the limits of the list are not exceeded. 

The program called ‘‘SEARCH”’ is shown on Figure 9.23. It resides 
at memory locations 0100 to 01CF, and deserves to be studied with care, 
as it is much more complex than in the case of a linear search. 

An additional complication is due to the fact that the search interval 
may at times be either even or odd. When it is odd, a correction must 
be introduced. (It cannot, for instance, point to the middle element of a 
four-element list.) When it is odd, a ‘‘trick’’ is used to point to the 
middle element: the division by 2 is accomplished by a right shift. The 
bit ‘‘falling off’’ into the carry after the SRL instruction will be ‘‘1’’ if 
the interval was odd. It is merely added to the pointer. 


The OBJECT is then matched against the entry in the middle of the 
new search interval. If the comparison succeeds, the program exits. 
Otherwise (‘“‘“NOGOOD’’), the carry is set to ‘‘0’’ if the OBJECT is less 
than the entry. Whenever the INCMNT becomes ‘‘1’’, the CLOSE flag 
(which had been initialized to ‘‘0’’) is then checked to see if it was set. If 
it was not, it gets set. If it was set, a check is run to determine whether we 
passed the location where the OBJECT should have been but is not. 
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Also note that when the carry was ‘‘1’’, the running pointer will point 
to the entry below the OBJECT. 


Element Insertion 


In order to insert a new element, a binary search is conducted. If the 
element is found in the table, it does not need to be inserted. (We 
assume here that all elements are distinct). If the element was not found 
in the table, it must be inserted immediately before or immediately after 
the last element to which it was compared. The value of the COMPRES 
flag after the search indicates whether it should be inserted immediately 
before or immediately afterwards. All the elements following the new 
location where it is going to be placed are moved down by one block 
position, and the new element is inserted. 


TABASE——> 


NEW 
ELEMENT 


OBJECT BAC MOVE DOWN 


Fig. 9.20: Insert: ‘“‘BAC’’ 


563 


PROGRAMMING THE Z80 


The insertion process is illustrated in Figure 9.20, and the corre- 
sponding program appears in Figure 9.23. 

The program is called NEW, and starts at memory location 01D0. 
Note that the automated Z80 instructions LDDR and LDIR are used for 
efficient block transfers. 


Element Deletion 


Similarly, a binary search is conducted to find the object. If the 
search fails, it does not need to be deleted. If the search succeeds, the 
element is deleted, and all the following elements are moved up by one 
block position. A corresponding example is shown in Figure 9.21, and 
the program appears in Figure 9.23. The flowchart is shown in Fig. 
9.22. 

The program is called ‘‘DELETE”’ and resides at address 0221. 

A sample run of the above programs is shown in Fig. 9.24. 


BEFORE 


MOVE UP 


DELETE 


Fig. 9.21: Delete ‘‘BAC’’ 
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DATA STRUCTURES 


DELETE 


ALREADY IN? 
YES 


COUNT HOW MANY 
ELEMENTS FOLLOW THE 
ONE TO BE DELETED 


OUTS 


NO 
RESULT = COUNTER 
(LOG POS) 


POINT TO NEXT ENTRY 
POINTER = TEMP (SOURCE: 


TRANSFER IT UP ONE BLOCK 


POINT TO NEXT ENTRY 
POINTER = POINTER (DESTINATION) 


DECREMENT LOGPOS 


(DOWNTAB) YES 
SET 2 FLAGS 
RTS 


Fig. 9.22: Deletion Flowchart (Alphabetic List) 
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0000 


0100 
0102 
0105 
0108 
0109 
OLoc 
O1OF 
O11) 
0113 
O1l4 
O115 
O118 
O11? 


o1st 
0160 
0163 
0166 
0169 
O16R 
O16C 
O16.r 
0170 
0173 
0174 
0177 
0178 
0179 
O17C 
OL7F 
0180 
0182 
0185 
0186 
0187 
018A 
O18E 
O18F 
0190 
0192 
0193 
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CO? 4A) 
(O24) 
(0240) 
CO2A4ATI) 
COD4F) 


SEOO 
324A0? 
S24AKOD? 
o7 
2A4TIOD 
BAACO? 
CHF 


CLOSENOW 
COMPRES 
TARLEN 
TAKASF 
ENTLEN 

; 


SEARCH 


CEOO 
ar 


47 
CARAOL 


SF 

1 

COBOL 

19 

ES ENTRY 
DDE 1 


4F 
UL7EOO 
FIREOO 
C24201 
DID7EOL 
FOREO. 
C24201 
DNEN7EO?D 
FOREO2 
CABCOL 
3EO1 
NA4901 


NOGOOL 


TESTS 


C26901 
BAAAOD 
A7 
CA6301 
57 
3A4ROO 
92 
CA6901 


NOTCLOSE 


NEXTEST 


sg 


C29601 
78 
91 
CA8SOL 
DABSOL 


C31E01 

78 TOOLOW 
3u 

CABAOL 

ELSRA4FO2 


C3AFOL 


Anr 
PUSH 
FOF 
Lo 
SRL. 
Ane 
Ln 
Lo 
CF 
JF 
ima 


Ln 
PUSH 
FOF 
Lt 
CALL 


OLOOH 
ENTE Tt 
ENDED 
ENDEN+2 
ENTE T+ 3 
ENTE THES 


Ar 
(CLOSENOW) 6A 
(COMPRES) 9A 
vA 

HL» CTABASE > 
Ay (TARLEN) 
A 

fe) 

CrA 

ByA 
Z»NOTFOUNT! 
Fra 

: 

MULT 

HL.» THe 

HL 

IX 

Axl 

a 

0 

CrA 

Ar (IX+#0) 
«TY+0) 
NZ»*NOGOOI! 
Ay (IX+#1) 
CIY+1) 
NZ»NOGOOD 
Ar (IX+2) 
C1Y+2) 
Z9FOUNTD 

Avi 

Cy TESTS 

Ax OFFH 
(COMPRES) A 
AC 

A 
NZy»NEXTEST 
A» (CLOSENOW) 
A 
Z»NOTCLOSE 
Iva 

As (COMPRES ) 
nt 

Z»NEXTEST 
NOTFOUNT 

Ar (COMPRES ) 
(CLOSENOW) 9A 
IX 

HL. 

Ex 

MUL.T 

As (COMPRES ) 
A 

NZeALLTT 
Ark 

Cc 

Z,TOOLOW 
CyTOOLOW 
HrA 

HL 9 TE 

ENTRY 

Avk 

A 
ZyNOTFOUNT! 
TE, CENTLEN) 


HL» TE 
Rk 
REALCLOS 


*ZERO FLAG LO! 


sINETIALTZE Hi 


sUIVIDE BY 2 


CATIONS 


s ALT 
5STO 


17S RET RACK IN 
RE AS TNCREMENT 


VALUE 


sSTORE AS 
sCHECK TF 
eMULTIFLY 


LOGICAL 
LENGTH 


FOSTTION VALUE 
TS ZERO 


CE-1) xENTLEN 


ySET HL 
sLOA HL 


TO MINT 
INTO IX 
sIVITE [NCREMEN 


*COMPARE FIRST | 


yCOMPARE NII LET 
sCOMPARE 3RI! LET 


SET 
+. RE 


OMFARE 
ULT OF 


RES 
com 


51S 


TNCREMENT VA 


sYES» IS CLOSE F 


sYESySEE IF HAVE 
¢+eENTRY SHOULD 


sSET CLOSE FLAG 
9.SEARCH TO FRE 
sPREPARE HL ANT! 
¢..SUBR OF INCKEM 


#TEST IF WANT TO 


sTEST TO SEE IF 
+.OFF ROTTOM OF 


sSET NEW LOGICAL 
ICHANGE ALTIRESS 


sSEE LF FOSITTON 
gIF SOs EXIT 
+ JUST SUR 1 ENTR 


sCHANGE LOGICAL 


Fig. 9.23: Binary Search Program 


E OF TABLE 


T VALUE RY TWO 


ETTER 


TER 


TER 


ULT 
FARE 


FLAG TO 
C19FF) 


LUE 1? 


LAG SET? 


FASSED WHERE 
KE RUT ISN’T 


TO TITRE TON OF 
VENT REPETITION 
DE FOR ADT OR 
ENT VALUE 


Atl OR SUE 


SUR WILL 
TABLE 


RUN 


POSITION VALUE 
ITSELF 
Is 1 


Y FOSTTION 


FOSTT ION 


0196 
0199 
0190 
O19K 
OLDE 
OL9F 
OLAO 
O1AI 
OLAD 
OLAS 
O1AG 
O1AD 
O1AL 
OLAE 
OLAF 
OLRI 
O1R4 
O1R7 
O1RA 
OLR 


OLRE 
OVRE 
ORF 


OICE 
OCF 


O10 
O1ns 
O14 
O1n7 
O1nA 
O1DK 
O1neE 
O1E1 
NOTED 
OLES 
O1E9 
O1EA 
Olen 
O1EE 
O1F1 
O1FD 
OVFS 
OLFS 
O1F9 
O1FA 
OIF E 
O1FC 
OFF 
0200 
O?01 
9205 
0207 
0208 
O20K 
0200 
O20F 
O20F 
0?10 
0214 
0216 
0219 
OO1A 
O?1t 
0220 


3AACO? 
90 

ot 
DAASOL 
19 

78 

81 

4a? 
CS31IEOL 
81 
CAKAO1 
EDSR4FOO 
19 

04 
OEOL 
SA4KOD 
324A02 
C31EO1 
14FF 
C9 


ES 

Cs 
1600 
210000 
ED4KR4FOD 
4) 

19 
10FI 
1 

ER 

Fl 

co 


Chooot 
14 
C€22002 
3A4TO? 
A? 
CAOCOD 
SA4KOD 
3C 
CAETOL 
EDSHR4FOD 
19 
C3FEO1 
OS 
SAACOD 
90 
CANTO? 
SF 
CORLOL 
19 


ETI4RAFOD 
FURS 

3n 
C2010? 


FD4R4FOD 
EDIRO 
SAACO? 
3c 

32 4CO2 
OLFFFF 
co 


ADT 


TOOHTGH 
REAL CLOS 
NOTFOUNT 
FOUNL 


; 


MULT 


ADTIEM 


HIS ODE 
SF TUF 


MOVEM 


INSERT 


OUT 


PUSH 
FUSH 
it 
Ln 
Lt 
iat 
And 
TINZ 
FOF 
FX 
FOF 
RET 


DEC 
Lo 
SUK 
JF 
Ltt 
CALL 
ann 
DEC 


LDR 
neEC 
JF 
INC 
FUSH 
FOF 
EX 
Ltt 
LIK 
img 
TNC 
Lt 
Ln 
RET 


Ay (TARLEN) 
RK 

Cc 

Cs TOOHTGH 
HL» Te 

Ark 

c 

Bra 

ENTRY 

Cc 
Z+NOTFOUNT! 
Tey CENTLEN) 
HL. + THe 

K 

Crt 

Ar (COMPRES) 
(CLOSENOW) +A 
ENTRY 

Ths OFF HH 


HI 

RC 

Td 

HL 10000 
RC» CF NTL EN) 
Hel! 

HL o TE 
ADEM 
RC 

DE v Ht 

HI 


SEARCH 

u 

NZ-OQUT 

Ay (TARLEN) 
A 

7+ INSERT 

A» (COMPRES ) 
A 

ZeHTS TIE 

DE y CENTIEN)D 
HL» Dk 

SE TUF 

kK 

A+ (TARLEN) 
ik 

Ze INSERT 
Era 

MULT 

HL» Tit 

HI 

TE + Ht 

HL oe CE NTLEN)D 
HL» Te 

DE + HI 

FC» CENTLEND 


A 

NZ»MOVEM 

HI 

ly 

ne 

DE + HL 

HC sy CENTLEN) 


Ay (TARLEN) 
A 

CTARLEN) 9A 
HC yOFFFFH 


sTEST TO SE 
oPLUS TNC 
Fee ENT! OF 


91S Oks CHA 
sCHANGE LOG 


sSEE TF FOS 
oe TARLE (5 
sAnT 1 ENTR 


es INCKE MENT 
sSFT TNCKEM! 
eSET CLOSE 
ye oRE SULT 


eMUL TLPL TES 
+. .VALUF IN 


sSFE CF ORI 


sCHECK FORK 


sCOMPRES -19 


DATA STRUCTURES 


OIF C 
KE MENT 
THE TA 


NGE AC 
ICAL F 


[TION 
AME AS 
Y FOSI 
LOGICA 
ENT TO 
FLAG T 


FRY 
nF ON 


FCF TS: 


O TARL 


SET Hi 


URRENT 
WIL 
KLE 


TUAL 
OS. YA 


1S AT 
TAEL F 
TION 

L Fost 
1 

0 COME 


CENTIF 
EXIT 


ALKEA 


F 


IL AKOY 


+. -ORJECT SHOULT! GO 


+ COMPRES -O+ 


sSEE HOW MANY ENTRES ARF 


sSET HL 10 
Fee ENTRY 


SEI EK 


FOR S 


FOSTTIC 
GO FAST 


ALTRE SS 


LUE 


TOF OF 
NR) 


TTON 


AKF 


Nd» 


TY THERE 


FO OWHE RE 


URTRACT 
LEFT 


LAST FOSTTLON IN LAS 


sSET Tre 1 ENTRY AROVE H 


sSHIFT UF ONE ENTRY OF 


sREPEAT TF 
sHL 1S FRON 


sLOAL OBJECT 


+ INCREMENT 


sSHOW THAT 


NECCES 


T OF NOW EMPTY 


INTO 


TABLE 


TT WAS 


Fig. 9.23: Binary Search Program (cont.) 


L 


MEMORY 


JN 


aT 


SAKY 
SPACE 
EMPTY SPACE 
LENGTH 
TONE 
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0221 CrO001 DELETE CALL SEARCH sGET ADNRESS OF OBJECT 
0224 14 INC qr sSEE IF ORJECT IS THERE 
0225 CA4902 JF Z*OUTE 
0228 EDSR4FO2 Ltt DE» CENTLEN) 
O22C ER EX DE sy HL 
o22D 19 Aang HL + DE sDE IS LOC. OF ORJECTs HL IS 
O22E 3A4CO2 Lp A» (TABLEN) ¢+eONE ENTRY OROVE 
0231 90 SUR RK *SEE HOW MANY ENTRIES ARE LEFT 
0232 CASFO2 JF Z*TOWNTAR 
0235 ED4R4FO2 SHIFTIN LI BCy CENTLEN) 
0239 ETIRO LIUIR sSHIFT DOWN 1 ENTRY LENGTH 
O23RK 3 DEC A 
O23C C23502 JF NZ*SHIFTIN 
O23F 3A4CO2 TOWNTAR LD Ay (TABLEN) sDECREMENT TABLE LENGTH 
0242 3L DEC A 
0243 324C02 Lo (TABLEN) 2A 
0246 O1FFFF Lo BC, OFFFFH #SHOW THAT ACTION WAS TAKEN 
0249 C9 OUTE RET 
; 
024A (0000) ENDED ENT! 


SYMBOL TABLE 


ADDEM 0109 ADDIT 0196 CLOSEN 024A COMPRE 0248 DELETE 0221 
DOWNTA = O023F ENDED 024A ENTLEN 0O24F ENTRY O11E FOUND O1BC 
HISIDE O1ED INSERT 020C MOVEM o201 MULT O1BD NEW 0110 
NEXTES 0169 NOGOOD 0142 NOTCLO 0163 NOTFOU O1BA ouT 0220 
OUTE 0249 REALCL O1AF SEARCH 0100 SETUP O1EE SHIFTI 0235 
TABASE 0241 TABLEN O24C TESTS 0149 TOOHIG O1AS TOOLOW 0185 


Fig. 9.23: Binary Search Program (cont.) 


LINKED LIST 


The linked list is assumed to contain, as usual, the three alphanu- 
meric characters for the label, followed by one to 250 bytes of data, fol- 
lowed by a two-byte pointer which contains the starting address of the 
next entry, and lastly followed by a one-byte marker. Whenever this 
one-byte marker is set to ‘‘1’’, it will prevent the insert-routine from 
substituting a new entry in the place of the existing one. 

Further, a directory contains a pointer to the first entry for each let- 
ter of the alphabet, in order to facilitate retrieval. It is assumed in the 
program that the labels are ASCII alphabetic characters. All pointers at 
the end of the list are set to a NIL value which has been chosen here to 
be equal to the table base, as this value should never occur within the 
linked list. 

The insertion and the deletion programs perform the obvious pointer 
manipulations. They use the flag INDEXED to indicate if a pointer 
pointing to an object came from a previous entry in the list or from the 
directory table. The corresponding programs are shown in Figure 9.29. 

The data structure is shown in Figure 9.25. 
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[M400 Initial table 
0400 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 .. 
0410 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 .. 
0420 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 .. 
0430 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00... 
0440 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 .. 
9450 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) seseceeeveevvees 
0460 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) seveseeveevveece 
9470 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) seceecereeeevees 


Listing of Objects 
and their locations 


in memory 
-11M300 
0300 53 4F 4F 31 31 31 31 SON1111111111... 
0310 44 41 44 32 32 32 32 TANL22 oe 


0320) «40 4F 40 33 33 33 S332 MOM333° x . 
0330 SS 4F 43 34 34 34 34 3 UNC4444444444,.. 
0340 41 4F 54 35 35 35 35 35 ANTSSSSS5SS555... 
0350 00 00 00 00 00 00 00 tee eee eeeee 
0360 00 00 00 00 00 00 00 see seer eeeee 


0370 00 00 00 00 00 00 00 00-00 00 00 


~SY 
Y=0000 320 


“G263/2586 


ERT’ 


F=0266 0266% 


-TIM400 Table after insertion 


9400 40 AF 40 33 33 33 33 33-33 33 33 33 33 00 00 00) MOM3333333333... 
0410 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 
0420 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 
0430 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 
0440 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 
0450 00 00 00 00 00 00 00 00-00 00 900 00 00 00 00 00 
9450 00 00 00 00 00 00 00 90-00 00 00 00 00 00 00 00 
9470 00 00 00 00 00 00 00 00-00 00 00 00 00 90 00 00 


<Sy 
Y=0320 310 
G265%266 ERT’ on another Object 
POP4S OP66/ Listing of table after 
insertion. Note: table 
1M 400 is kept alphabetic 


0400 44 41 44 32 32 32 32 32-32 32 32 32 32 40 4F 40) TAN2222222222M0M 
0410 33 33 33 33 33 33 33 34-33 33 00 00 00 00 00 00) 3333333333...066 
9420 00 90 00 00 00 00 00 00-00 00 00 00 00 00 00 00 . 
0430 00 00 00 00 00 00 00 00°00 00 00 00 00 00 00 00... 
0440 00 00 09 00 00 00 00 00-00 00 00 00 00 00 00 00 .. 
0450 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) wees 
0460 00 00 00 00 00 00 00 00-00 900 00 00 00 00 00 00) seee 
9470 00 90 00 00 00 00 00 00-00 00 00 00 00 00 00 00) ..eeee 


* * * (additional inserts) * * * 


Fig. 9.24: Alphabetic List—A Sample Run 
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Table configuration 

after all Objects 
~DM400 have been inserted 
0400 41 4E 54 35 35 35 35 35-35 35 35 35 35 44 41 44) ANTSSSSSSSSSSNAN 
0410 32 32 32 32 32 32 32 32-32 32 40 4F 40 33 33 33 22222 22M0M333 
0420 33 33 33 33 33 33 33 S3-4F 4E 31 31 31 31 31 31 3333333SON111111 
0430 31 31 31 31 SS 4E 43 34-34 34 34 34 34 34 34 34) 1111UNC444444444 
0440 34 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 Avevereveevvveee 
0450 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00) severe eerevvere 
0460 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 seevereseeverere 
0470 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 sesereeeereeveee 


-SY 
Y=0340 300 


~6260/263 Run ‘SEARCHW’ for ‘‘SON’’ (at address 0300) 
P=0263 0263’ 


-IR t=— Found 
Z oN A=4E BC=0401 DE=000D HL=0427 S=0100.F=0263 02463’ CALL O1L0 
A’=00 B’=0000 [1’=0000 H’=0000 X=0427 Y=0300 I=00 (0107) 


Address of Object in table 
(verify in Table above that it is ‘‘SON’’) 


-G6266/269 
Run ‘DELETE’ on ‘“‘SON”’ 

PE0269. 0267" Table configuration 
after deletion. Note: 
that UNC was shifted 
up. The last UNC 
entry must be 

-1M400 disregarded 


0400 41 4E 54 35 35 35 35 35-35 35 35 35 35 44 41 44 ANTSSSSSSSSSSDAL 
0410 32 32 32 32 32 32 32 32-32 32 40 4F 40 33 33 33 2222222222M0M333 
0420 33 33 33 33 33 33 33 S5-4E 43 34 34 34 34 34 34 3333333UNC444444 
0430 34 34 34 34 55 4E 43 34-34 34 34 34 34 34 34 34 4444UNC444444444 
0440 34 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 Aeeeseseresreees 
0450 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 seeeeererereeeee 
0460 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 seereeeeeerrereee 
0470 00 00 00 00 00 00 00 00-00 00 90 00 00 00 00 00 seeeereeeererene 


-6260/263 Try run of “SEARCH”’ again (on “SON’’) 
P=0263 0263’ 


“DR ai Not found 


Ss N A=FE BC=0401 I FOD HL=0427 S=0100 FP=0263 0263’ CALL O110 
A’=00 B’=0000 [1’=0000 H’=0000 X=0427 Y=0300 1=00 (O1T07 ) 


-6263/266 
Re-insert Object (‘‘SON’’) 


F=0266 0266’ 
Current table 
configuration. 
Compare to the one 


prior to the 
~11M400 DELETE 
0400 41 4E 54 35 35 35 35 35-35 41 44 
0410 32 32 32 32 32 32 32 32-: 33 = 33 


0420 33 33 33 33 33 33 33 S3-4F x 2 31 31 = 3333333SON111111 
0430 31 31 31 31 SS 4E 43 34-34 34 34 34 34 34 34 34 = 1111UNC444444444 
0440 34 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 Avereeereevrvene 
0450 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 sereeeeeerereens 
0460 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 seeeeereeeereves 
0470 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 seeererererveees 


Shows that action was executed 
-DR 


A=05 BC=FFFF DE=0434 HL=030D S=0100 P 


=00 B’=0000 [1’=0000 H’=0000 X=0427 Y 


266 0266’ CALL O221 
300 1=00 (O221°) 


Fig. 9.24: Alphabetic List—A Sample Run (cont.) 


DATA STRUCTURES 


DIRECTORY 


POINTER 


Fig. 9.25: Linked List Structure 


An application for this data structure would be a computerized ad- 
dress book, where each person is represented by a unique three-letter 
code (perhaps the usual initials) and the data field contains a simplified 
address, plus the telephone number (up to 250 characters). Let us exam- 
ine the structure in more detail. The entry format is: 


EERE ah NeeReae 


ee eC eee 


unique label data (1 to 250 bytes) pointer to 


(ASCII) next Sccupied 


As usual the conventions are: 


ENTLEN: | total element length (in bytes) 
TABASE: address of base of list 


The address of the OBJECT is always assumed to reside in the IY register 
prior to entering the program. Here, REFBASE points to the base ad- 
dress of the directory, or ‘‘reference table.’’ 

Each two-byte address within this directory points to the first occur- 
rence of the letter to which it corresponds in the list. Thus, each group 
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of entries with an identical first letter in their labels actually forms a sep- 
arate list within the whole structure. This feature facilitates searching 
and is analogous to an address book. Note that no data are moved dur- 
ing an insert or delete. Only pointers are changed, as in every well- 
behaved linked list structure. 

If no entry starting with a specific letter is found, or if there is no en- 
try alphabetically following an existing one, their pointers will point to 
the beginning of the table (= ‘‘NIL’’). At the bottom of the table, by 
convention a value is stored such that the absolute value of the differ- 
ence between it and ‘‘Z’’ is greater than the difference between ‘‘A’”’ 
and ‘‘Z’’. This represents an End Of Table (EOT) marker. The EOT 
value is assumed here to occupy the same amount of memory as a nor- 
mal entry but could be just one byte if desired. The letters are assumed 
to be alphabetic letters in ASCII code. Changing this would re- 
quire changing the constant in the PRETAB routine. 

The end-of-table marker is set to the value of the beginning of the 
table (‘‘NIL’’). 

By convention, the ‘‘NIL pointers’’, found at the end of a string, or 
within a directory location which does not point to a String, are set to 
the value of the table base to provide a unique identification. Another 
convention could be used. In particular, a different marker for EOT 
results in some space savings, as no NIL entries need be kept for non- 
existing entries. 

Insertion and deletion are performed in the usual way (see Part I of 
this chapter) by merely modifying the required pointers. The 
INDEXED flag is used to indicate if the pointer to the object is in the 
reference table or another string element. 


Searching 

The SEARCH program resides at memory locations 0100 to 0155 
an uses subroutine PRETAB at address 01D2. 

The search principle is straightforward: 

1—Get the directory entry corresponding to the letter of the alphabet 
in the first position of the OBJECT’s label. 

2—Get the pointer. Access the element. If NIL, the entry does not 
exist. 

3—If not NIL, match the element against the OBJECT. If a match is 
found, the search has succeeded. If not, get the pointer to the next entry 
down the list. 

4—Go back to 2. 
An example is shown in Figure 9.26. 
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© Se eae 


(FOUND) 


(4 STEPS REQUIRED) 


Fig. 9.26: Linked List—A Search 
Inserting 


The insertion is essentially a search followed by an insertion once a 
““NIL’’ has been found. 

A block of storage for the new entry is allocated past the EOT 
marker by looking for an occupancy marker set at ‘‘available’’. 

The program is called ‘‘NEW’’ in Figure 9.29 and resides at ad- 
dresses 0156 to 1A3. An example is shown in Figure 9.27. 


BEFORE 


B-POINTER 


cn 


AFTER 


Fig. 9.27: Linked List: Example of Insertion 
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Deleting 


The element is deleted by setting its occupancy marker to ‘‘available”’ 
and adjusting the pointer to it from the directory or else the previous 
element. 

The program is called ‘‘DELETE”’’, and resides at addresses 01A4 to 


O1D1. 
An example of a deletion is shown in Figure 9.28. 


DAF POINTER 


(BEFORE) 


ON@> 


“DAF 
DOC POINTER 


DELETE 


(AFTER) 


Po a 


NOTE DAF iS NOT ERASED, BUT “INVISIBLE 


Fig. 9.28: Example of Deletion (Linked List) 
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000° 


0100 
0102 
O103 
0104 
0107 
O10A 
O10K 
O10C 
O10n 
O10E 
O10F 
0110 
O112 
OMS 
O11? 
O11A 
Olin 
0120 
0123 
0126 
0129 
Oe 
ODF 
0132 
0185 
0138 
O13 
O1SE 
0140 
O141 

0144 
O14s 
O146 
0147 
0148 
0149 


0156 
O1S9 
O1SA 
O1St 
OLSE 

O1Sl 
O16? 
O165 
0166 
0167 
9168 
0169 
O160 
O16K 
O16E 

O16F 

0170 
O72 
O73 
O177 
O179 
O17K 
0170 
O170 
O17E 
O17F 
9180 
0181 


COLF 7) 
COLES) 
COLEA) 
COLEC) 


SE OO 
47 

3C 

BOE ZO 
CINPoOt 
tA 


TOE 1 

UD7EOO 
FE7C 

025501 
IM7E OO 
FUREOO 
DASE OL 
COsso01 
T0N7EO1 
FOUREOL 


FORE OD 
CAS30O4 
DPSS5OL 
DES 
rd 
2AECOL 
19 

4t 

23 

4G 

cs 
DDE 1 
SEOO 
$PE701 
C31201 
O6Ft 
Cc? 


ChOOO1 
O4 
CAAZOL 
ns, 
PAE BOI 
'R 
PALECOI 


on 
CA6IO1 
13 

US 
PES 
i=] 
CDABECOL 
EDKO 
DES 
El 

ER 

73 

23 

72 

23 
3601 


ORG 
[INDEXED oT 
TARASE Tt 


KEP RASE I 
FNTLEN uw 
; 


SEARCH it 


COMPARE  LIt 


JF 
FUSH 
FOF 
Lt 
Ann 
ti 
INC 
Lp 
PUSH 
FOF 
Ln 
Lt 
JF 
FOUND Ln 
NOTFOUNTD We T 


NoGoon 


PUSH 
tr 
NE XTONE rx 
th 
TNC 
INC 
ENC 
Apr 
Ln 
NEC 
le 
INC 
FUSH 
USH 
FOF 
Ln 
Lute 
FUSH 
FOF 
Ex 
Lo 
INC 
Lh 
INC 
io 


OLOOH 
PANTER 
ENDER ET 
PNME RES 
ENTER ES 


Ae 

Hy 

“ 

CINTE XE TIO 9A 
FRETAK 

Ay CTH) 

1A 

ni 

Ae (Te Y 

HA 

HI 

Tx 

Ay CIXtO) 
7CH 

NC +NOTFOUNT! 
Av (TX#O) 
(TYtO) 
CyNOGOOL 
NZ,NOTF OUND 
Ar CIX4t1) 
CTYtl) 
CyNOGOOTr 
NZ »NOTFOUNTD 
Ar CTX#D) 
(TY42) 

29 OUNT! 

NC +NOTFOUNT! 
Tx 

De 

HL + CENTLEN)D 
HL» TE 

(+ CHL) 

HL 

Hy (CHI) 

RO 

Ix 

Ar0 
CINIEXEIN) 9A 
COMPARE 

Fe OFFH 


SEARCH 

HK 

Z°OUT 

DE 

Hl +» CTARAGSE > 
TE y HL 

HL» CENTI END 
HL 

HL. 

HI 

HL » Le 

Ae (CHL) 

A 

Zo NE XTONE 

ie 

ne 

ty 

HL 

BROy CE NTLEN) 


x 

HL 
DE + HL 
CHL 9 E 
HL. 

CHL y Tt 
HI 

CHL 91 


DATA STRUCTURES 


eINTTIALT ZF FLAGS 


ADT OF 
POTNTER 


sGRT 
+ MOVE 


INDEX POTNTER 
CONTENTS TO HI 


sLOOK AT FIRST 
sSEF IF TS FOT 


LETTER OF 
MAKKE Fe 


ENTRY 


FCOMPARE FIRST LETTERS 


FCOMPARE ONT LETTERS 


sCOMPARF SRI LE TIERS 


7JUME TO FOTNTFR OF ENTRY 


sPUT POINTER YALUE TN RO 


sLOAT TX WITH FOTNTER 


sRESET FLAG 


SER WHERE ORJECT SHOULD GO 


FREYTOUS ENTRY 
TARLE FOR NEW 
NEXT ENTRY 


*STORE ALLIR. OF 
SFIND SPACE TN 
SMOYE TO ENT OF 


ArT S FOR REAL LENGTH OF ENTRY 


TF SOMETHING 19 THERE s TRY AGAIN 
SSAVE FOSTTION OF FMPTY SPACE 
sMOVE TY TO HL 

PMOVE ORJFCT INTO TARLE 

sRUT ADR OF ENTRY AFTER ORJECT 
*..AT POINTER FOSTTION 

FSET OCCUPANCY MAKKE Fe 


Fig. 9.29: Linked List—The Programs 
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0183 E1 FOF HL SGET ADK OF WHERE THIS SFACE 1S 
0184 SAE701 Ltt Ay CINTIE XE) 3 WHAT FREYIOUS POINTERS MUST 
0187 St DEC A ¢.eRE SET 
0188 CA98O1 JF Z9SETINX 
O19k E3 EX CSP) 9 HL sGFET ADDR OF ENTRY FPREYIOUS TO 
O18C EDSRECOL Lo TE y CENTLEN) ¢.-ORJECT & MOVE TO POINTER AREA 
0190 19 ATT HL » DE 
O191) FOF ne sRETRIEVE ADDR OF ORJECT 
O192 73 tt CHL) 9 E sRUT [TT AT POTNTER POSTTLON 
0193 23 INC HL. 
0194 72 Lo CHL) 9D 
0195 C3A001 JF FINISH 
0198 «C1 SETINX FOF RC sCLEAR OUT STACK 
0199 CON2O1 CALL FRETAR *GET INDEX ADDRESS 
O19C ER EX DE + HL sLOAD HL INTO CT 
O19n 73 Lt CHL) +E 
O19E 23 INC HL 
O19F 72 Lo CHL) 9 Tt 
O1AO0) OLFFFF FINISH Lo RC yOFFRFH *SHOW THAT TT WAS TONE 
O1A3B C9 OUT RET 
; 
, 
, 
O1A4 = ChOOO1 DELETE CALL SEARCH FGET ANDIRESS OF ORJEC 
O1A7 04 TNC Kk ;SEE TF TT 1S THERE 
O1A8  COENLOL : NZ + OUTE - 
O1AR TIDES Ix sSET HL TO POINTER AREA OF OBJECT 
O1aAl Et FOF HL 
O1AE ED4RECOL Lo BC» CENTLEN)D 
O1B2 09 Ant HL +B 
O1R3 46 Lt Cy CHL) sRETRIEVE POTNTER 
O1R4 23 TNC HL 
O1RS 46 Lt Ky CHL) 
O1BS6 3 TNC HL 
O1B7 3600 imo CHL) 90 sREMOVE OCCUPANCY MARKER 
O1B9 = SAE701 Lo A» CINTIEXET) *SEF TF INTEX NEFIS CHANGING 
O1RC 3m DEC A 
O1Br C20701 JF NZ» CHANGEM 
o1co) Crmeo1 CALL FRETAR sYESePUT AtTR TNTO Ht 
0103 EX TE y HL 
O1C4 JF MOVIN 
O1C7 CHANGEM  LIt HL» CENTLEN) sSET HL TO FPOTNTER OF FREUTOUS 
O1CA Ann HL » THE 
O1CK MOVIN Lo CHL 0 sFUT ADR OF NEXT INTO WHATEVER 
occ TNC HL $e. CETTHER INDEX OR ENTRY) 
o1ch Lo CHL) 9K 
O1CE  OLFFFF Lt RC, OFFFFH 
O1n41 C9 OUTE RET 
; 
, 
01n2 ES FPRETAR FUSH HL 
O13 FIVEOO Lo Ar (TY+0O) ‘GET FIRST LETTER OF OBJECT 
O106 30 NEC A sREMOVE ASCOTT LEADER 
O17 14640 SUR 40H 
O109  CRD7 SLA A SMULTIFLY RY 2 
O1NK 2AEAOL Lt Hl y CREP RASE ) 
OLDE 85 Ann | 
O1UF oF Lo LyA 
OLEO [IPE 401 JF NC oF LXUF 
O1E3 24 INC H 
O1E4 ER FIXUP EX THE + HL 
O1FS FL FOF HI 
O1ES OO RET 
; 
O1E7 (0000) ENDER ENT 
SYMEROL TARL EF 
CHANGE 0107 COMPAR O112 NELETE O1A4 ENTER O1E7 ENTLEN OEE 
FINISH O1A0 FIXUP O1E4 FOUNT! O1SS INDEXE  O1F7 MOVIN O1CR 
NEW 0156 NEXTON 0161 NOGOOD O13F NOTFOU O14 Our OLAS 
OUTE ond FRETAR O11I2 REFRAS O1EA SEARCH O1¢ SETINX 0198 


TARASE O1F8 


Fig. 9.29: Linked List—The Programs (cont.) 
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Listing of Objects 
memory and their locations 
in memory 


1M300 

0300 53 4F 46 3t SL 31 31 31 31 SL Bl BL 31 00 OO OO GON1111111111... 
O310 44 41 44 32 32 32 32 32-32 32 32 32 32 00 00 00 
O320 40 4F 40 33 33 33 33 34°35 345 33 33 33 00 00 00 x 
O330 SS 46 445 34 34 34 34 34°34 34 34 34 44 00 00 00 UNC4444444444,,, 
0340 41 46 54 35 35 35 35 35-35 35 35 35 35 00 00 00 ANTSSSSSSS555... 
O350 41 41 41 34 34 346 36 36-36 36 36 346 36 00 00 00 AAA66656664645656 
0360 41 SA SA 37 3? 37 37 37-37 37 37 37 37 OO 00 00 AZZ7777777777...4 
O370 SS 49 44 38 38 38 38 38°38 38 SR 38 38 00 00 00) SIN888s8sssRses... 


r—— EOT character in 


initial table 
T1M400 

0400 27k 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 
0410 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 
0420 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 
0430 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 
0440 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 beeen 
0450 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 
04460 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 
0470 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 Peewee eee enee 


~TIM500 Initial Directory 
0500 00 04 00 04 00 04 00 04-00 04 00 04 00 04 00 O04 


00 04 00 04 00 04 00 04-00 04 00 04 00 04 00 04 
00 04 00 04 00 04 00 04-00 04 00 04 00 04 00 04 


00 04 00 04 00 00 00 00-00 00 00 00 00 00 00 00 


0540 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 
OSS 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 


0560 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 
0570 00 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 sevevereeeeerene 


Occupancy markers —-, 


Pointers — Table configuration 

after several 

1M 400 insertions. 
0400 7 00 00 00 00 00 00 00-00 00 00 00 00 00 00°00 Coceeeeceeeevees 
O410 4t 4F 54 35 35 35 35 35-35 35 35 35 35 70 94 O1 SST TTT TTI «6 
O420 44 41 44 42 3D BP 3? 3P-32 3P 32 3P 32 00 04 O01  TANID? 
0450 AL 41 41 36 36 36 36 346-36 36 36 36 36 10 04 O01 ANASS6545546455456.6. 
0440 S3 4F 46 BL 31 31 Bt 31-31 31 BL 31 31 OO O4 OL SONT111111111... 
9450 40 4F 40 33 33 33 33 33-33 33 33 33 33 00 04 O1 MOM3333333333... 
0460 53 49 44 38 38 39 38 38-38 38 38 38 38 40 04 Ol SInessssssasae.. 
0470 41 SA SA 3? 37 37 37 37-37 37 37 37 37 00 O4 OL A277777777777.4. 


SY 
Y°0350 310 


(226/229 Delete an entry 


P=0229 0229° 


14400 
0400 7K 00 00 00 00 00 00 00°00 00 00 00 00 00 00 
O410 41 46 54 35 35 35 35 35°35 35 35 35 35 70 04 ANTSSS55555556 « « 
0420 44 41 44 3? 3? BP 32 32-3? 32 32 32 32 00 O4 Te) 25 2 
0430 41 41 41 36 36 346 36 36°36 36 36 36 346 10 04 O1 ANAS6455666455.06 
9440 SS AF 4b 31 31 St 31 St S1 St 31 21 31 00 04 OL ~SONT11111401011... 
0450 4b 4F 4h 33 32 33 33 33-33 33 345 345 35 90 O04 O1 = MOM33333533333... 
0460 3 49 44 39 38 39 38 38-38 3H 38 38 38 40 04 01) SINBS888888sseR.. 
0470 41 SA SA 37 37 37 37 37-37 37 37 37 37 00 O4 O1 = AZ77777777777...6 


Only change 


ar) eee ee eeee 


Fig. 9.30: Linked List—A Sample Run 
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-G220/223 


Run ‘SEARCH’ for deleted entry 


F=OQ223 0223’ 


Lk —Not found 
N A=37 RC=OOFF DE=0400 HL=0000 S=0100 F=0223 02237 CALL O171 
A’=00 B’=0000 [14=0000 H’=0000 X=0400 Y=0310 T=00 (O171') 
~SY 
Y=0310 340 
-6220/223 Run ‘“‘SEARCH” for an existent entry 


P0223 O223/ 
—Entry found 
DR 
ZN As54 BC=FF10 DE=0430 HL=O043E S=0100 F=0223 0223/7 CALL O171 
A’=00 B’=0000 [1’=0000 H’=0000 X= 0410 Y=0340 T=00 CO171") 


*BEeO heer Delete —— Address of entry in table 


Note: Changes in 
pointers. 


~TM400 

0400) 7& 00 00 00 00 00 00 00-00 00 00 00 00 00 00 00 
0410 41 4E S54 35 2 y 35-35 35 3° 35 70 04 OO 
0420 44 41 44 32 32 32 32 32 32 00 04 00 Qaoe 
0430 41 41 41 36 34 36 346 36-36 36 3 70 04 OL AAASh64565654655r.. 
0440 S3 4F 4E 31 31 31 31 31-31 31° 00 04 OL SONT111111111... 
0450 40 4F 401 33 33 33 33 33-33 33 33 33 33 00 04 OL MOM3333333333... 
0460 53 49 44 38 39 38 38 38-38 38 38 38 38 40 04 O01 STNSSSssssssse.. 
0470 41 SA SA 37 37 37 37 37-37 37 37 37 37 00 O4 OL A2Z27777777777... 


Fig. 9.30: Linked List— A Sample Run (cont.) 


SUMMARY 


The beginning programmer need not concern himself yet with the 
details of data structures implementation and management. However, 
efficient programming of non-trivial algorithms requires a good under- 
standing of data structures. The actual examples presented in this 
chapter should help the reader achieve such an understanding and solve 
all the common problems encountered with reasonable data structures. 
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10 
PROGRAM DEVELOPMENT 


INTRODUCTION 


All the programs we have studied and developed so far have been 
developed by hand without the aid of any software or hardware re- 
source. The only improvement over straight binary coding has been the 
use of mnemonic symbols, those of the assembly language. For effec- 
tive software development, it is necessary to understand the range of 
hardware and software development aids. It is the purpose of this chap- 
ter to present and evaluate these aids. 


BASIC PROGRAMMING CHOICES 


Three basic alternatives exist: writing a program in binary or hexa- 
decimal, writing it in assembly-level language, or writing it in a high- 
level language. Let us review these alternatives. 


Hexadecimal Coding 


The program will normally be written using assembly language mne- 
monics. However, most low-cost, one-board computer systems do not 
provide an assembler. The assembler is the program which will auto- 
matically translate the mnemonics used for the program into the re- 
quired binary codes. When no assembler is available, this translation 
from mnemonics into binary must be performed by hand. Binary is 
unpleasant to use and error-prone, so that hexadecimal is normally 
used. It has been shown in Chapter | that one hexadecimal digit will 
represent four binary bits. Two hexadecimal digits will, therefore, be 
used to represent the contents of every byte. As an example, the table 
showing the hexadecimal equivalent of the Z80 instructions appears in 
the Appendix. 
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In short, whenever the resources of the user are limited and no assem- 
bler is available, he will have to translate the program by hand into hex- 
adecimal. This can reasonably be done for a small number of instruc- 
tions, such as, perhaps, 10 to 100. For larger programs, this process is 
tedious and error-prone, so that it tends not to be used. However, near- 
ly all single-board microcomputers require the entry of programs in 
hexadecimal mode. They are not equipped with an assembler and a full 
alphanumeric keyboard, in order to limit their cost. 

In summary, hexadecimal coding is not a desirable way to enter a 
program in a computer. It is simply an economical one. The cost of an 
assembler and the required alphanumeric keyboard is traded-off 
against increased labor required to enter the program in the memory. 
However, this does not change the way the program itself is written. 
The program is still written in assembly-level language so that it can be 
examined by the human programmer and be meaningful. 


Assembly Language Programming 


Assembly-level programming covers both programs that may be 
entered in hexadecimal and those that may be entered in symbolic 
assembly-level form in the system. Let us now examine the entry of a 
program directly in its assembly language representation. An assembler 
program must be available. The assembler will read each of the mne- 
monic instructions of the program and translate it into the required bit 
pattern using | to 5 bytes, as specified by the encoding of the instruc- 
tions. In addition, a good assembler will offer a number of additional 
facilities for writing the program. These will be reviewed in the section 
on the assembler below. In particular, directives are available which 
will modify the value of symbols. Symbolic addressing may be used and 
a branch to a symbolic location may be specified. During the debugging 
phase, when a user may remove or add instructions, it will not be neces- 
sary to rewrite the entire program if an extra instruction is inserted be- 
tween a branch and the point to which it branches, as long as symbolic 
labels are used. The assembler will take care of automatically adjusting 
all the labels during the translation process. In addition, an assembler 
allows the user to debug his program in symbolic form. A disassembler 
may be used to examine the contents of a memory location and recon- 
struct the assembly-level instruction that it represents. The various soft- 
ware resources normally available on a system will be reviewed below. 
Let us now examine the third alternative. 


580 


PROGRAM DEVELOPMENT 


POWER OF 
THE 
LANGUAGE 


APL 
COBOL 
FORTRAN HIGH-LEVEL 


PL/M 
PASCAL 


BASIC 
MINI-BASIC 


MACRO 
CONDITIONAL ASSEMBLY -LEVEL 


ASSEMBLY 


SYMBOLIC 


HEXADECIMAL/ 
OCTAL 


MACHINE-LEVEL 


BINARY 


Fig. 10.1: Programming Levels 


High-Level Language 


A program may be written in a high-level language such as BASIC, 
APL, PASCAL, or others. Techniques for programming in these vari- 
ous languages are covered by specific books and will not be reviewed 
here. We will, therefore, only briefly review this mode of program- 
ming. A high-level language offers powerful instructions which make 
programming much easier and faster. These instructions must then be 
translated by a complex program into the final binary representation 
that a microcomputer can execute. Typically, each high-level instruc- 
tion will be translated into a large number of individual binary instruc- 
tions. The program which performs this automatic translation is called 
a compiler or an interpreter. A compiler will translate all the instruc- 
tions of a program in sequence into object code. In a separate phase, 
the resulting code will then be executed. By contrast, an interpreter will 
interpret a single instruction, then execute it, then ‘‘translate’’ the next 
one, then execute it. An interpreter offers the advantage of interactive 
response, but results in low efficiency compared to a compiler. These 
topics will not be studied further here. Let us revert to the programming 
of an actual microprocessor in the assembly-level language. 
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SOFTWARE SUPPORT 


We will review here the main software facilities which are (or should 
be) available in the complete system for convenient software develop- 
ment. Some of the definitions have already been introduced. They will 
be summarized here and the rest of the important programs will be de- 
fined before we proceed. 

The assembler is the program which translates the mnemonic repre- 
sentation of instructions into their binary equivalent. It normally trans- 
lates one symbolic instruction into one binary instruction (which may 
occupy 1, 2 or 3 bytes). The resulting binary code is called object code. 
It is directly executable by the microcomputer. As a side effect, the 
assembler will also produce a complete symbolic listing of the program, 
as well as the equivalence tables to be used by the programmer and the 
symbol occurrence list in the program. Examples will be presented later 
in this chapter. 

In addition, the assembler will list syntax errors such as instructions 
misspelled or illegal, branching errors, duplicate labels or missing 
labels. 

It will not delete /ogica/ errors (this is your problem). 

A compiler is the program which translates high-level language in- 
structions into their binary form. 

An interpreter is a program similar to a compiler, which also trans- 
lates high-level instructions into their binary form but does not keep the 
intermediate representation and executes them immediately. In fact, it 
often does not even generate any intermediate code, but rather executes 
the high-level instructions directly. 

A monitor is the basic program which is indispensable for using the 
hardware resources of this system. It continuously monitors the input 
devices for input and manages the rest of the devices. As an example, a 
minimal monitor for a single-board microcomputer, equipped with a 
keyboard and with LED’s, must continuously scan the keyboard for a 
user input and display the specified contents on the light-emitting 
diodes. In addition, it must be capable of understanding a number of 
limited commands from the keyboard, such as START, STOP, CON- 
TINUE, LOAD MEMORY, EXAMINE MEMORY. On a large sys- 
tem, the monitor is often qualified as the executive program, when 
complex file management or task scheduling is also provided. The over- 
all set of facilities is called an operating system. If files are residing ona 
disk, the operating system is qualified as the disk operating system, or 
DOS. 
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An editor is the program designed to facilitate the entry and the mod- 
ification of text or progams. It allows the user to enter characters con- 
veniently, append them, insert them, add lines, remove lines, search for 
characters or strings. It is an important resource for convenient and ef- 
fective text entry. 

A debugger is a facility necessary for debugging programs. When a 
program does not work correctly, there may typically be no indication 
whatsoever of the cause. The programmer, therefore, wishes to insert 
breakpoints in his program in order to suspend the execution of the 
program at specified addresses, and to be able to examine the contents 
of registers or memory at this point. This is the primary function of a 
debugger. The debugger allows for the possibility of suspending a pro- 
gram, resuming execution, examining, displaying and modifying the 
contents of registers or memory. A good debugger will be equipped 
with a number of additional facilities, such as the ability to examine 
data in symbolic form, hex, binary, or other usual representations, as 
well as to enter data in this format. 

A loader, or linking loader, will place various biocks of object code 
at specified positions in the memory and adjust their respective sym- 
bolic pointers so that they can reference each other. It is used to relocate 
programs or blocks in various memory areas. A simulator or an emu- 
lator program is used to simulate the operation of a device, usually the 
microprocessor, in its absence, when developing a program on a simu- 
lated processor prior to placing it on the actual board. Using this ap- 
proach, it becomes possible to suspend the program, modify it, and 
keep it in RAM memory. The disadvantages of a simulator are that: 


1—It usually simulates only the processor itself, not input/output 
devices 

2—The execution speed is slow, and one operates in simulated time. 
It is therefore not possible to test real-time devices, and synchronization 
problems may still occur even though the logic of the program may be 
found correct. 


An emulator is essentially a simulator in real time. It uses one proces- 
sor to simulate another one, and simulates it in complete detail. 

Utility routines are essentially all the routines which are necessary in 
most applications and that the user wishes the manufacturer had pro- 
vided! 

They may include multiplication, division and other arithmetic oper- 
ations, block move routines, character tests, input/output device han- 
dlers (or ‘‘drivers’’), and more. 
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THE PROGRAM DEVELOPMENT SEQUENCE 


We will now examine a typical sequence for developing an assembly- 
level program. We will assume that all the usual software facilities are 
available in order to demonstrate their value. If they should not be 
available in a particular system, it will still be possible to develop pro- 
grams, but the convenience will be decreased and, therefore, the 
amount of time necessary to debug the program is likely to be in- 
creased. 

The normal approach is to first design an algorithm and define the 
data structures for the problem to be solved. Next, a comprehensive set 
of flowcharts is developed which represents the program flow. Finally, 
the flowcharts are translated into the assembly-level language for the 
microprocessor; this is the coding phase. 

Next, the program has to be entered on the computer. We will exam- 
ine in the next section the hardware options to be used in this phase. 

The program is entered in RAM memory of the system under the 
control of the editor. Once a section of the program, such as one or 
more subroutines, has been entered, it will be tested. 

First, the assembler will be used. If the assembler did not already 
reside in the system, it would be loaded from an external memory, such 
as a disk. Then, the program will be assembled, i.e., translated into a 
binary code. This results in the object program, ready to be executed. 

One does not normally expect a program to work correctly the first 
time. To verify its correct operation, a number of breakpoints will nor- 
mally be set at crucial locations where it is easy to test whether the inter- 
mediate results are correct. The debugger will be used for this purpose. 
Breakpoints will be specified at selected locations. A ‘‘Go’’ command 
will then be issued so that program execution is started. The program 
will automatically stop at each of the specified breakpoints. The pro- 
grammer can then verify, by examining the contents of the registers, or 
memory, that the data so far is correct. If it is correct, we proceed until 
the next breakpoint. Whenever we find incorrect data, an error in the 
program has been detected. At this point, the programmer normally 
refers to his program listing and verifies whether his coding has been 
correct. If no error can be found in the programming, the error might 
be a logical one and one might refer to the flowchart. We will assume 
here that the flowcharts have been checked by hand and are assumed to 
be reasonably correct. The error is likely to come from the coding. It 
will, therefore, be necessary to modify a section of the program. If the 
symbolic representation of the program is still in the memory, we will 
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simply re-enter the editor and modify the required lines, then go 
through the preceding sequence again. In some systems, the memory 
available may not be large enough, so that it is necessary to flush out 
the symbolic representation of the program onto a disk or cassette prior 
to executing the object code. Naturally, in such a case, one would have 
to reload the symbolic representation of the program from its support 
medium prior to entering the editor again. 

The above procedure will be repeated as long as necessary until the 
results of the program are correct. Let us stress that prevention is much 
more effective than cure. A correct design will typically result in a pro- 
gram which runs correctly very soon after the usual typing mistakes or 
obvious coding errors have been removed. However, sloppy design may 
result in programs which will take an extremely long time to be de- 
bugged. The debugging time is generally considered to be much longer 
than the actual design time. In short, it is always worth investing more 
time in the design in order to shorten the debugging phase. 

However, using this approach, it is possible to test the overall organi- 
zation of the program, but not to test it in real time with input/output 
devices. If input/output devices are to be tested, the direct solution con- 
sists of transferring the program onto EPROM’s and installing it on the 
board and then watching whether it works. 

There is a better solution. It is the use of an in-circuit emulator. An 
in-circuit emulator uses the Z80 microprocessor (or any other one) to 
emulate a Z80 in (almost) real time. It emulates the Z80 physically. The 
emulator is equipped with a cable terminated by a 40-pin connector, ex- 
actly identical to the pin-out of a Z80. This connector can then be in- 
serted on the real application board that one is developing. The signals 
generated by the emulator will be exactly those of the Z80, only perhaps 
a little slower. The essential advantage is that the program under test 
will still reside in the RAM memory of the development system. It will 
generate the real signals which will communicate with the real in- 
put/output devices that one wishes to use. As a result, it becomes possi- 
ble to keep developing the program using all the resources of the devel- 
opment system (editor, debugger, symbolic facilities, file system) while 
testing input/output in real time. 

In addition, a good emulator will provide special facilities, such as a 
trace. A trace is a recording of the last instructions or status of various 
data busses in the system prior to a breakpoint. In short, a trace pro- 
vides the film of the events that occurred prior to the breakpoint or the 
malfunction. It may even trigger a scope at a specified address or upon 
the occurrence of a specified combination of bits. Such a facility is of 
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great value, since when an error is found it is usually too late. The in- 
struction, or the data, which caused the error has occurred prior to the 
detection. The availability of a trace allows the user to find which seg- 
ment of the program caused the error to occur. If the trace is not long 
enough, we will simply set an earlier breakpoint. 


ASSEMBLER 
oR 
BOOTSTRAP COMPILER 
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KEYBOARD 
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COMMAND: USER 
INTERPRETER WORKSPACE 


UTIUTY 
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ELEMENTARY 
DEBUGGER 
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EDITOR 


Fig. 10.2: A Typical Memory Map 


This completes our description of the usual sequence of events in- 
volved in developing a program. Let us now review the hardware alter- 
natives available for developing programs. 
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HARDWARE ALTERNATIVES 
Single-Board Microcomputer 


The single-board microcomputer offers the lowest cost approach to 
program development. It is normally equipped with a hexadecimal key- 
board, plus some function keys, plus 6 LED’s which can display ad- 
dress and data. Since it is equipped with a small amount of memory, an 
assembler is not usually available. At best, it has a small monitor and 
virtually no editing or debugging facilities, except for a very few com- 
mands. All programs must, therefore, be entered in hexadecimal form. 
They will also be displayed in hexadecimal form on the LED’s. A sin- 
gle-board microcomputer has, in theory, the same hardware power as 
any other computer. Simply because of its restricted memory size and 
keyboard, it does not support all the usual facilities of a larger system 
and makes program development much longer. Because it is tedious to 
develop programs in hexadecimal format, a single board microcom- 
puter is best suited for education and training where programs of lim- 
ited length have to be developed and their short length is not an obstacle 
to programming. Single-boards are probably the cheapest way to learn 
programming by doing. However, they cannot be used for complex 
program development unless additional memory boards are attached 
and the usual software aids are made available. 


The Development System 


A development system is a microcomputer system equipped with a 
significant amount of RAM memory (32K, 48K) as well as the required 
input/output devices, such as a CRT display, a printer, disks, and, usu- 
ally, a PROM programmer, as well as, perhaps, an in-circuit emulator. 
A development system is specifically designed to facilitate program 
development in an industrial environment. It normally offers all, or 
most, of the software facilities that we have mentioned in the preceding 
section. In principle, it is the ideal software development tool. 

The limitation of a microcomputer development system is that it may 
not be capable of supporting a compiler or an interpreter. This is be- 
cause a compiler typically requires a very large amount of memory, 
often more than is available on the system. However, for developing 
programs in assembly-level language, it offers all the required facilities. 
But because development systems sell in relatively small numbers com- 
pared to hobby computers, their cost is significantly higher. 
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Hobby-Type Microcomputers 


The hobby-type microcomputer hardware is naturally exactly analo- 
gous to that of a development system. The main difference lies in the 
fact that it is normally not equipped with the sophisticated software 
development aids which are available on an industrial development sys- 
tem. As an example, many hobby-type microcomputers offer only ele- 
mentary assemblers, minimal editors, minimal file systems, no facilities 
to attach a PROM programmer, no in-circuit emulator, no powerful 
debugger. They represent, therefore, an intermediate step between the 
single-board microcomputer and the full microprocessor development 
system. For a user who wishes to develop programs of modest complex- 
ity, they are probably the best compromise, since they offer the advan- 
tage of low cost and a reasonable array of software development tools, 
even though they are quite limited as to their convenience. 


Time-Sharing System 


It is possible to rent terminals from several companies which will con- 
nect to time-sharing networks. These terminals share the time of the 
larger computer and benefit from all the advantages of large installa- 
tions. Cross assemblers are available for all microcomputers on vir- 
tually all commercial time-sharing systems. A cross assembler is simply 
an assembler for, say, a Z80 which resides, for example, in an IBM370. 
Formally, a cross assembler is an assembler for microprocessor X, 
which resides on processor Y. The nature of the computer being used is 
irrelevant. The user still writes a program in Z80 assembly-level lan- 
guage, and the cross assembler translates it into the appropriate binary 
pattern. The difference, however, is that the program cannot be ex- 
ecuted at this point. It can be executed by a simulated processor, if one 
is available, provided it does not use any input/output resources. This 
solution is used, therefore, only in industrial environments. 


In-House Computer 


Whenever a large in-house computer is available, cross assemblers 
may also be available to facilitate program development. If such a com- 
puter offers time-shared service, this option is essentially analogous to 
the one above. If it offers only batch service, this is probably one of the 
most inconvenient methods of program development, since submitting 
programs in batch mode at the assembly level for a microprocessor re- 
sults in a very long development time. 


588 


PROGRAM DEVELOPMENT 


Front Panel or No Front Panel? 


The front panel is a hardware accessory often used to facilitate pro- 
gram debugging. It has traditionally been a tool for conveniently dis- 
playing the binary contents of a register or of memory. However, all the 
functions of the control panel may be accomplished from a terminal, 
and the dominance of CRT displays now offers a service almost equiva- 
lent to the control panel by displaying the binary value of bits. The ad- 
ditional advantage of using the CRT display is that one can switch at 
will from binary representation to hexadecimal, to symbolic, to decimal 
(if the appropriate conversion routines are available, naturally). The 
disadvantage of the CRT is that one must hit several keys to obtain the 
appropriate display rather than turn a knob. However, since the cost of 
providing a control panel is quite substantial, most recent microcom- 
puters have abandoned this debugging tool. The value of the control 
panel is often considered more on the basis of emotional arguments in- 
fluenced by one’s own past experience than by the use of reason. It is 
not indispensable. 


Summary of Hardware Resources 


Three broad cases may be distinguished. If you have only a minimal 
budget and if you wish to learn how to program, buy a single-board 
microcomputer. Using it, you will be able to develop all the simple pro- 
grams in this book and many more. Eventually, however, when you 
want to develop programs of more than a few hundred instructions, 
you will feel the limitations of this approach. 

If you are an industrial user, you will need a full development system. 
Any solution short of the full development system will cause a signifi- 
cantly longer development time. The trade-off is clear: hardware re- 
sources vs. programming time. Naturally, if the programs to be devel- 
oped are quite simple, a less expensive approach may be used. How- 
ever, if complex programs are to be developed, it is difficult to justify 
any hardware savings when buying a development system, since the 
programming costs will be by far the dominant cost of the project. 

For a personal computerist, a hobby-type microcomputer will typi- 
cally offer sufficient, although minimal, facilities. Good development 
software is still to come for many of the hobby computers. The user will 
have to evaluate his system in view of the comments presented in this 
chapter. 

Let us now analyze in more detail the most indispensable resource: 
the assembler. 
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We have used assembly-level language throughout this book without 
presenting the formal syntax or definition of assembly-level language. 
The time has come to present this definition. An assembler is designed 
to allow the convenient symbolic representation of the user program, 
and yet to make it simple for the assembler program to convert these 
mnemonics into their binary representation. 


Assembler Fields 


When typing in a program for the assembler, we have seen that fields 
are used. They are: 

The label field, optional, which may contain a symbolic address for 
the instruction that follows. 

The instruction field, which includes the opcode and any operands. 
(A separate operand field may be distinguished.) 

The comment field, far to the right, which is optional and is intended 
to clarify the program. 


These fields are shown on the programming form in Figure 10.3. 


Once the program has been fed to the assembler, the assembler will 
produce a /isting of it. When generating a listing, the assembler will 
provide three additional fields, usually on the left of the page. An ex- 
ample appears on Figure 10.4. On the far left is the line number. Each 
line which has been typed by the programmer is assigned a symbolic line 
number. 

The next field to the right is the actual address field, which shows in 
hexadecimal the value of the program counter which will point to that 
instruction. 

Moving still further to the right, we find the hexadecimal representa- 
tion of the instruction. 

This shows one of the possible uses of an assembler. Even if we are 
designing programs for a single-board microcomputer which accepts 
only hexadecimal, we should still write the program in assembly-level 
language, providing we have access to a system equipped with an as- 
sembler. We can then run the programs on the system, using the assem- 
bler. The assembler will automatically generate the correct hexadecimal 
codes on our system. This shows, in a simple example, the value of ad- 
ditional software resources. 
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SLNIWWOD 


OQNVasdO 


4dODdO 
ODNOUWAS 


NOILDNALSNI 
X3H 


Fig. 10.3: Microprocessor Programming Form 
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Tables 


When the assembler translates the symbolic program into its binary 
representation, it performs two essential tasks: 


1—It translates the mnemonic instructions into their binary en- 
coding. 

2—It translates the symbols used for constants and addresses into 
their binary representation. 


In order to facilitate program debugging, the assembler shows at the 
end of the listing the equivalence between the symbol used and its hexa- 
decimal value. This is called the symbol table. 

Some symbol tables will not only list the symbol and its value, but 
also the line numbers where the symbol occurs, thereby providing an 
additional facility. 


Error Messages 


During the assembly process, the assembler will detect syntax errors 
and include them as part of the final listing. Typical diagnostics in- 
clude: undefined symbols, label already defined, illegal opcode, illegal 
address, illegal addressing mode. Many more detailed diagnostics are 
naturally desirable and are usually provided. They vary with each as- 
sembler. 


The Assembly Language 


Opcodes have already been defined. We will here define the symbols, 
constants and operators which may be used as part of the assembler 
syntax. 


Symbols 


Symbols are used to represent numerical values, either data or ad- 
dresses. Symbols may include up to six characters, and must start with 
an alphabetical character. The characters are restricted to letters of the 
alphabet and numbers. Also, the user may not choose names identical 
to the opcodes utilized by the Z80, the names of registers such as A,B, 
C,D,E,H,L, BC, DE, HL, AF, BC, DE, IX, IY, SP, as well. as the 
various short names used as pseudo-operators by the assembler. The 
names of these assembler ‘‘directives’’ are listed below in the corre- 
sponding sections. Also, the abbreviations used to designate the flags 
should not be used as symbols: C,Z,N,PE,NC,P,PO,NZ,M. 
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Assigning a Value to a Symbol 


Labels are special symbols whose values do not need to be defined by 
the programmer. The value will automatically be defined by the assem- 
bler program whenever it finds that label. The label value thus auto- 
matically corresponds to the address of the instruction generated at the 
line where it appears. Special pseudo-instructions are available to force 
a new Starting value for labels, or to assign them a specific value. 


CROMEMCO CLOS 780 ASSEMBLER version 02,15 PAGE COO! 

0000’ 0001 ORG 0100H 

(9200) 0002 MFRAL TL O200H 

(0202) 0003 MFIIAL DL O202H 

(0204) 0004 RESAT ne O204H 

0005 + 

0100 ED4kOOO2 0005 MF488 Lo BC y (MPRAD) *LOAI MULTIFLIER INTO © 
0104 0608 0007 Lo RyrS 7H ITS BIT COUNTER 
0106 EDSRO202 0008 Lt DE» (MPDIATI) sLOAD MUTIFLICAND INTO E 
010A 1600 0009? Li Dyv0 *CLEAR DD 
O10C 210000 0010 Lo HL. +O sSET RESULT TO 0 
O10F CH39 OO11 MULT SRL Cc ¢SHIFT MULTIPLIER BIT INTO CARRY 
O111 3001 0012 JR NCyNOAUL sTEST CARRY 
0113 19 0013 AnD HL» TE sAUL MFI TO RESULT 
0114 CB23 0014 NOADL SLA E *SHIFT MPI LEFT 
O116 CRI2 001s RL 0 sSAVE BIT IN D 
0118 OC 0015 DEC i sTECREMENT SHIFT COUNTER 
0119 C20FOL 0017 JF NZ»MULT ‘nO 11 AGAIN IF COUNTER 0 
O11C 220402 0018 Lu CRESAD) »HL *STORE RESULT 
O11F (0000) 0019 ENT 
Errors ° 


Fig. 10.4: Assembler Output—An Example 
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However, other symbols used for constants or memory addresses 
must be defined by the programmer prior to their use. 

A special assembler directive may be used to assign a value to any 
symbol. A directive is essentially an instruction to the assembler which 
will not be translated into an executable statement. For example, the 
constant LOG will be defined as: 


LOG EQU 3002H 


This assigns the value 3002 hexadecimal to the variable LOG. The 
assembler directives will be examined in detail in a later section. 


Constants or Literals 


Constants may traditionally be expressed either in decimal, in hexa- 
decimal, in octal, or in binary, or as alphanumeric strings. In order to 
differentiate between the base used to represent the number, a symbol 
must be used. To load ‘‘0’’ into the accumulator, we will simply write: 


LD A,0 


Optionally a ‘‘D’’ may be used at.the end of the constant. 
A hexadecimal number will be terminated by the symbol ‘‘H’’. To 
load the value ‘‘FF’’ into the accumulator, we will write: 


LD A, OFFH 


An octal symbol is terminated by the symbol ‘‘0”’ or ‘‘Q’’. A binary 
symbol is terminated by ‘‘B’’. 

For example, in order to load the value ‘11111111’ into the accumu- 
lator, we will write: 


LD A, 11111111B 


Literal ASCII characters may also be used in the literal field. The 
ASCII symbol must be enclosed in single quotes. 

For example, in order to load the symbol ‘‘S’’ into the accumulator, 
we will write: 


LD A, ‘S’ 


Exercise 10.1: Will the following two instructions load the same value 
in the accumulator: LD A, ‘5’, and LD A, 5H? 
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Note that in the Zilog convention, parentheses denote an address. 
For example: 


LD A, (10) 


specifies that the accumulator is loaded from the contents of memory 
location 10 (decimal). 


Operators 


In order to further facilitate the writing of symbolic programs, as- 
semblers allow the use of operators. At a minimum, they should allow 
plus and minus so that one can specify, for example: 


LD A, (ADDRESS) 
LD A, (ADDRESS +1) 


It is important to understand that the expression ADDRESS + 1 will 
be computed by the assembler in order to determine the actual memory 
address which must be inserted as the binary equivalent. It will be com- 
puted at assembly time, not at program-execution time. 

In addition, more operators may be available, such as multiply and 
divide, a convenience when accessing tables in memory. More special- 
ized operators may be also available, such as greater than and less 
than, which truncate a two-byte value respectively into its high and low 
byte. 

Naturally, an expression must eva/uate to a positive value. Negative 
numbers may normally not be used and should be expressed in a hexa- 
decimal format. 

Finally, a special symbol is traditionally used to represent the current 
value of the address of the line: ‘‘$’’. This symbol should be interpreted 
as ‘‘current location’’ (value of PC). 


Exercise 10.2: What is the difference between the following instruc- 
tions? 


LD A, 10101010B 
LD A, (10101010B) 


Exercise 10.3: What is the effect of the following instruction? 


JR NC,$ — 2 
Expressions 


The Z80 assembler specifications allow a wide range of expressions 
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with arithmetic and logical operations. The assembler will evaluate the 
expressions in a left-to-right manner, using the priorities specified by 
the table in Figure 10.5. Parentheses may be used to enforce a specific 
order of evaluation. However, the outermost parentheses will denote 
that the contents are to be treated as an address. 


Assembler Directives 


Directives are special orders given by the programmer to the assem- 
bler, which result either in storing values into symbols or into the mem- 
ory, or in controlling the execution or printing modes of the assembler. 
The set of commands which specifically controls the printing modes of 
the assembler is also called ‘‘commands’”’ and is described in a separate 
section. 

To provide a specific example, let us review here the 11 assembler 
directives available on the Zilog development system: 


ORG nn 


This directive will set the assembler address counter to the value nn. In 
other words, the first executable instruction encountered after this 
directive will reside at the value nn. It can be used to locate different 
segments of a program at different memory locations. 


EQU nn 
This directive is used to assign a value to a label. 
DEFL nn 


This directive also assigns a value nn to a label, but may be repeated 
within the program with different values for the same label, whereas 
EQU may be used only once. 


DEFB n 


This directive assigns eight-bit contents to a byte residing at the current 
reference counter. 


DEFB ‘S’ 
assigns the ASCII value of ‘‘S’’ to the byte. 
DEFW nn 


This assigns the value nn to the two-byte word residing at the current 
reference counter and the following location. 
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OPERATOR FUNCTION PRIORITY 


-NOT. or \ 


-AND. or & 
-OR. or 1 
-XOR. 

-EQ. or = 
.GT. or > 
.LT. or < 
.UGT. 
-ULT. 


DEFS nn 


UNARY PLUS 

UNARY MINUS 
LOGICAL NOT 

RESULT 
EXPONENTIATION 
MULTIPLICATION 
DIVISION 

MODULO 

LOGICAL SHIFT RIGHT 
LOGICAL SHIFT LEFT 
ADDITION 
SUBTRACTION 
LOGICAL AND 
LOGICAL OR 

LOGICAL XOR 
EQUALS 

GREATER THAN 

LESS THAN 

UNSIGNED GREATER THAN 
UNSIGNED LESS THAN 


1 
1 
] 
] 
2 
3 
3 
3 
3 
3 
4 
4 
5 
6 
6 
7 
7 
7 
7 
7 


Fig. 10.5: Operator Precedence 


reserves a block of memory size nn bytes, starting at the current value 
of the reference counter. 


DEFM ‘S’ 


stores into memory the string ‘S’ starting at the current reference coun- 
ter. It must be less than 63 in length. 


MACRO PO P1...Pn 


is used to define a label as a macro, and to define its formal parameter 
list. Macros are defined in another section below. 


END 


indicates the end of the program. Any other statements following it will 


be ignored. 


ENDM 


is used to mark the end of a macro definition. 
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Assembler Commands 


Commands are used to modify the format of the listing to control the 
printing modes of the assembler. All commands start with a star in col- 
umn one. Seven commands are provided by the Z80 assembler. Typical 
examples are: 


EJECT 
which causes the listing to move to the top of the next page; and 
LIST OFF 


which causes the printing to be suspended, effective with this com- 
mand. The others are: ‘** HEADING 9’’, ‘‘**LIST ON’’, ‘“*MACLIST 
ON’’, ‘‘**MACLIST OFF’’, ‘‘**INCLUDE FILENAMBP?’’. 


Macros 


A macro is simply a name assigned to a group of instructions. It is a 
convenience to the programmer. If a group of instructions is used sev- 
eral times in a program, we could define a macro to represent them, in- 
stead of always having to write this group of instructions. 

As an example, we could write: 


SAVREG MACRO 
PUSH AF 
PUSH BC 
PUSH DE 
PUSH HL 
ENDM 


then simply write the name ‘‘SSAVREG’’ instead of the above instruc- 
tions. Any time that we write SAVREG, the five corresponding lines 
will get substituted instead of the name. An assembler equipped with a 
macro facility is called a macro-assembler. When the macro assembler 
encounters a SAVREG, it performs a mere physical substitution of 
equivalent lines. 


Macro or Subroutine? 


At this point, a macro may seem to operate in a way analogous to a 
subroutine. This is not the case. When the assembler is used to produce 
the object code, any time that a macro name is encountered, it will be 
replaced by the actual instructions that it stands for. At execution time, 
the group of instructions will appear as many times as the name of the 
macro did. 


598 


PROGRAM DEVELOPMENT 


By contrast, a subroutine is defined only once, and then it can be 
used repeatedly; the program will jump to the subroutine address. A 
macro is called an assembly-time facility. A subroutine is an execution- 
time facility. Their operation is quite different. 


Macro Parameters 


Each macro may be equipped with a number of parameters. As an 
example, let us consider the following macro: 


SWAP MACRO #M, #N, #T 


LD A, #M ;MINTOA 

LD #T, A ; A INTO T (=M) 
LD A, #N >NINTOA 

LD #M, A ; A INTO M (=N) 
LD A, #T > TINTOA 

LD #N, A ; AINTO N (=T) 
END M 


This macro will result in swapping (exchanging) the contents of mem- 
ory locations M and N. A swap between two registers, or two memory 
locations, is an operation which is not provided by the Z80. A macro 
may be used to implement it. ‘‘T’’ in this instance is simply the name 
for a temporary storage location required by the program. As an exam- 
ple, let us swap the contents of memory locations ALPHA and BETA. 
The instruction which does this appears below: 


SWAP (ALPHA), (BETA), (TEMP) 


In this instruction, TEMP is the name of some temporary storage 
location, which we know to be available and which can be used by the 
macro. The resulting expansion of the macro appears below: 


LD A, (ALPHA) 
LD (TEMP), A 
LD A, (BETA) 
LD (ALPHA), A 
LD A, (TEMP) 
LD (BETA), A 


The value of a macro should now be apparent: it is convenient for the 
programmer to use pseudo-instructions, which have been defined with 
macros. In this way, the apparent instruction set of the Z80 can be ex- 
panded at will. Unfortunately, one must bear in mind that each macro 
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directive will expand into whatever number of instructions were used. A 
macro will, therefore, run more slowly than any single instruction. Be- 
cause of its convenience for the development of any long program, a 
macro facility is highly desirable for such applications. 


Additional Macro Facilities 


Many other directives and syntactic facilities may be added to a sim- 
ple macro facility; macros may be nested, i.e., a macro call may appear 
within a macro definition. Using this facility, a macro may modify it- 
self with a nested definition! A first call will produce one expansion, 
whereas subsequent calls will produce a modified expansion of the same 
macro. This is allowed by the Z80 assembler, but nested definitions are 
not allowed. 


CONDITIONAL ASSEMBLY 


Conditional assembly is another facility provided in the Z80 assem- 
bly. With a conditional assembly facility, the programmer can devise 
programs for a variety of cases, and then conditionally assemble the 
segments of codes required by a specific application. As an example, an 
industrial user might design programs to take care of any number of 
traffic lights at an intersection, for a variety of control algorithms. He 
will then receive the specifications from the local traffic engineer, who 
specifies how many traffic lights there should be and which algorithms 
should be used. The programmer will then simply set parameters in his 
program and assemble conditionally. The conditional assembly will 
result in a ‘‘customized’”’ program which will retain only those routines 
which are necessary for the solution to the problem. 

Conditional assembly is, therefore, of specific value to industrial 
program generation in an environment where many options exist and 
where the programmer wishes to assemble portions of programs quick- 
ly and automatically in response to external parameters. 

Only two conditional pseudo-OPs are provided in the standard 
micro-assembler version supplied by Zilog. They are respectively: 


COND NN and ENDC 


where NN represents an expression. The pseudo-OP ‘‘COND NN”’ will 
result in the evaluation of the expression NN. As long as the expression 
evaluates to a true value (non-zero), the statement following the COND 
will be assembled. However, if the expression should be false, i.e., eval- 
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uate to a zero value, the assembly of all subsequent statements will be 
disabled up to the ENDC instruction. 

ENDC is used to terminate a COND, so that the assembly of subse- 
quent statements is re-enabled. The COND pseudo-OP’s cannot be 
nested. 

In theory, more powerful conditional assembly facilities could exist, 
with ‘‘IF’’ and ‘‘ELSE”’ specification. They may become available in 
future versions of the assembler. 


SUMMARY 


This chapter has presented the techniques and the hardware and soft- 
ware tools required to develop a program, along with the various trade- 
offs and alternatives. 

These range at the hardware level from the single-board microcom- 
puter to the full development system; at the software level, from binary 
coding to high-level programming. 

You will have to select them on the basis of your goals and resources. 
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CONCLUSION 


We have now covered all important aspects of programming, from 
definitions and basic concepts to the internal manipulation of the Z80 
registers, to the management of input/output devices, as well as the 
characteristics of software development aids. What is the next step? 
Two views can be offered, the first one relating to the development of 
technology, the second one relating to the development of your own 
knowledge and skill. Let us address these two points. 


TECHNOLOGICAL DEVELOPMENT 


The progress of integration in MOS technology makes it possible to 
implement more and more complex chips. The cost of implementing the 
processor function itself is constantly decreasing. The result is that 
many of the input/output chips or the peripheral-controller chips used 
in a system now incorporate a simple processor. This means that most 
LSI chips in the system are becoming programmable. An interesting 
conceptual dilemma is now developing. In order to simplify the soft- 
ware design task, as well as to reduce the component count, the new 
I/O chips now incorporate sophisticated programmable capabilities: 
many programmed algorithms are now integrated within the chip. 
However, as a result, the development of programs is complicated by 
the fact that all these input/output chips are radically different and 
need to be studied in detail by the programmer! Programming the 
system is no longer programming the microprocessor alone, but also 
programming all the other chips attached to it. The learning time for 
every chip can be significant. 

Naturally, this is only an apparent dilemma. If these chips were not 
available, the complexity of the interface to be realized, as well as of the 
corresponding programs, would be still greater. The new complexity 
that is introduced is the need to program more than just a processor, 


602 


CONCLUSION 


and to learn the various features of the different chips in a system. How- 
ever, it is hoped that the techniques and concepts presented in this book 
will make this a reasonably easy task. 


THE NEXT STEP 


You have now learned the basic techniques required to program sim- 
ple applications on paper. That was the goal of this book. The next step 
is actual practice for which there is no substitute. It is impossible to learn 
programming completely on paper; experience is required. You should 
now be in a position to start writing your own programs. It is hoped 
that this journey will be a pleasant one. 
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HEXADECIMAL CONVERSION TABLE 


1) 
1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
8B 
Cc 
18) 
E 
F 


ae rs Re eee 


5 
HEX DEC 


ee eee ee ee 


8 32,768] 8 2,048] 8 128 
9 9,437,184] 9 589,824] 9 ie ae 9 144 
A 10,485,760| A 655,360] A 40,960] A 2,560] A 160] A 10 
D 13,631,488] D 851,968] D 53,2481 D 3,328] D 208 | D 13 
F 15,728,640] F 983,040] F 61,440] F 3,840] F 240 | F 15 
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0 
1 
2 
3 
4 
5 
6 
7 
8 
9 
A 
B 
Cc 
D 
E 
F 


APPENDIX B 


ASCII CONVERSION TABLE 


ODONONOFSWNH | O 


OZSZrxXxe-—-TO MmMIIOVPFE 
POUR ON<K<xS<CHHDON 


VV I Awe ee 


o3a3-x~x~-sFaO-R7AnDTD! 


THE ASCII SYMBOLS 
—Null DLE —Data Link Escape 
— Start of Heading DC  —Device Control 
— Start of Text NAK —Negative Acknowledge 
—End of Text SYN —Synchronous Idle 
—End of Transmission ETB —End of Transmission Block 
— Enquiry CAN —Cancel 
— Acknowledge EM —End of Medium 
—Bell SUB —Substitute 
— Backspace ESC —Escape 
— Horizontal Tabulation FS —File Separator 
—Line Feed GS —Group Separator 
— Vertical Tabulation RS —Record Separator 
— Form Feed US  —Unit Separator 
— Carriage Return SP —Space (Blank) 
—Shift Out DEL —Delete 
—Shift In 


SoNK xX Secor nADD 


’ 
+ 


Vue 


is) 
m 
rc 
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RELATIVE BRANCH TABLES 


FORWARD RELATIVE BRANCH TABLE 


40. 4) 42. 43 44 ~~ «45 


56 57 58 59 60 61 62 63 
72, «(73 74 75 76 77 78 79 
88 89 90 9) 92 93 94 95 
104 105 106 107 108 109 #110 #111 
120 121 122. 123 #124 #125 126 127 


BACKWARD RELATIVE BRANCH TABLE 


2 3 4 5 6 7 8 9 A 8 G D 


128 127 126 125 124 123° 122 121 120 119 #118 117 16 115) (114 
W2 111 110 109 +108 107 106 105 104 103 102 101 100 99 


55 53 
46 45 4) 37 
30 29 26 23 22 21 
14 13 12 VW 10 9 7 6 5 
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DECIMAL TO BCD CONVERSION 


DECIMAL 
0 00010000 10010000 
1 0001 11 00010001 91 10010001 
2 0010 12 00010010 92 10010010 
3 0011 13 00010011 93 10010011 
4 0100 14 00010100 94 10010100 
5 0101 15 00010101 95 10010101 
6 0110 16 00010110 96 10010110 
7 0111 17 00010111 97 10010111 
8 1000 18 00011000 98 10011000 
9 1001 19 00011001 99 10011001 
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Z80 INSTRUCTION CODES 


(The literal d is shown as 05 in the object code.) 


SOURCE 
STATEMENT 


SOURCE 
STATEMENT 


8E A AHL) 
DD8E05 AAIX+d) 
FD8E05 AY +d) 
8F A.A 
88 A,B 

89 A.C 
BA A,D 
8B AE 
8c AH 
8D AL 
CE20 An 
ED4A HL,BC 
ED5A HL,DE 
ED6A HL,HL 
ED7A HL,SP 
86 AHL) 
DD8605 AAIX+d) 
FD8605 A(IY+d) 
87 AA 

80 AB 

81 AC 

82 A.D 

83 AE 

84 AH 

85 AL 
C620 An 

09 HL,BC 
19 HL,DE 
29 HL,HL 
39 HL,SP 
DDOg 1X,BC 
DD19 1X,DE 
DD29 1X,1X 
DD39 1X,SP 
FDO9 1Y,BC 
FD19 1Y,DE 
FD29 1Y,1Y 
FD39 1Y,SP 
AG (HL) 
DDA605 (1X+d) 
FDA605 (1Y+d) 
AT 

AO 

Al 

A2 

A3 

A4 

AS 


E620 

CB46 0,(HL) 
DDCB0546 0,(1X+d) 
FDCB0546 0,(1Y +d) 
CB47 0,A 
CB40 0,B 
CB41 0,C 
CB42 0,D 
CB43 O.E 
CB44 0,H 
CB45 O.L 
CB4E 1 (HL) 
DDCBO54E 1,(1X+d) 
FDCBO54E 1,(1Y+d) 
CB4F 1,A 
CB48 1,B 
CB49 1,C 
CB4A 1,D 
CB4B 1,E 
CB4C 1,H 
CB4D ‘lst. 
CB56 2,(HL) 
DDCBO0556 2,(1X+d) 
FDCB0556 2,(1Y+d) 
CB57 2,A 
CB50 2,B 
CB51 2,C 
CB52 2,0 
CB53 2;E 
CB54 2,H 
CB55 2,L 
CB5E 3,(HL) 
DDCBOS5E 3,(1X+d) 
FDCBOS55E 3,(1Y +d) 
CB5F 3,A 
CB58 3,B 
CB59 3.C 
CB5A 3,D 
CB5B 3,E 


CB5C 3,H 
CB5D 3.L 
CB66 4,(HL) 
DDCBO0566 4,(1X+d) 
FDCBOS66 4,\1Y+d) 
CB67 4A 
CB60 4B 
CB61 4c 
CB62 4,0 


608 


APPENDIX 


SOURCE SOURCE 
STATEMENT STATEMENT 


CB63 4,£ EDB1 

CB64 4H EDA1 

CB65 4 2F 

CB6E 5,(HL) 27 

DDCBOS6E 5,(1X+d) 35 (HL) 
FDCBO5S6E 5 (IY +d) DD3505 AXtdh 
CREE 5A FD3505 (1Y +d) 
CB68 5B — A 
cB69 5.C ne e 
c86A 5,0 oe BC 
CB6B 5,E 

CB6C 5H 15 

CB6D 5.L = 

CB76 6,(HL) 

DDCB0576 6,(1X+d) 

FDCB0576 6,(1Y+d) 

CB77 6A 

CB70 6.8 

cB71 6.C 

cB72 6D 

CB73 6E 

CB74 6H 

CB75 6L (SP),HL 
CB7E 7,(HL) (SP) ,1X 
DDCB057E 7.(1X+d) (SP),1Y 
FDCBO57E 7,1Y +d) AF.AF’ 
CB7F 7A DE,HL 
CB78 7.8 

CB79 7,.C 

CB7A 7,D ED46 0 
CB7B TE ED56 1 
CB7C 7H EDS5E 2 
CB7D TL ED78 AIC) 
DC8405 C,nn ED40 B,(C) 
FC8405 M,nn ED48 C.(C) 
D48405 NC,nn EDSO DAC) 
C48405 NZ,nn ED58 E,(C) 
F48405 Pinn ED60 H,(C) 
EC8405 PE,nn ED68 L.(C) 
£48405 PO,nn 34 (HL) 
CC8405 Z.nn 0D3405 (1X+d) 
cCD8405 nn FD3405 (1Y¥+d) 
3F 3c A 

BE (HL) 04 B 
DDBEOS (IX+d) 03 BC 
FDBE05 (1Y +d) oc 

BF A 14 

B8 13 

B9 1c 

BA 24 

BB 23 

BC 

BD 


609 


PROGRAMMING THE Z80 


610 


EDAA 
EDBA 
EDA2 
EDB2 
C38405 
EQ 
DDE9 
FDE9 
DA8405 
FA8405 
028405 
C28405 
F28405 
EA8405 
E28405 
CA8405 
382E 
302E 
202E 
282E 
182E 
02 
12 
77 
70 
71 
72 
73 
74 
75 
3620 
007705 
DO7005 
0D7105 
DD7205 
DD7305 
0D7405 
DD7505 
DD360520 
FD7705 
FD7005 
FD7105 
FD7205 
FD7305 
FD7405 
FD7505 
FD360520 
328405 
ED438405 
ED538405 
228405 
DD228405 
FD228405 
ED738405 


OA 
1A 


7E 


SOURCE 
STATEMENT 


(HL) 
(1X) 
(ry) 
C.nn 
M.nn 
NC. nn 
NZ,nn 
Pinn 
PE. nn 
PO.nn 
Z.nn 
Ce 
NC,e 
NZ,e 
Ze 
e 
(BC),A 
(DE),A 
(HL),A 
(HL),B 
(HL),C 
(HL),D 
(HL),E 
(HL),H 


(HL).L 
(HL),n 


(IX+d),A 
(IX+d),B 
(IX+d),C 
(IX+d),D 
(IX+d),E 
(1X+d),H 
(IX+d),b 
(IX+d),n 
(tY¥+d),A 
(1Y¥+d),B 
(1¥+d),C 
(1Y¥+d).D 
(1Y+d),E 
(1¥+d),H 
(1¥+d),L 
(tY¥+d),n 
(nn),A 
(nn),BC 
(nn),DE 
(nn),HL 
(nn) 1X 
(nn) ,1Y¥ 
(nn),SP 
A,(BC) 
A,(DE) 
A,(HL) 


Wit 


DD7E05 
FD7E05 
3A8405 

7F 

78 

79 

7A 

7B 

7C 


EDS57 
7D 


3E20 
ED5F 
46 
0D4605 
FD4605 
47 

40 

41 

42 

43 


44 
45 


0620 
ED4B8405 
018405 
4E 
DD4E05 
FD4E05 
4F 
48 
49 
4A 
4B 
4c 
4D 
0E20 
56 
DD5605 
FD5605 
57 
50 
51 
52 
53 
54 
55 
1620 
ED5B8405 
118405 
5E 
DD5E05 
FD5E05 
5F 
58 
59 
5A 


SOURCE 
STATEMENT 


A,(1X+d) 
A,(1Y +d) 
A,(nn) 
AA 

A,B 

A,C 
A.D 

A,E 

AH 

Al 

A,L 

A,n 

A,R 

B (HL) 
B,(1X+d) 
BLY +d) 
BA 

B,B 

B.C 

B,D 

B,E 

B.H 

B,L 


B,n 
BC,(nn) 
BC.nn 
C,(HL) 
C(tX+d) 
C(1Y +d) 
CA 

C,B 

C.c 

c,D 

C,E 

C,H 

one 

Cn 
D,(HL) 
D,itX+d) 
DIY +d) 
DA 

D,B 

D,C 


E,(IX+d) 
E,(1Y+d) 
EA 
E,B 
E,C 
E,D 


5B 

5C 

5D 
1E£20 
66 
DD6605 
FD6605 
67 


60 
61 


62 


63 
64 


65 

2620 
2A8405 
218405 
ED47 
DD2A8405 
DD218405 
FD2A8405 
FD218405 
6E 
DD6E05 
FD6E05 


6F 
68 


69 

6A 

6B 

6C 

6D 
2E20 
ED4F 
ED7B8405 
FQ 
DODF9 
FDF9 
318405 
EDA8& 
EDB8 
EDAO 
EDBO 
ED44 
00 

B6 
DDB605 
FDB605 
B7 

BO 

B1 

B2 

B3 

B4 

BS 
F620 
ED8B 


SOURCE 
STATEMENT 


H,(1X+d) 
H,(1Y+d) 
H,A 


H.B 
H,C 


H,D 


H.E Fi 
H.H C1 


HL D1 

Hin E1 

HL,(nn) DDE1 

HL,nn FDE1 

LA F5 

1X,(nn) c5 

I1X,nn DS 

1Y (nn) ES 

1Y¥,nn DDES5S 

LHL) FDES 

L,(IX+d) CB86 

L,(1Y+d) DODCBO586 

LA FDCB0O586 

LB CB87 

L,C CB80 

L.D CB81 

LE CB82 

LH CB83 

LL CB84 

Ln CB85 

RA CB8E 

SP (nn) DDCBO58E 

SP,HL F DCBOS58E 

SP,IX CB8F 

SP,IY CB88 

SP,nn cB89 
CB8A 
CB8B 
CB8C 
CB8D 
CB96 
DDCBO596 
F DCBO596 
CB97 
CB90 
CB91 
cB92 
CB93 
cB94 
CB95 
CB9E 
DDCBOS9E 
F DCBOS9E 


APPENDIX 


SOURCE 
STATEMENT 


(C),A 
(C),B 
(C),C 
(C),D 
(C),E 
(C),H 
(C),L 
(n),A 


AF 
BC 
DE 
HL 
IX 


lY 
AF 


BC 

DE 

HL 

IX 

lY 
0,(HL) 
0,(1X+d) 
0,(1Y+d) 
0,A 

0,B 

0,C 

0,0 

0,E 

0,H 

0,L 
1,(HL) 
1,(1X+d) 
1,(1Y +d) 
1,A 

1,B 

1.C 

1,D 

1,E 

1,H 

1,L 
2,(HL) 
2,(1X+d) 
2,(1Y +d) 
2A 

2,8 

2,C 

2,0 

2,E 

2,H 

2L 
3,(HL) 
3,(1X+d) 
3,(1Y+d) 
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SOURCE SOURCE 
STATEMENT STATEMENT 


CBOF 3,A ED4D 

CB98 3,B ED45 

cB99 3,C CB16 (HL) 
CB9A 3,D DDCB0516 (1X+d) 
CB9B 3,E FDCB0516 (1Y¥+a) 
CB9C 3,H CB17 

CB9D 3,L CB10 

CBAG6 4,(HL) CB11 

DDCBO5A6 4,(IX+d) CB12 

FDCBO5A6 4,(1Y+d) CB13 

CBA7 4,A CB14 

CBAO 4,8 cB15 

CBA1 4,C 17 

CBA2 4,0 CB06 (HL) 
CBA3 4.€ DDCBO0506 (IX+d) 
CBA4 4,H FDCB0506 (1Y+d) 
CBAS 4,L CBO7 A 
CBAE 5,(HL) CBOO 

DDCBOS5AE 5,(IX+d) cBo1 

FDCBOS5AE 5,(1Y+d) CBO2 

CBAF 5A CB03 

CBA8 5,B CB04 

CBAQ 5,C CBOS 

CBAA 5,D 07 

CBAB 5.E ED6F 


CBAC 5H CBIE (HL) 
CBAD 5,L DDCBOS1E (1X+d) 


CBB6 6,(HL) FDCBOS1E (1Y¥ +d) 


CBIF 
CB18 
CB19 
CBIA 
CB1B 
CB1C 
CB1D 

1F 

CBOE 
DDCBOSOE 
FDCBOS50E 
CBOF 
CBO8 
CBO9 
CBOA 


DDCB05B6 6,(1X+d) 
FDCBO5B6 6,(1Y+d) 
CBB7 6A 
CBBO 6.8 
CBB1 6,C 
CBB2 6,0 
CBB3 6.E 
cBB4 6.H 
CBB5 6.L 
CBBE 7,(HL) 
DDCBO5BE 7,A1X+d) 
FDCBO5BE 7,(1Y+d) 
CBBF 7,4 
cBB8 7B 
CBB9 7,.C 

CBBA 7,0 oe 
oere ve cBOD 
CBBC 7H OF 
CBBD TL ED67 
sae c7 
b& CF 

F8 pa 
Do ne 
co 57 

FO EF 
E8 e7 

EO FF 
cs DE20 
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SOURCE SOURCE 
STATEMENT STATEMENT 


9E A,(HL) DDCBOSE6 4,(1X+d) 
DD9E0S A,(1X+d) FOCBOSE6 4,(1Y+d) 
FD9E05 A,(1Y+d) CBE7 4A 

OF AA CBEO 4,B 

98 A,B CBE1 4,C 

99 A.C CBE2 4,D 

9A A,D CBE3 4,E 

9B AE CBE4 4,H 

9c A,H CBES 4,L 

9D AL CBEE 5,(HL) 
ED42 HL,BC DDCBOSEE 5,(1X+d) 
ED52 HL,DE FOCBOSEE 5,(1Y+d) 
ED62 HL,HL CBEF 5,A 
ED72 HL,SP CBE8 5,B 


37 CBE9 5,C 
CBC6 0,(HL) CBEA 5,0 


DDCBOS5C6 0,(IX+d) CBEB 5,E 
FDCBOS5C6 0,(1Y +d) CBEC 5,H 


CBC7 0,A CBED 5,L 
CBCO 0,8 CBF6 6,(HL) 
cBCc1 0,C DDCBOS5FE 6,(1X+d) 


CBC2 0,0 FDCBO5F6 6,(1Y+d) 
CBC3 0,E CBF7 6,A 


Ceca OH CBFO 6.B 
soe OL CBF1 6.C 
CBCE 1 AHL} CBF2 6,0 
DDCBOSCE 1,(1X+d) Cars 6E 
FDCBOSCE 1,(1Y+d) CBF4 6H 


CBCF 1A CBF5 6,L 
CBC8 CBFE 7,(HL) 
CBC9 : DDCBOSFE 7,(1X+d) 
CBCA ' FDCBOSFE 7,(1Y+d) 
cBCB . CBFF 7A 
CBCC . CBF8 7B 
CBCD ine CBF9 1c 
CBD6 2,(HL) CBFA 7D 
DDCB05D6 2,1X+d) CBFB TE 
FDCBO5D6 2,(1Y+d) CBFC 7,H 
CBD7 2A CBFD 7L 
CBDO 2,.B CB26 

CBD1 2c DDCB0526 

CBD2 2,0 FDCB0526 

CBD3 2,E CB27 

CBD4 2,H CB20 

CBDS 2, CB21 

CBD8 3,B CB22 

CBDE 3,(HL) CB23 

DDCBO5DE 3,(1X+d) cB24 

FDCBOS5DE 3,(1Y+d) CB25 

CBDF 3A CB2E (HL) 
CBD9 3c DDCB052E (IX+d) 
CBDA 3,0 FDCBO52E (1Y +d) 
CBDB 3,€ CB2F A 
CBDC 3,H CB28 B 
CBDD Siu cB29 c 
CBE6 4,(HL) CB2A D 
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SOURCE 
STATEMENT 


CB2B 

CB2C 

CB2D 

CB3E (HL) 
ODCBOS3E (1X+d) 
FOCBO53E (1Y¥ +d) 
CB3F 

CB38 

CB39 

CB3A 

CB3B 

CB3C 

CB3D 

96 

009605 

FD9605 

97 

90 

91 

92 

93 

94 

95 

D620 

AE (HL) 
ODAEO0S (IX+d) 
FDAEOS (1tY¥+d) 
AF A 

A8 

AQ 

AA 

AB 

AC 

AD 


(Courtesy of Zilog Inc.) 
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ADC A, (HL) 
ADCA, n 
ADC A, r 
ADD A, (HL) 
ADDA, n 
ADDA, r 
ADD HL, BC 
ADD HL, DE 
ADD HL, HL 
ADD HL, SP 
AND n 
AND r 

AND (HL) 
CALL C, nn 
CALL M, nn 
CALL NC, nn 
CALL nn 
CALL NZ, nn 
CALL P, nn 
CALL PE, nn 
CALL PO, nn 
CALL Z, nn 
CCF 

CPr 

CP (HL) 

CPL 

CPn 

DAA 

DEC BC 

DEC DE 

DEC HL 

DEC r 

DEC SP 

DEC (HL) 

DI 

El 

EX DE, HL 


APPENDIX F 


Z80 to 8080 EQUIVALENCE 


ADC M 

ACI [B2] 
ADCr 

ADD M 

AD! [B2] 
ADD r 

DAD B 

DAD D 

DAD H 

DAD SP 

ANI [B2] 
ANA r 
ANAM 

CC [B2] (B3] 
CM [B2] (B3] 
CNC [82] (B3]} 
CALL 

CNZ [B2] (B3} 
CP [B2) (B3) 
CPE (B2] (B3]} 
CPO [B2] (B3} 
CZ [B2] (B3] 
CMC 

CMP r 

CMP M 
CMA 

CPI [B2] 
DAA 

DCX B 

DCX D 

DCX H 

DCRr 

DCX SP 
DCRM 

dl 

El 


EX (SP), HL 
HALT 
INA, (n) 
INC BC 
INC DE 
INC HL 
INC r 

INC SP 
INC (HL) 
JPC, nn 
JPM, nn 
JP.NC, nn 
JPnn 
JPNZ, nn 
JPP, nn 
JP PE, nn 
JP PO, nn 
JPZ, nn 
JP (HL) 

LD A, (DE) 
LDA, (nn) 
LD DE, nn 
LD SP, nn 
LD (BC), A 
LD (DE), A 
LD (HL), r 
LD (nn), A 
LD (nn), HL 
LD A, (BC) 
LD BC, nn 
LD HL, (nn) 
LD HL, nn 
LD r, (HC) 
LOr,n 
LDr,r' 

LD SP, HL 
NOP 


XTHL 
HLT 

IN [B2] 
INXB 
INX D 
INX H 
INRr 
INX SP 
INRM 


JC (B2} [B3] 
JM [B2][B3] 


JNC [B2 
JMP [B2 
JNZ [B2] 


(B3] 
(B3] 
[83] 


JP (B2] [83] 


JPE [82] 
JPO [B2 


83] 
(B3) 


JZ (B2} [B3] 


PCHL 
LDAX 


LDA (B2 


(83) 


LXID, (B2] (B3] 
LXI SP, (B2) [B3] 


STAX B 
STAXD 

MOV M, 
STA [B2] 


r 


(B3) 


SHLD (B2] [83] 


LDAX B 


LXIB, (B2] (B3] 
LHLD [B2] [B3] 
LX! H [B2] (B3] 
MOV 1, M 
MVIr, [B2] 


MOV rl, 
SPHL 
NOP 


2 


ORn 

ORr 

OR (HL) 
OUT (n), A 


POP AF 
POP BC 


POP DE 
POP HL 
PUSH AF 
PUSH BC 
PUSH DE 
PUSH HL 
RET 
RETC 
RETM 
RET NC 
RET NZ 
RETP 
RET PE 
RET PO 
RETZ 
RLA 
RLCA 
RRA 
RRCA 
RSTP 
SBC A, (HL) 
SBCA, n 
SBCA, r 
SCF 

SUB n 
SUBr 
SUB (HL) 
XORn 
XORr 
XOR (HL) 


ORI [82] 
ORAr 
ORAM 
OUT [B2] 
POP PSW 
POPB 


POP D 
POP H 
PUSH PSW 
PUSH B 
PUSH D 
PUSH H 
RET 


RSTP 
SBBM 
SBI [B2] 
SBBr 
STC 

SUI (B2] 
SUB r 
SUBM 
XRI (B2] 
XRAr 
XRAM 
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ACI [B2] 
ADC M 

ADC r 

ADD M 

ADD r 

AD! [B2] 
ANAM 

ANA r 

ANI [B2] 
CALL 

CC [B2] [B3] 
CM [B2] [B3] 
CMA 

CMC 

CMP M 

CMP r 

CNC [B2] [B3]} 
CNZ [B2] [B3] 
CP (B2] [83] 
CPE (B2] [B3] 
CPI (B2] 
CPO [B2] [B3] 
CZ [B2] [B3] 
DAA 

DAD B 

DAD D 

DAD H 

DAD SP 
DCRM 
DCRr 

DCX B 

DCX D 

DCX H 

DCX SP 

DI 

El 


APPENDIX G 


8080 to Z80 EQUIVALENCE 


z80 


ADCA, n 
ADC A, (HL) 
ADCA, r 
ADD A, (HL) 
ADDA, r 
ADD A, n 
AND (HL) 
AND r 

AND n 
CALL nn 
CALL C, nn 
CALL M, nn 
CPL 

CCF 

CP (HL) 
CPr 

CALL NC, nn 
CALL NZ, nn 
CALL P, nn 
CALL PE, nn 
CPn 

CALL PO, nn 
CALL Z, nn 
DAA 

ADD HL, BC 
ADD HL, DE 
ADD HL, HL 
ADD HL, SP 
DEC (HL) 
DECr 

DEC BC 
DEC DE 
DEC HL 
DEC SP 

Dl 

El 


IN [B2] 

INRM 

INRr 

INX B 

INX D 

INX H 

INX SP 

JC [B2] [B3] 
JM [B2] (B3] 
JMP [B2] [B3] 
JNC [B2] [B3] 
JNZ [B2] [B3] 
JP (B2] [B3]} 
JPE (B2] [B3] 
JPO [B2] [B3] 
JZ [B2) (B3] 
LDA [B2] [B3]} 
LDAX B 

LDAX D 

LH LD (B2] (B3] 
LX! B [B2] (B3]} 
LDID [B2] [B3} 
LXI-H [B2] (B3) 
LX1 SP [B2] (B3] 
MOV M, r 
MOV r, M 
MOV rl, r2 
MVIM 

MVIr [B2] 
NOP 

ORAM 

ORAr 

ORI (B2} 

OUT [B2] 
PCHL 

POP B 

POP D 


INA, (n) 
INC (HL) 
INCr 

INC BC 
INC DE 
INC HL 
INC SP 
JPC, nn 
JPM, nn 
JPnn 
JPNC, nn 
JPNZ, nn 
JPP, nn 
JP PE, nn 
JP PO, nn 
JPZ,nn 
LD A, (nn) 
LD A, (BC) 
LDA, (DE) 
LD HL, (nn) 
LD BC, nn 
LD DE, nn 
LD HL, nn 
LD SP, nn 
LD (HL), r 
LD r, (HL) 
Lr, r! 

LD (HL), n 
LDr,n 
NOP 

OR (HL) 
ORr 

ORn 

OUT (n),A 
JP (HL) 
POP BC 
POP DE 


POP H 
POP PSW 
PUSH B 


PUSH D 
PUSH H 


PUSH PSW 
RAL 
RAR 

RC 

RET 

RLC 

RM 
RNC 
RNZ 

RP 

RPE 
RPO 
RRC 
RST 

RZ 
SBBM 
SBBr 
SBI (B2] 
SHLD [B2] [B3] 
SPHL 
STA (B2] [B3] 
STAX B 
STAX D 
STC 
SUB M 
SUBr 
SUI [B2] 
XCHG 
XRAM 
XRAr 
XRI [B2]} 
XTHL 


POP HL 
POP AF 
PUSH BC 


PUSH DE 
PUSH HL 


PUSH AF 
RLA 

RRA 
RETC 

RET 

RLCA 
RETM 
RET NC 
RET NZ 
RETP 

RET PE 
RET PO 
RRCA 
RSTP 

RET Z 

SBC A, (HL) 
SBCA, r 
SBCA, n 
LD (nn), HL 
LD SP, HL 
LD (nn), A 
LD (BC), A 
LD (DE), A 
SCF 

SUB (HL) 
SUB r 
SUB n 

EX DE, HL 
XOR (HL) 
XORr 
XOR n 

EX (SP), HL 


A 

absolute addressing 
ACT 
accumulator 
ADC 

ADC, A,s 

ADC HL, ss 
ADD 

ADD A, (HL) 
ADD A, (IX + d) 
ADD A, (IY + d) 
ADDA,n 

ADD A,r 

ADD HL, ss 
ADD IX, rr 
ADDIY, rr 
addition 

address bus 
address registers 
addressing 
addressing modes 


INDEX 


108, 439, 446 

61 

439 

101 

190 

192 

101 

84, 194 

196 

198 

67, 200 

67, 75, 76, 201 
203 

205 

207 

58, 95, 100, 105 
47 

51 

438, 442 

438, 440, 444, 445 


addressing techniques 438 
algorithm 15, 16, 114, 539 
alphabetic list 558, 565, 569, 570 
alphanumeric data 39 
ALU 46, 77, 85 
AND 166, 167 
AND s 209 
application examples 520 
arithmetic-logical unit 46, 61 
arithmetic programs 94 
arithmetic shift 119 
ASCII 39, 524, 525 
ASCII conversion table 40 
assembler 96, 582, 590 
assembler directives 596, 598 
assembler fields 590 
assembly-language 67, 580, 592 
assigning a value 593 
asynchronous 471, 496, 518 
automated Z80 

instructions 142, 453, 455 


B 

B 62 
banks of registers 62 
BASIC 24 
basic architecture 46 
basic concepts 15 
basic programming choices 579 
basic programming techniques 94 
BCD 35, 37, 525 
BCD addition 107, 110 
BCD arithmetic 107 
BCD block transfers 530 
BCD flags 112 
BCD representation 35 
BCD subtraction 110 
BCD table 35 
benchmark 470 
binary 20, 21, 22, 41, 45 
binary code 19 
binary digit 18 
binary division 133 
binary logic 18 
binary representation 41 


546, 558, 559, 560, 
561, 566, 567, 568 


binary search 


BIT b, (HL) 211 
BIT b, (IX + d) 213 
BIT b, (IY + d) 215 
BIT b,r 217 
bit 18, 20, 41 
bit addressing 448 
bit manipulation 172, 173 
bit serial transfer 471, 472 


block 540, 542, 544 
block transfer 450, 451, 453, 458, 530 
block transfer 


instructions 163, 450, 452 
bootstrap 48 
bracket testing 523 
branch instruction 441 
branching point 115 
break character 467 
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breakpoint 584, 586 
bubble-sort 533, 534, 535, 536, 537 
buffer register 59, 61 
buffered 49 
buffers 61 
bus request 497 
BUSRQ 92, 497 
byte 18, 19, 41, 444 
Cc 

Cc 28, 30, 31, 62, 73 
CALL 145, 156, 446, 500 
CALL cc, pq 219 
CALL pq 222 
CCF 224 
CALL SUB 143, 144, 145 
carry 22, 23, 26, 28, 30, 174 
central-processing unit 46 
checksum computation 528 
circular list 544, 545 
classes of instructions 154 
clearing memory 520 
clock 47 
clock cycles 69 
clock-synchronous logic 86 
code conversion 525 
coding 16 
combination chips 48 
commands 16 
comment field 590 
compare 531 
compiler 545, 581, 582 
COND 600 
conclusion 602 
conditional assembly 600 
conditional instruction 50 
constants 439, 445, 594 
control box 49 
control bus 47 
control instructions 157, 185 


control registers 512, 513, 515 


control signals 91 
control unit 46 
count the zeroes 529 
counter 463, 465 
CP 166 
CPs 225 
CPD 227 
CPDR 229 
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CPI 231 
CPIR 233 
CPL 165, 235 
CPU 46, 187 
critical race 60 
CRT display 44, 587 
crystal 47 
CU 46 
D 

D 62, 74 
DAA 109, 236 
data buffer S11 
data bus 47 
data counters 51 
data direction register 512 
data processing 155 
data processing instructions 164 
data ready 469 
data representation 548 
data structures 539 
data transfers 154, 158, 160 
debugger 583 
debugging 18 
decimal 20, 21, 22 
DEC m 238 
DEC rr 240 
DEC IX 242 
DEC IY 243 
decode 71, 86 
decoding 56 
decoding logic 49 
decrement 164, 442 
DEFB 596 
DEFL 596 
DEFM 597 
DEFS 597 
DEFW 596 
delay generation 463 
delay loop 464, 483 
deleting 553, 565, 574 
design examples 548 
destination register 67 
development systems 587 
DFB 596 
DI 244 
direct addressing 439, 441 
direct binary 19 
direction register 515 


directives 
directories 
disk operating system 
displacement 
displacement field 
DJNZe 

DMA 

documenting 

DOS 

doubly-linked lists 
double-precision format 
drivers 


E 

E 

EBCDIC 

echo 

editor 

EI 

8-bit addition 

8-bit division 

element deletion 

element insertion 

emulator 

END 

ENDC 

ENDM 

EPROM’s 

EQU 

error 

error messages 

EX AF, AF 

exchange instructions 

Exclusive ORing 

EX DE, HL 

executable statements 

execute 

execution 

execution cycle 

exponent 

EX (SP), HL 

EX (SP), IX 

EX (SP), IY 

extended addressing 

external representation 
of information 

EXX 


146, 571, 580, 594 


541, 545 
541, 582 
63 

442 

245 
491, 498 
97 

582 
545, 546 
34 

49 


62 

39 

486 

583 

247 

95 

134, 137 
564 

550, 563 
583 


162 

31 

249 

16 

71 

56, 69, 599 
55 

37, 38 

250 

252 

254 

160, 441, 446 


41,44 
256 


INDEX 


F 
F 61 
fetch 55, 70, 84 
fetch-execute overlap 78 
FIFO 543 
file directory 541 
flags 31, 50, 51, 179, 180 
flags register 61 
flip-flops 51 
floating point representation 37, 38 
flowcharting 16, 17, 114, 
450, 464, 469, 494, 559 
front panel 45, 589 
G 
general purpose registers 51 
getting characters in 522 
H 
H 62, 176 
half-carry flag (H) 176 
HALT 92, 185, 257 
handshaking 477, 478, 511 
hardware 93 
hardware delays 465 
hardware organization 46 
hardware resources 587, 589 
HEX 525 
hexadecimal 41, 42, 481 
hexadecimal coding 43,579 
high byte 103 
high level language 581 
I 
I 63 
IFF1 499 
IFF2 499 
illegal code 107 
IMO 258 
IM 1 259 
IM 2 260 
immediate addressing 108,159,439,445 
immediate operation 69 
implicit addressing 438, 445 
implied addressing 438 
improved multiplication 126, 128, 129 
IN r, (C) 261 
IN A, (N) 263 
in-circuit emulator 585 
INC (HL) 267 
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INCr 264 
increment 164, 442 
incrementer 57 
INC rr 265 
INC (IX + d) 268 
INC (IY + d) 270 
INC 1X 272 
INC IY 273 
IND 274 


index register 53, 63, 441, 442 
indexed addressing 160, 441, 447, 540 


indexing 63 
indirect addressing 443, 444, 448, 540 
indirect indexed addressing 443 
indirect memory access 499 
INDR 276 
information representation 18 
in-house computer 588 
INI 278 
INIR 280 
input/output 157, 460, 518 
input/output devices 511, 521 
input/output instructions 183, 460 
input register 466 
inserting 552, 573 
instruction 96 
instruction field 590 
instruction formats 66 
instruction register 55, 64 
instruction set 154 
instruction types 112 
INT 91 
internal control registers 51, 513 
internal representation 
of information 18 
interpreted 69 
interpreter 545, 581, 582 
interrupt 466, 496, 497, 500, 505, 
508, 509, 511 
interrupt acknowledge 500 
interrupt flag 187 
interrupt handler 502 
interrupt logic 510 
interrupt-mask-bit 499 
interrupt mode 0 500 
interrupt mode 1 503 
interrupt mode 2 504 
interrupt overhead 504 


interrupt-page addressing register 63 
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interrupt table 
interrupt vector 
interrupts 

1/O control 
IORQ 

IR 

IX 

IY 


J 

JP cc, pq 
JP nn 
JP pq 
JP (HL) 
JP (1X) 
JP (IY) 
JIRcc,e 
JRe 
JUMP 


jump instruction 
jump relative (JR) 


label field 
largest element 
LDA, (n, n) 
LDD,C 

LDD 

LDDR 

LDI 

LDIR 

LD dd, (nn) 
LD dd, nn 
LDr,n 
LDr,r 
LDr,r' 
LD(BC),A 
LD (DE), A 
LD(HL), n 
LD (HL), r 
LDr, (HL) 
LDr, (IX + d) 
LDr, (IY + d) 
LD (IX + d),n 
LD(IY + d),n 


504 
498 
495 

92 

92, 500 
55 

53, 63 
63 


282 

89 

284 

285 

286 

287 

288 

290 

90, 172, 179, 441 
156, 182 
446, 447 


24 


62 
590 
526, 527 
69, 86 
72 
164 
164 
164 
142, 164 
291 
293 
295 
66 
297 
299 
300 
301 
303 
356 
305 
307 
309 
311 


LD(IX + d),r 313 
LD(IY + d),r 315 
LD (nn), A 317 
LD(nn), A 319 
LD (nn), dd 321 
LD (nn), HL 323 
LD (nn), IX 325 
LD (nn), IY 327 
LDA, (BC) 329 
LD A, (DE) 330 
LDA, I 331 
LDI,A 332 
LDA,R 333 
LD HL, (nn) 334 
LD IX, nn 336 
LD IX, (nn) 338 
LDIY, (nn) 340 
LDIY, nn 342 
LDR,A 344 
LD SP, HL 345 
LD SP, Ix 346 
LD SP, IY 347 
LDD 348 
LDDR 350 
LDI 352 
LDIR 354 
LED 41, 480 
LIFO structure 540, 544 
light emitting diodes 41 
linked list 542, 544, 568, 571, 573, 
574, 577, 578 
linked loader 583 
list 540, 548, 549, 550, 555, 556, 557 
listing 590 
list pointer 542 
literal 69, 439, 455, 594 
load 96, 106 
loader 583 
logarithmic searching 546, 562 
logical 166, 558 
logical errors 582 
logical operations 141 
logical shift 119 
long addressing 449 
longer delay 464 
M 
machine cycle 69 
MACRO 597, 598, 600 


INDEX 


mantissa 38 
MASK 168, 522 
memory cycles 55 
memory map 453, 586 
memory-mapped I/O 157 
memory-refresh register 64 
micro instructions 86 
mnemonic 67, 579 
MI 92 
modes 444 
monitor 48, 582 
monitoring 467 
MOS Technology 6502 452 
MPU 52, 59 
MPU pinout 91 
MREQ 92 
multiple devices 506 
multiple LED’s 482 
multiple precision 98 
multiplexer 52, 62 


multiplication 113, 114, 115, 116, 


124, 151, 152, 153 


MUX 52, 62 
N 

N 34 
NEG 358 
negative 24, 26, 32 
nested calls 145 
nibble 18, 36 
NMI 91, 92, 498 
nonmaskable interrupt 498 
nonrestoring method 133 
NOP 359 
NOPs 92 
normalize 37 
normalized mantissa 37 
oO 

octal 41, 42 
odometer 465 
one’s complement 25 
one-shot 466 
opcode 66, 86, 439, 444, 446 
operand 100, 102, 438, 439 
operating system 582 
operator precedence 587 
OR 166, 168 
ORs 360 
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ORG 

OTDR 

OTIR 

OUT (C),r 
OUT (N), A 
OUTD 

OUTI 

output register 
overdraw 
overflow 
overlap technique 


P 

packed BCD 

packed BCD subtract 
Paper-tape readers 
parallel input/output 
parallel work transfer 
parity bit 

parity generation 
parity/overflow (P/V) 
PC 

PIC 


596 
362 
364 
366 
368 
369 
371 
461 
133 
28, 30, 31, 32 
79 


36, 107 

110, 111 

494 

48 

467, 468, 469 
39, 40 

524 

175 

52 

446, 506 


PIO 48, 511, 512, 513, 514, 515, 518 
pointers 51, 62, 444, 539, 544, 550, 551 


polling 
polling loop 
POP qq 
POP IX 
POP IY 
pop 

port 
positional notation 
positive 

post-indexing 

power failures 
pre-indexing 

printer 

program 

program counter 
program development 
program loops 


466, 469, 492, 521, 544 


493, 494 
373 

375 

377 
53, 76, 154 
511, 515, 516 
20 

24, 26, 32 
442, 443 

48 

442 

44, 479, 495 
16, 48 

52 

579, 584 
63, 121 


programmable input/output chip 511 


programmable interval 


timer (PIT) 463, 465 
programmer’s model 94 
programming 15, 16, 515, 518, 602 
programming language 16 
pseudo-instructions 98 
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pulse 

pulse counting 
punch 

PUSH qq 
PUSH IX 
PUSH IY 
push 


RAM 

random element 
RLCA 

RD 

read operation 
read-only memory 
read-write memory 
recursion 
reference table 
register addressing 


register indirect addressing 


register-interrupt 
register pairs 
registers 
relative addressing 
relative jump 
relays 

request blocks 
RES b, s 

RESET 
restoring method 
RET 

RET cc 

RETI 

RETN 
RETURN 

RFSH 

RLs 

RLA 

RLCr 

RLC (HL) 

RLC (IX + d) 
RLC(IY + d) 
RLD 

ROM 

rotation 


462, 467 
466 

495 

379 

381 

383 

53, 76, 154 


543, 544 


64 

48, 75, 584, 587 
541 

399 

92 

96, 515 
48 
48,75 
148 

571 

438 
444, 448 
184 

51 


31, 51, 149, 439, 474 


441, 446 

156 

461, 462 

543 

386 

92 

133 

389 

391 

181, 393, 501 
181, 395, 499 
144, 145 

93 


408 
48 
120, 155, 170, 171 


INDEX 


rotate 50, 156 
round robin 544, 545 
RRs 410 
RRA 412 
RRCs 413 
RRCA 415 
RRD 416 
RST 183, 500 
RST p 418 
rubout 467 
S 
S 178 
saving the registers 502 
SBC A, s 420 
SBC HL, ss 422 
SCF 424 
scheduling 491 
searching 551, 558, 572 
segment drivers 484 
segments 480,541 
sensing pulses 466 
sequential lists 540 
sequential searching 546 
service routing 492 
SET b, s 425 
seven-segment light-emitting 

diode (LED) 480, 481 
shift 50, 118, 120, 155, 156 
short addressing 441, 446, 449 
short instruction 19 
sign 178 
signal 461 
signed binary 24, 25 
signed numbers 532 
simple list 551 
simulator 583 
simultaneous interrupts 507 
single-board microcomputers 587 
16-bit accumulator 103 
16 by 8 division 134, 135 
16 by 16 multiplication 130, 131 
skew operations 169 
skip 157 
SLA s 428 
software aids 582, 587 
SP 53 
special digit instructions 172 
speed 476 


SRAs 430 
SRLs 432 
stack 53, 146, 149, 496, 508, 539, 544 
stack pointer 53, 540 
standard architecture 49 
standard PIO S11 
status 31, 85, 476, 515 
status bits 50, 512 
status register 50 
storing operands 102 
string of characters 490 
SUBA,s 434 
subroutine call 143, 146 
subroutine library 150 
subroutine mechanism 144 
subroutine parameters 149 
subroutines 142, 147, 443, 598 
subtraction 104 
subtract (N) 175 
sum of N elements 527, 528 
symbolic 41,44 
symbols 592, 593 
synchronous 471, 496 
syntactic ambiguity 16 
syntax 544 
system architecture 46 


T 

tables 526, 539, 540, 551, 554, 592 
technological development 602 
teletype 466, 485, 487, 488, 489 
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